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([HEXWLYH 6XPPDU\

This is a draft report. The Statewide CASE Team encourages readers to provide comments on
the proposed code changes and the analyses presented in this draft report. When possible,
provide supporting data and justifications in addition to comments. Suggested revisions will be
considered when refining proposals and analyses. The Final CASE Report will be submitted to
the California Energy Commission in August 2020. For this report, the Statewide CASE Team is
requesting input on the following:

1. Grid utility impacts, both beneficial and disadvantageous, from standalone, non-PV tied
battery storage systems

2. Required provisions that are intended to provide basic considerations for battery storage
system readiness

3. Requirement for ANSI/CTA-2045 compliant demand response communications port for
heat pump water heaters eligible for load-shifting compliance credit

4. Should the proposed heat pump water heater (HPWH) Advanced Load Up compliance
credit include daily storage tank charging? If so, are there specific times of day that
should be considered for foading up “besides devising a schedule to take advantage of
the mid-day solar generation window and avoiding early evening electric peak?

5. Is Home Energy Rating System (HERS) verification needed for load-shifting HPWHs?
(What if the HPWH had a light or display to clearly indicate it is set to operate in
Advanced Load Up mode?)

6. Independent field studies of energy savings for home energy management systems
(HEMS)

7. Modeling techniques for analyzing energy and peak demand savings for HEMS with
various attributes

8. Use of ENERGY STAR ® Smart Home Energy Management System (SHEMS)
specification as basis for Title 24, Part 6 recognition

Email comments and suggestions to info@title24stakeholders.com by June 19, 2020.
Comments will not be released for public review or will be anonymized if shared.

 QWURGXFWLRQ

The Codes and Standards Enhancement (CASE) Initiative presents recommendations to
support the California Energy Commission { \Energy Commission) efforts to update the
California Energy Efficiency Building Standards (Title 24, Part 6) to include new requirements or
to upgrade existing requirements for various technologies. Three California Investor Owned
Utilities (I0Us) xPacific Gas and Electric Company, San Diego Gas and Electric, and Southern
California Edison zand two Publicly Owned Utilities *Los Angeles Department of Water and
Power and Sacramento Municipal Utility District (herein referred to as the Statewide CASE
Team when including the CASE Author) xsponsored this effort. The program goal is to prepare
and submit proposals that will result in cost-effective enhancements to improve energy
efficiency and energy performance in California buildings. This report and the code change
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proposals presented herein are a part of the effort to develop technical and cost-effectiveness
information for proposed requirements on building energy-efficient design practices and
technologies.

The Statewide CASE Team submits code change proposals to the Energy Commission, the

state agency that has authority to adopt revisions to Title 24, Part 6. The Energy Commission

will evaluate proposals submitted by the Statewide CASE Team and other stakeholders. The

EnerJ\ &RPPLVVLRQ PD\ UHYLVH RU UHMHFW SURSRVDOV 6HH WKH (¢
24 website for information about the rulemaking schedule and how to participate in the process:
https://www.energy.ca.gov/programs-and-topics/programs/building-energy-efficiency-
standards/2022-building-enerqy-efficiency.

The overall goal of this CASE Report is to present a code change proposal for single family
residential grid integration measures. The report contains pertinent information supporting the
code change.

OHDVXUH '"HVFULSWLRQ

Background Information

Demand flexibility measures are increasingly important for California as a means to integrate
buildings with a changing electrical grid. Increasing photovoltaic (PV) supply, both distributed
and utility-scale, and wind generation coupled with building demand patterns on the grid has
created challenges during late afternoon and early evening hours. Consequently, technologies
that effectively shift load to periods when renewable output is available tend to contribute to
increased grid resilience and reduce the amount of renewables that need to be curtailed.

The grid integration measure is a cross-cutting measure with relevance for single family,
multifamily, and nonresidential market sectors. This report focuses on single family applications
but includes some discussion of how the measures might be affected when applied to other
market sectors. Single family targeted applications include batteries, heat pump water heater
(HPWH) load shifting, heating, ventilation, and air conditioning (HVAC) load shifting, and home
energy management systems (HEMS). These proposed submeasures were all developed as
compliance options for the residential sector. For clarity, changes to code language for each
submeasure are presented in isolation, not in combination with other submeasures.

Battery Storage Systems

Battery storage systems provide benefit to the utility grid by serving the primary functions of
daily charge and discharge cycling for the purpose of load shifting, maximizing solar self-
utilization, and grid harmonization. This proposed submeasure would modify the battery storage
system compliance option that exists under 2019 Title 24, Part 6 to align the code with
technology performance improvements for battery storage systems, to ensure that battery
control systems contribute value to owners and the utility grid, and to improve the enforcement
and verification of battery storage system requirements.

HPWH Load Shifting

Load shifting HPWHs (LSHPWHS) are designed to operate in response to signals from utilities

or third party aggregators to control operation of the HPWH while still providing consistent and

reliable KRW ZDWHU WR WKH RFFXSDQWYV 7K+HusZ elabtiitity af aitidné/ HU P D\ 2OR
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advantageous to the grid (such as during a midday solar peak) *to store extra energy in the

water tank prior to the start of utility peak periods to allow the tank to satisfy subsequent peak

period hot water loads without requiring any additional operation. Additionally, LSHPWHs may

UHVSRQG WR FULWLFDO JULG HY H Qnd) Ar€ biedtiio W ur) © PaviseD 3VKHG ™ F
operation for a given time period. This load shifting approach has value in minimizing the

curtailment of excess renewables on the electric grid year-round, which is becoming an

increasing issue as more renewables enter the California grid. The Statewide CASE Team has

been involved in activities supporting the LSHPWH concept including modeling studies

(Delforge and Larson 2018) and laboratory testing (Grant and Huestis 2018).

HVAC Load Shifting

Pre-cooling is an HVAC load shifting strategy in which the building is intentionally over-cooled
early in the day when electricity rates are low. The thermal mass of the building is cooled down
during these off-peak periods, and serves to gradually slow down warming of the space later
during the on-peak period, minimizing or avoiding the need for cooling during the higher-cost
peak periods. Since air-conditioning is the biggest contributor to peak energy use in most
homes, moving it away from the peak period dramatically reduces peak kW, energy used during
the peak period, and Time Dependent Valuation (TDV), which is the cost metric used by the
State of California to evaluate the cost-effectiveness of Title 24, Part 6 code change proposals.
However, pre-cooling would almost always involve an increase in site energy consumption.
Optimization of pre-cooling, then, would require finding an acceptable balance between
reduction of TDV, kWh penalties, and the overall impact on utility bills. During the 2019 code
change cycle, pre-cooling was introduced as a compliance option eligible for a Demand
Flexibility credit. It requires the installation of an Occupant Controlled Smart Thermostat (OCST,
as described in Joint Appendix 5 (JA5)).The modeled impact credit is de-rated by 70 percent,
because its reliability is so heavily determined by occupant behavior.

Home Energy Management

Home Energy Management Systems (HEMS) are a subcategory of home automation that
provides homeowners with the ability to control energy consuming devices through programmed
schedules, control logic based on occupancy sensors or other measurements, machine
learning, utility signals, and/or remote access through smartphones. Home automation
technologies, including those with HEMS capabilities, have become much more commonplace
in recent years, providing services ranging from energy management to home security,
entertainment, and convenience. Voice recognition technology has made interacting with such
systems accessible and fun for homeowners at all levels of technical sophistication. A HEMS
may either be a master system that controls and monitors all end uses, or a system that controls
appliances, lighting, and/or plug loads. HEMS can reduce TDV through either direct energy use
reduction (e.g. turning off lights and TVs in unoccupied rooms), or through load shifting (e.g.
suspending operation of clothes dryers during high demand periods). Energy and peak demand
savings can also be achieved by providing information and recommendations to occupants,
allowing them to modify their behavior in an informed manner. Home energy management is a
quickly expanding market that is likely to have a large impact on energy use in homes,
particularly in end-uses such as plug loads and lighting, where there are few if any opportunities
to receive credit for energy savings in Title 24, Part 6.

Proposed Code Change

2022 Title 24, Part 6 Draft CASE Report +2022-SF-GRID-INT-D | 8



Battery Storage Systems

The main code change proposals involve battery control strategies and the battery round trip
efficiency (RTE). T K HTithe of Use “(TOU) operational control strategy would be updated to
more closely align with utility TOU periods and to minimize TDV costs (Pacific Gas and Electric
2020, San Diego Gas and Electric 2020, Southern California Edison 2020). To improve the
battery control strategy compliance verification process, thorough definitions of each control
strategy would be added to the battery compliance form. Round trip efficiency requirements in
JA12 would be clarified through the inclusion of a RTE test standard. In addition, an RTE user
input option would be added in the CBECC-Res compliance software to more easily define
performance. CBECC-Res would enforce the JA12 minimum RTE requirement by not providing
compliance credit for non-JA12 compliant battery storage systems. In addition to battery control
and performance, a new safety standard would be referenced to align with global safety
standards, and interconnection and enforcement sections in JA12 would be updated with
clarifying language. These proposed changes would apply to the battery storage system
compliance option, and affect new construction, additions, and alterations in the single family
residential sector.

HPWH Load Shifting

In 2020, the Energy Commission will be moving towards adding a compliance credit for
LSHPWHSs by adopting Joint Appendix JA13 (Qualification Requirements for Heat Pump Water
Heater Demand Management Systems). The Energy Commission opened a docket for this
measure in October 2019 and in February 2020 uploaded the draft JA13 for public review and
comment (California Energy Commission 2020b). The draft JA13 posted has benefited from
extensive input from a range of stakeholders. The proposed 2022 LSHPWH submeasure is
planning to expand the (anticipated) scope of the 2020 compliance credit by recognizing
increased benefits associated with an Advanced Load Up strategy whereby the HPWH storage
tank is heated up on a daily basis to utilize excess midday solar PV generation, and largely
eliminate any HPWH demand later in the day (during the utility peak period). This submeasure
would remain a compliance option and would apply to residential scale HPWHs installed in
single and multifamily buildings, with applicability in new buildings, additions and alterations.

HVAC Load Sh ifting

The pre-cooling measure would modify the compliance option that gives Demand Flexibility
credit for installation and proper programming of a Pre-Cooling Thermostat (PCT). It would be
offered for newly constructed single family residential buildings only in Climate Zones 9-15. No
updates to software are proposed, other than changing the setpoint assumptions for calculating
the credit. The proposed measure is simpler and can be implemented with a non-
communicating thermostat, programmed to optimize operation to minimize costs under a TOU
rate schedule, by definingapre-FRROLQJ VFKHG XFORR D @I@dleV QR

Home Energy Management

This submeasure clarifies the current exception to the solar zone credit when a HEMS is
installed in combination with a smart thermostat, by defining specific qualifying criteria that must
be met. This change revises an alternative to the mandatory requirement for minimum solar
zone area defined in Section 110.10(b)1A. Exception 6 currently allows home automation
systems to qualify if they include demand response capabilities and the ability to control lighting
and appliances. However, the specific functions that constitute these capabilities are not defined
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with enough specificity to estimate energy and peak load savings, or to verify that the desired
FDSDELOLWLHY DUH SUHVHQW LQ VSHFLILF DSSOLFDWLRQV ,Q DG
is a general term that can apply to systems that primarily provide convenience or home security

functions. The proposed change would UHSODFH 3KRPH DXWRPDWLRQ™ ZLWK 3KRPH
PDQDJHPHQW" ™ ZKLFK LV WKH PRUH FRPPRQ WHUP RI DUW XVHG LQ
provide energy savings capabilities, and would require compliance with ENERGY STAR

SHEMS eligibility criteria and compatibility with other demand response technologies qualified

under Title 24, Part 6. This submeasure would apply only to new construction, and to both

single family and multifamily residential buildings.

Scope of Code Change Proposal

Table 1 summarizes the scope of the proposed changes and which sections of Standards,
Reference Appendices, Alternative Calculation Method (ACM) Reference Manual, and
compliance documents that would be modified as a result of the proposed change(s).

Table 1: Scope of Code Change Proposal

Modified - . Would o
Measure Type of Section(s) Modified Title Compliance MOd'f'?d
. . 24, Part 6 Compliance
Name Requirement of Title 24, Aopendices Software Be Document(s)
Part 6 bp Modified
Section Yes
100.1(b) . .
Battery Compliance Joint Appendix ig:'s\;ldentlal Certificate of
Storage Opti opn Residential > PP Reference Installation CEC-
Systems P Compliance CF2R-PVB-02-E
Manual g/lantgal 215
ection 2.1.
Chapter 7.5 Appendix D
Joint Appendix No (based on
13 (currently in current .
HPWH i . draft f ; understanding
Load Comp lance Section ra _orm), of Energy Uncertain*
- Option 100.1(b) Possible updates et
Shifting Commission
to Reference

plan for 2020

H *
Appendices software effort)
Yes
HVAC Load Compliance Section Jom_t Appendlx S Residential Modified CF1R,
Shifing  Option 150.1 Residential ACM New CF2R and
' Appendix 3.4 CF3R
Reference
Manual
Section Joint Appendix
Home 110.10 JA5 *Technical
Energy Compliance _ Specifications for No CF2R-SRA-01-E
Manageme Option Section Occupant
nt 100.1(b) Controlled Smart
Thermostat
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Modified Would

Measure Type of Section(s) 2/I4od|;f;er;j(;l' itle Compliance L\:/Ic?r?:ﬂﬁgnce
Name Requirement of Title 24, ' P

: Software Be
Part 6 Appendices Document(s)

Modified

Residential

Compliance

Manual -

Sections 7.6,
7.8, and

Appendix H

* Pending outcome of Energy & RPPLVVLRQYV -$ DS StuReniy@nd@eRayL Y LWLHV

ODUNHW $QID@GVINWIXODWRU\ $VVHVVPHQW

Battery Storage Systems

Residential battery storage remains an emerging market but has shown continual rise in the
latter half of the decade. A combination of declining battery costs, increased electric-vehicle
(EV) penetration, the need for grid resiliency, and the emergence of TOU rate structures have
accelerated the adoption of battery technologies in residential homes (Utility Dive 2018). In
general, the proposed code changes in Title 24, Part 6 are meant to align with predicted
technical performance in terms of round-trip efficiency and safety developments for the
residential battery storage market. Outside of Title 24, Part 6, battery storage system
requirements are also listed in Title 24, Part 3, Title 24, Part 9, and industry codes and
standards (National Electric Code (NEC), Underwriters Laboratories (UL)). However, these
standards pertain to the electrical safety standards of battery storage systems and there is
minimal overlap with Title 24, Part 6.

HPWH Load Shifting

The current U.S. HPWH market is dominated by A.O. Smith, Bradford White, and Rheem.
These manufacturers have been actively participating in the development of the draft JA13
specification as well as participating in laboratory and field pilot projects. Each manufacturer has
taken their own proprietary approach in developing control logic to determine how their units
would respond to various control signals. Much of this would continue to evolve in the coming
years as JA13 is adopted and other activities related to grid connected water heaters becomes
finalized. In terms of technical feasibility, there should not be any significant barriers for the
industry to implement JA13 compliant HPWHSs at a small incremental cost over standard HPWH
products. Since the LSHPWH market sector is just now beginning to grow, it is challenging to
predict how product availability would develop as the market matures. It is the expectation of the
Statewide CASE Team that all the major manufacturers would participate in this technology
area as it offers significant market share growth potential.

HVAC Load Shifting

As of 2015, California households had about 4.4 million programmable (or smart) thermostats in
the residential building stock. From 2016-2019, smart thermostat adoption rate in the U.S.
tripled from 4 to 12 percent (ACHR News 2019), and as of 2015, smart thermostats accounted
for over 40 percent of the nearly 10 million thermostats sold in the U.S. (Park Associates 2015).
Starting in 1995, ENERGY STAR began promoting programmable thermostats as a means of
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reducing space conditioning energy use. The analysis typically assumed that without

programmable thermostats, users maintained a constant setpoint, and that with programmable

thermostats, a regular setback program would be used. It has been found that neither of these

assumptions is necessarily accurate (Meier 2011) (Meier, Aragon, et al. 2000). The projected

savings were not materializing, and the ENERGY STAR programmable thermostat program was

suspended in 2009. Smart thermostats are not without their troubles either, however. Outcault

et al (2014) found that user experience with a smart thermostat was generally not favorable. Six

RXW RI WKH WHQ XVHUV VXUYH\HG ZHUH 3PRVWO\ XQVXUH" WKDW V
ZDQWHG LW WR GR DQG IRXU UHSRUWHG EHLQJ 3 FRPSOHWHO\ XQV

With most California residential customers being moved to TOU rates in the coming year (many
not voluntarily), and the sensitivity and anxiety that that can cause, customers may be eagerly
looking for a solution to control costs with the new TOU rates under which they would be
operating their dwellings. They may also be looking for a simple and transparent solution that
would not either overwhelm them with complexity or take their control away. This is why the
Statewide CASE Team is recommending providing credit for installation of PCTs (based on
programmable thermostats) in addition to DRTSs.

Home Energy Management

There are currently hundreds of home energy management products on the market with varying
levels of capability and compatibility (Ford, et al. 2017). Many are information-based products
that rely on occupant behavior to achieve savings in response to knowledge about their energy
use, while others are controls-based and tend to save energy more predictably because
occupants do not have to intervene. There is no reason to expect the trend toward smarter
homes with increasing levels of energy management services to abate in the coming years, and
it is therefore important for energy codes to begin grappling with the impacts of HEMS products
on energy use. A successful approach would lead to greater deployment of HEMS services and
devices that provide positive impacts on grid resilience through effective energy management.

&RVW (I ITHFWLYHQHVYV

All four submeasures presented here are compliance options. As compliance options, cost
effectiveness is not required. The Statewide CASE Team provided limited information on
measure costs where available but did not complete detailed cost studies. See Section 5 for the
methodology, assumptions, and results of the cost-effectiveness analysis.

6BWDWGEHR (QHUJ\ ,P(QMHUNVDODWHU DQG *UHHQKRXVH *DV
(PLVVLRPYDFWV

As compliance options, the four submeasures would not increase the stringency of the

standards. As such, any savings attributed to the measures would likely be traded off by

relaxing other measures resulting in no statewide energy impacts. These submeasures all serve

to enhance grid harmonization by increasing demands from the electric grid during periods

when renewable generation resources are most available and reducing demand during peak

utility demand SHULRGV *ULG KDUPRQL]DWLRQ LV DQ LQFUHDVLQJO\ LPS
electric grid becomes more and more dependent on renewable generation sources.

Water and Water Quality Impacts

2022 Title 24, Part 6 Draft CASE Report +2022-SF-GRID-INT-D | 12



The proposed measure is not expected to have any impacts on water use or water quality,
excluding impacts that occur at power plants.

&RPSOLDQFH DQG (QIRUFHPHQW

Overview of Compliance Process

The Statewide CASE Team worked with stakeholders to develop a recommended compliance
and enforcement process and to identify the impacts this process would have on various market
actors. The compliance process is described in Sections 2.1.5, 2.2.5, 2.3.5, and 2.4.5. Impacts
that the proposed submeasure would have on market actors is described in Sections 3.1.3,
3.2.3, 3.3.3, 3.4.3 and Appendix E. The key issues related to compliance and enforcement are
summarized below:

x Initial and ongoing verification of an eligible battery storage control system as specified
in JA12, that delivers grid harmonization benefits.

X VHULILFDWLRQ WKDW WKH VSHFLILHG +3:+ LV RQ WKH (QHUJ\
certified products.

X The installed HPWH must either be field configured with applicable TOU electric rates
or field verified that pre-installed TOU rates are correct.

x The designer would have to investigate available PCTs and ensure that they are
certified.

X The allowed values of the Critical Field-Adjusted Parameters (CFAPs) must be verified
by the HERS Rater.

x Coordination would be needed between the mechanical system designer or installer
and HEMS designer to make sure the HEMS can communicate with the smart
thermostat, two light fixtures, and other demand-responsive devices that may be
present.

x The designer must specify a HEMS product that has been certified by the Energy
Commission and ensure that connected devices are compatible with the HEMS.

Field Verification and Diagnostic Testing

The battery storage system submeasure does not require HERS field verification and diagnostic
testing. Verification is completed during the inspection phase, in which a building inspector
would verify that the Certificate of Installation (CF2R) matches the battery storage system
specifications found in the Certificate of Compliance (CF1R).

Load shifting HPWHSs, smart thermostats, and HEMS components must be properly
commissioned to ensure that the systems are operating consistent with the design
specifications. No additional field tests are required.
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QWURGXFWLRQ

This is a draft report. The Statewide CASE Team encourages readers to provide comments on
the proposed code changes and the analyses presented in this draft report. When possible,
provide supporting data and justifications in addition to comments. Suggested revisions will be
considered when refining proposals and analyses. The Final CASE Report will be submitted to
the California Energy Commission in August 2020. For this report, the Statewide CASE Team is
requesting input on the following:

1. Grid utility impacts, both beneficial and disadvantageous, from standalone, non-PV tied
battery storage systems

2. Required provisions that are intended to provide basic considerations for battery storage
system readiness

3. Requirement for ANSI/CTA-2045 compliant demand response communications port for
heat pump water heaters eligible for load-shifting compliance credit

4. Should the proposed heat pump water heater (HPWH) Advanced Load Up compliance
credit include daily storage tank charging? If so, are there specific times of day that
should be considered for foading up “besides devising a schedule to take advantage of
the mid-day solar generation window and avoiding early evening electric peak?

5. Is Home Energy Rating System (HERS) verification needed for load-shifting HPWHs?
(What if the HPWH had a light or display to clearly indicate it is configured to operate in
Advanced Load Up mode?)

6. Independent field studies of energy savings for home energy management systems
(HEMS)

7. Modeling techniques for analyzing energy and peak demand savings for HEMS with
various attributes

8. Use of ENERGY STAR ® Smart Home Energy Management System (SHEMS)
specification as basis for Title 24, Part 6 recognition

Email comments and suggestions to info@title24stakeholders.com by June 19, 2020.
Comments will not be released for public review or will be anonymized if shared with
stakeholders.

The Codes and Standards Enhancement (CASE) initiative presents recommendations to
support the California Energy Commission { \Energy Commission) efforts to update CaOLIRUQLD{V
Energy Efficiency Building Standards (Title 24, Part 6) to include new requirements or to
upgrade existing requirements for various technologies. Three California Investor Owned
Utilities (I0Us) xPacific Gas and Electric Company, San Diego Gas and Electric, and Southern
California Edison and two Publicly Owned Utilities *Los Angeles Department of Water and
Power and Sacramento Municipal Utility District (herein referred to as the Statewide CASE
Team when including the CASE Author) xsponsored this effort. The program goal is to prepare
and submit proposals that will result in cost-effective enhancements to improve energy
efficiency and energy performance in California buildings. This report and the code change
proposal presented herein are a part of the effort to develop technical and cost-effectiveness
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information for proposed requirements on building energy-efficient design practices and
technologies.

The Statewide CASE Team submits code change proposals to the Energy Commission, the

state agency that has authority to adopt revisions to Title 24, Part 6. The Energy Commission

will evaluate proposals submitted by the Statewide CASE Team and other stakeholders. The

Energy Commission mayreviVH RU UHMHFW SURSRVDOV 6HH WKTle(QHUJ\ &RP
24 website for information about the rulemaking schedule and how to participate in the process:
https://www.energy.ca.gov/programs-and-topics/programs/building-energy-efficiency-
standards/2022-building-energy-efficiency.

The overall goal of this CASE Report is to present a code change proposal for single family
residential grid integration measures. The report contains pertinent information supporting the
code change.

When developing the code change proposal and associated technical information presented in
this report, the Statewide CASE Team worked with a number of industry stakeholders including
building officials, manufacturers, builders, utility incentive program managers, Title 24, Part 6
energy analysts, researchers, industry associations and others involved in the code compliance
process. The proposal incorporates feedback received during public stakeholder workshops that
the Statewide CASE Team held on September 10, 2019, and March 12, 2020. Meeting notes
from those workshops are available online (California Statewide Utility Codes and Standards
Team 2019a).

The following is a brief summary of the contents of this report:

X Section 2 *Measure Description provides a description of the measure and its
background. This section also presents a detailed description of how this code change is
accomplished in the various sections and documents that make up the Title 24, Part 6
Standards.

X Section 3 In addition to the Market Analysis, this section includes a review of the
current market structure. This section also describes the feasibility issues associated
with the code change, including whether the proposed measure overlaps or conflicts with
other portions of the building standards, such as fire, seismic, and other safety
standards, and whether technical, compliance, or enforceability challenges exist.

X Section 4 tEnergy Savings presents the per-unit energy, demand reduction, and energy
cost savings associated with the proposed code change. This section also describes the
methodology that the Statewide CASE Team used to estimate per-unit energy, demand
reduction, and energy cost savings.

X Section 5 £This section presents the lifecycle cost and cost-effectiveness analysis. This
includes a discussion of the materials and labor required to implement the measure and
a quantification of the incremental cost. It also includes estimates of incremental
maintenance costs, i.e., equipment lifetime and various periodic costs associated with
replacement and maintenance during the period of analysis.

X Section 6 tFirst-Year Statewide Impacts presents the statewide energy savings and
environmental impacts of the proposed code change for the first year after the 2022
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code takes effect. This includes the amount of energy that would be saved by California
building owners and tenants and impacts (increases or reductions) on material with
emphasis placed on any materials that are considered toxic by the State of California.
Statewide water consumption impacts are also reported in this section.

Section 7 £Proposed Revisions to Code Language concludes the report with specific
recommendations with strikeeut (deletions) and underlined (additions) language for the
Standards, Reference Appendices, Alternative Calculation Manual (ACM) Reference
Manual, Compliance Manual, and compliance documents.

Section 8 £Bibliography presents the resources that the Statewide CASE Team used
when developing this report.

Appendix A: Statewide Savings Methodology presents the methodology and
assumptions used to calculate statewide energy impacts.

Appendix B: Embedded Electricity in Water Methodology presents the methodology and
assumptions used to calculate the electricity embedded in water use (e.g., electricity
used to draw, move, or treat water) and the energy savings resulting from reduced water
use.

Appendix C: Environmental Impacts Methodology presents the methodologies and
assumptions used to calculate impacts on GHG emissions and water use and quality.

Appendix D: California Building Energy Code Compliance (CBECC) Software
Specification presents relevant proposed changes to the compliance software (if any).

Appendix E: Impacts of Compliance Process on Market Actors presents how the
recommended compliance process could impact identified market actors.

Appendix F: Summary of Stakeholder Engagement documents the efforts made to
engage and collaborate with market actors and experts.

Appendix G: Parametric Analysis of Pre-Cooling presents CBECC-Res simulation
results for the pre-cooling strategy.

Appendix H: Nominal Savings Tables presents the energy cost savings in nominal
dollars by building type and climate zone.
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OHDVXUH '"HVFULSWLRQ

The focus for the 2022 Title 24, Part 6 residential grid integration compliance option measure
was to evaluate assumptions and performance of residential load shifting technologies to
reduce grid impacts during peak demand periods. Demand flexibility measures are increasingly
important for California as a means to integrate buildings with a changing electrical grid where
increasing photovoltaic (PV) (both distributed and utility-scale) and wind generation coupled with
building demand on the grid creates challenges during late afternoon and early evening, as
shown in Figure 1. Technologies that effectively shift load to periods where renewable output is
available tend to contribute to increased grid resilience.

Figure 1: Statewide electricity demand on a typical spring day.

Source: (CAISO 2019)

The grid integration measure is a cross-cutting measure with relevance for single family,
multifamily, and nonresidential market sectors. This report focuses on single family applications,
but includes some discussion of how the submeasures might be affected when applied to other
market sectors. The four submeasures are:

X Battery storage systems,

X Load shifting heat pump water heaters (LSHPWHS)
X HVAC load shifting

X Home energy management systems (HEMS)

The proposed submeasures were all developed as compliance options for the residential sector.
For clarity, changes to code language for each submeasure are presented in isolation, not in
combination with other submeasures.
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For the battery storage system and HVAC load shifting submeasures, the

Statewide CASE Team evaluated the 2019 implementations to determine if the existing
implementation is adequate and if the eligibility criteria or modeling should be modified. These
are new technology areas for the Title 24, Part 6 standards to recognize, and changes in the
marketplace and new research information contributed to the proposed changes for 2022. Since
HPWH load shifting and HEMS have not yet been implemented in Title 24, Part 6, the Statewide
Team evaluated past and ongoing research activities to determine if these submeasures are
viable for 2022 implementation. These activities included review of prior load shifting HPWH
modeling work to inform the 2022 effort and review of draft JA13, along with a literature review
of HEMS studies describing market barriers, technology developments, and field test results.
Further details about the research performed for each submeasure are provided in upcoming
sections of this report.

%DWWHU\ 6WRUDJH 6\VWHPV

OHDVXUH 2YHUYLHZ
This proposed measure would modify the battery storage system compliance option that exists
under 2019 Title 24 Part 6 to align the code with technology performance improvements for
battery storage systems, to ensure that battery control systems contribute value to owners and
the utility grid, and to streamline the enforcement and verification of battery storage system
requirements. The measure is intended to apply to new single family residential buildings with
battery storage systems. Current code requirements for battery storage systems are listed in the
Reference Appendices, Joint Appendix 12 (JA12). JA12 defines compliance qualification
requirements for battery systems installed in conjunction with on-site photovoltaic systems.
Compliance qualifications include safety, performance, battery controls, interconnection, and
enforcement requirements. The battery storage system measure is modeled in the CBECC-Res
compliance software, with the modeling methodology defined in the Residential ACM Reference
Manual. Battery storage systems are eligible for a Demand Flexibility credit (only credited
towards the Total Energy Design Rating (EDR) and not the Energy Efficiency EDR), unless the
self-utilization option is selected within CBECC-Res, in which case a portion of the Demand
Flexibility credit would be applied to the Energy Efficiency EDR. The Energy Design Rating is an
alternate way to express the energy performance of a home using a scoring system where 100
represents the performance of a building meeting the envelope requirements of the 2006
International Energy Conservation Code (IECC). A score of zero or less represents the energy
performance of a building that combines high levels of energy efficiency and/or renewable
JHQHUDWLRQ WR 3J]HUR RXW™ LWV 7'9 HQHUJ\ XVH

Battery storage systems provide benefit to the utility grid by serving the primary functions of

daily cycling for the purpose of load shifting, maximizing solar self-utilization, and grid

harmonization. This is achieved in the 2019 version of the CBECC-Res compliance software

through three battery control strategy options +3% DVLF &RQWURO”"~ 37LPH RI 8VH 728
DQG 3$GYDQFHG 'HPDQG 5HVSRQYBHW *RRYWURRQWURO" WKH EDW
system implements these functions by charging the battery from the PV system when there is

limited electrical load demand at the building and discharging when building load exceeds

JH QH U D W L RTime ®QUseH ¢dntrol, the battery storage system is controlled to discharge

during specified time windows to better respond to peak demand periods when the cost of
HOHFWULFLW\ LV KLJK 8QGHU :$GYDQFHG '5 &RQWURO" WKH EDW\
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charge until a predicted DR event enacted by the utility takes place. This is modeled through a
fixed TDV price trigger, whereby the battery will hold charge if the maximum TDV for that day if
forecasted to exceed a certain amount.

Although these three battery control strategy options are recommended to remain within the

proposed 2022 version of CBECC-Res, updates are proposed to the Fime ofUse” RSHUDWLRQDO
control to more closely align with utility TOU rate plans (Pacific Gas and Electric 2020, San

Diego Gas and Electric 2020, Southern California Edison 2020). Updated methodologies for

these controls strategies are documented in Appendix D and would be configured in the 2022

version of CBECC-Res. Additional guidance has also been added to the Battery Storage

System Certificate of Installation, which would help facilitate the inspection and verification

process of battery control strategies.

Performance requirements in JA12 have been updated with greater clarity around the round trip
efficiency requirements. This includes specifying that the round trip efficiency requirement is
based on beginning of life battery performance, and a reference to a standard round trip
efficiency (RTE) testing standard for manufacturers designing to the RTE target.

Any CBECC-Res models with battery storage systems having less than the minimum RTE as
specified in JA12 are proposed to mimic a model designed without battery storage. An option
would be added in CBECC-Res to allow users to enter in a single battery round trip efficiency in
CBECC-Res, as alternative to entering in both a charging and discharging efficiency.

Code language has also been updated to provide greater clarity on safety, interconnection and
certification requirements in JA12.

The Statewide CASE Team is currently investigating two additional proposal requirements for
the battery storage system submeasure for the 2022 code cycle:

X Battery storage system readiness requirements and
x Standalone battery storage requirements.

Battery storage readiness requirements would require that new single-family homes meet space
and electrical infrastructure considerations to facilitate the ease of battery storage system
installations. The additional statewide costs for battery storage readiness requirements would
need to offset benefits realized by new construction homes that install battery storage systems,
either initially or after construction. High value-add readiness requirements that have been
identified so far include a designated area for the battery storage system, a main electrical line
to the battery storage system location, and a separate subpanel for loads that require backup
(Clean Coalition 2019).

Standalone battery storage system requirements would extend the compliance credit to projects
with standalone storage systems, i.e. systems that can charge and discharge from the utility grid
and operate as a standalone device. This would apply to single family homes that receive an
exception to the solar PV requirement (e.qg. if the effective annual solar access is restricted) and
would be a change from the 2019 Title 24, Part 6 code, which requires that battery storage
systems are coupled with a PV system. To accommodate a standalone storage system, a new
battery control system would need to be added to ensure that standalone systems are aligned
with grid harmonization goals.
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Single family homes participating in community solar may also have standalone battery storage
systems. For these cases however, the CBECC-Res energy model should assume an
appropriate solar PV capacity for the home.

OHDVXUH +LVWRU\
Single family battery storage systems describe the battery storage system installed within single
family residential homes. Primary functions of the battery storage system include:

1. Daily cycling for the purpose of load shifting
2. Maximized solar self-utilization
3. Grid integration

The battery storage system implements these functions by charging the battery from a solar
photovoltaic (PV) system when there is limited electrical load at the building and discharging
when building load exceeds generation. Additional controls strategies allow the battery system
to adjust discharge time windows to better respond to peak demand periods when the cost of
electricity is high. Figure 2 below shows a battery storage system, consisting of a battery and
battery inverter, i QW HJUDWHG LQWR D KRPHfV HQHUJ\ VA\VWHP

Figure 2: Battery storage system paired with solar PV

Source: (Energy Sage 2019)

Title 24, Part 6 first included battery storage systems in the 2016 standards. Battery storage
systems were offered as a compliance option in CBECC-Res and the modeling rules were
documented in Section 3.5 of the 2016 Residential ACM Reference Manual. CBECC-Res
provided an Energy Design Rating (EDR) credit for battery storage systems sized at 6 kWh or
larger coupled with a PV array, allowing a project to downsize the PV system to reach a specific

EDR target. Battery storage systems had two different control strategy options +D 3'HIDXOW

&RQWURO" DQG DQ 3*$GYDQFHGRMLUOROQ HRAJS %W UBWHYR U
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The 2019 standards added compliance requirements for battery storage systems through the
creation of JA12 +Qualification Requirements for Battery Storage System. Safety requirements
in JA12 referenced applicable Underwriters Laboratories (UL) standards for both battery storage
systems and inverters used with battery storage systems. Minimum performance requirements
were updated from 2016, with the minimum usable capacity decreasing from 6 kWh to 5 kWh. A
minimum charge-discharge cycle AC to AC round trip efficiency of at least 80 percent was
required and an energy capacity retention requirement was added.

The 2019 standards increased the number of control strategy options from two to three modes.

7KH 3'"HIDXOW &RQWUROHRBSWLRQDXLY BRQWRIRO™ DQG WKH 3$GYDQ
Aggregator-r ERQWUROOHG” VWUDWHJI\ ZDV XSGDWHG DV WKH 3$GYDQFHC
Time of Use "control strategy was added in anticipation of the TOU rates that California

customers would be enrolled in. In alignment with utility requirements, new interconnection

requirements were added with reference to Rule 21 and Net Energy Metering (NEM) rules as

adopted by the California Public Utilities Commission (CPUC). A Certificate of Installation was

also developed to enable a documented verification process for installed battery storage

systems. The requirements in JA12 were also documented in the 2019 Residential Compliance

Manual, Chapter 7.5.

With the updated and new battery storage system control strategies, the 2019 Residential ACM
5HIHUHQFH ODQXDOYV VHFWLRQ RQ EDWW HStidtuy 2WNrddédrigH VA\VWHPV $
Batteries for California Residential Code Compliance, was expanded to explain the modeling

methodologies for the new control strategies. Battery modeling parameters that could be

adjusted through the CBECC-Res user interface were listed, along with assumptions for hard

coded battery storage system parameters.

New to 2019, a self-utilization credit was added to allow for tradeoff between the efficiency EDR
and the effect of PV on the total EDR when the PV system is coupled with at least a 5 kwWh
battery storage system. The self-utilization credit could be used against building envelope and
efficiencies of the equipment installed in the building and was provided as a checkbox option in
CBECC-Res. The magnitude of the credit was equal to 90 percent of the difference between the
2019 and 2016 Standards prescriptive envelope improvements,! and climate zone specific
credit percentages were listed in the 2019 Residential ACM Reference Manual, Sec. 2.1.5.

6XPPDU\ RI B3URSRVHG &KDQJHV WR &RGH 'RFXPHQWYV
The sections below summarize how the standards, Reference Appendices, ACM Reference
Manual, and compliance documents would be modified by the proposed change. See Section 7
of this report for detailed proposed revisions to code language.

2.1.3.1 Summary of Changes to the Standards
This proposal would modify the following sections of the California Energy Code as shown
below. See Section 7.1.2 of this report for marked-up code language.

SECTION 100.1 +DEFINITIONS AND RULES OF CONSTRUCTION

1 For High Performance Attics, High Performance Walls, Quality Insulation Installation, and High
Performance Windows and Doors.
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Section 100.1(b) *Definitions: Recommends new or revised definitions for the following
terms:

Revised definition:

SEDWWHU\ VWRUADdcHargeabM éhergy storage system consisting of a storage
device and associated electrical equipment, including controls and inverters, designed to store
and supply electrical power. Primary functions include self-utilization of PV output, providing
standby or emergency power, and load shedding / shifting.

2.1.3.2 Summary of Changes to the Reference Appendices

This proposal would modify the sections of the Reference Appendices identified below. See
Section 7.1.3 of this report for the detailed proposed revisions to the text of the reference
appendices.

JA12 zQualification Requirements for Battery Storage System:

A round trip efficiency standard has been to provide clarity on RTE requirements. Clarity has

been added to the certification and verification process by highlighting Certificate of Installation

verification requirements DQG E\ XSGDWLQJ WKH UHOHYDQW VHFWLRQ WLWO€EF
E QIR UFHP HQ WSsé&fdth @duirements have been updated to account for UL9540A, which

is a new UL safety standard relevant to battery storage systems. The descriptionof WKH 27LPH RI

8 V Hbattery control strategy has been updated to more closely align with utility TOU rate plans,

through year-round TOU operation.

2.1.3.3 Summary of Changes to the Residential ACM Reference Manual

This proposal would modify the following sections of the Residential ACM Reference Manual as
shown below. See Section 7.1.4 of this report for the detailed proposed revisions to the text of
the ACM Reference Manual.

2.1.5.4 - Battery Controls: The proposed code change updatesthe GHVFULSWLRQ RI 37LPH R
6 W U D W hhdre clgédly align with utility TOU rate design, which features year-round TOU
peak periods.

AppendixD: 7KH SURSRVHG FRGH FKDQJH XSGDWHV WKH GHVFULSWLRC
better align with utility TOU rates. The battery simulation code has been updated accordingly to
reflect the changeV LQ EDWWHU\ VWRUDJH XWLOL]DWLRQ DQG RSHUDWLRC
7ULS (IILFLHQF\" KDV EHHQ DGGHG DV DOWHUQDWLYHQRSWLRQ WR
DQG 3'LVFKDUJL Q Fof bittéry stapalgé systems with round trip efficiencies less than

what is specified in JA12, the model would mimic a system design that does not include battery

storage. Advanced Control (old) would be removed as a battery control strategy option from

CBECC-Res.

2.1.3.4 Summary of Changes to the Residential C ompliance Manual

The proposed code change would maodify the following section of the Residential Compliance
Manual: See Section 7.1.5 of this report for the detailed proposed revisions to the text of the
Compliance Manuals.

7.5 tBattery Storage System: The proposed code changes mirror the proposed changes for
JA12 in Section 2.1.3.2, as this section refers directly to the requirements that are listed in JA12.
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2.1.3.5 Summary of Changes to Compliance Documents
The proposed code change would modify the compliance documents listed below. Examples of
the revised documents are presented in Section 7.1.6.

Battery Storage Systems Certificate of Installation, CEC ~ -CF2R-PVB-02-E: +The proposed

updates would provide additional guidance on the allowable battery control strategy options in

the user instructions section to facilitate the control strategy verification process. The battery

LQSXW ILHOghodlé& BeQWWHUWIRDPHG W R RIQDWWBUBWUDWHJI\" IRU FODULW\
ILHOG WLWOHG 35R X<hahld7dg b@®ledltoLré&fledti Qd-new input in the 2022 CBECC-

Res compliance software.

5HIXODWRU\ &RQWH[W

2.1.4.1 Existing Requirements in the California Energy Co  de

The current code requirements for single family battery storage systems is captured in the 2019
Reference Appendices, JA12 and includes requirements on safety, performance,
interconnection, and enforcement. Section 2.1.2 describes the existing requirements in further
detail. Other areas of the code that reference battery storage system requirements include the
2019 Residential ACM Reference Manual, which documents the CBECC-Res modeling
methodology, and the 2019 Residential Compliance Manual, which mirrors the requirements
listed in JA12. There is a separate 2022 CASE Report addressing nonresidential grid integration
measures, but there is no direct interaction between the proposed measures because this
CASE Report is focused exclusively on single family battery storage and does not modify any of
the requirements for Energy Management Control Systems (EMCS), which are computerized
control systems designed to regulate the energy consumption of a building

2.1.4.2 Relationship to Requirements in Other Parts of the California Building

Code
The California Electric Code, Title 24 Part 3, includes a section on energy storage systems in
Article 706. The section contains energy storage standards, definitions, disconnects, and
limitations. The section also outlines safety considerations when selecting locations for energy
storage system installations and required power safety infrastructure. There is minimal overlap
between the California Electric Code and the California Energy Code.

The California Fire Code (CFC), Title 24 Part 9, Section 608 lists regulations based on battery
storage system size (kwWh) and type of batteries. CFC Section 608 also lists requirements for
hazard mitigation analysis, installation location and construction, and suppression and detection
systems. Both the CFC and California Energy Code reference UL standards UL9540 and
UL1973. Aside from UL standards, there is minimal overlap between the CFC and California
Energy Code.

2.1.4.3 Relationship to Local, State, or Federal Laws
There are no existing local, state, or federal laws, mandates, or requirements identified for
battery storage systems.

2.1.4.4 Relationship to Industry Standards

X The National Electric Code (NEC), Article 706 applies to all permanently installed energy
storage systems and has been expanded to encompass other forms of energy storage
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including flow batteries, capacitors, flywheels, and compressed air systems. NEC 706 is
adopted by the California Electric Code, Title 24 Part 3, for energy storage system
electrical requirements and is not expected to overlap with the California Energy Code.

x UL1973, Standard for Batteries for Use in Stationary, Vehicle Auxiliary Power, and Light
(OHFWULFDO 5DLO /(5 $SSOLFDWLRQV HYDOXDWHV WKH EDW
withstand simulated abuse conditions and does not evaluate battery performance. UL
1973 is referenced in the California Energy Code, JA12.

x UL9540, Standard for Energy Storage Systems and Equipment, cover energy storage
systems and contains requirements that address safety and installation. UL9540 is
referenced in the California Energy Code, JA12.

x UL9540A, Test Method for Evaluating Thermal Runaway Fire Propagation in Battery
Energy Storage Systems, addresses battery energy storage system installation
instructions, ventilation requirements, effectiveness of fire protection, and fire service
strategy and tactics. UL9540A allows for battery energy storage systems that exceed
250kWh, along with unit separation distances of less than three feet. UL9540A would be
added as a new reference in the California Energy Code, JA12.

x NFPA 855, Standard for Installation of Stationary Energy Storage Systems, provides the
minimum requirements for mitigating the hazards associated with energy storage
systems through comprehensive fire protection requirements. There is no expected
overlap between NFPA 855 and the California Energy Code.

&RPSOLDQFRIIRQGHPHQW
When developing this proposal, the Statewide CASE Team considered methods to streamline
the compliance and enforcement process and how negative impacts on market actors who are
involved in the process could be mitigated or reduced. This section describes how to comply
with the proposed code change. It also describes the compliance verification process. Appendix
E presents how the proposed changes could impact various market actors.

The activities that would need to occur during each phase of the project are described below:

x Design Phase: During the design phase, an energy consultant would need to evaluate
whether the addition of a battery storage system brings enough benefit to an end-user
(or to the builder in terms of compliance credit) to warrant the cost of the system. For
customers with PV-systems, the size and forecasted output of the PV system will be
taken into consideration to determine how large the battery storage system should be
sized. There is an array of battery models and sizes that consultants can recommend to
the customer based on their sizing needs and price point. A list of Title 24, Part 6
certified battery and energy storage systems can be accessed on the Go Solar California
website, maintained by the California Energy Commission, although it is not required to
select a device from the list (Go Solar California 2020). Once the battery size has been
selected, an energy modeling consultant would run a CBECC-Res model with the
chosen battery design and performance parameters, and the chosen battery parameters
(efficiency, size, control system, etc.) would be documented in the Certificate of
Compliance (CF1R).
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x Permit Application Phase: To facilitate the permitting process for new battery storage
systems, contractors or developers should prepare equipment specification sheets, a
single line diagram, site/floor plan showing the location of the system, as well as any
additional permit forms required by the local jurisdiction. Battery storage systems should
follow current California Buildings Codes and Standards and the design parameters that
were specified in the Certificate of Compliance.

x Constru ction Phase: The battery storage system eligible contractor would install the
system in-line with the site/floor plan that was developed during the permit application
phase. Installation could take place either inside or outdoors, typically located near to the
main service panel. The contractor would need to verify that the installation location
meets all relevant sections of the California Code and Standards, including the California
Energy Code, California Fire Code, and California Electrical Code. The contractor would
also need to determine and potentially change the battery storage system control
strategy if the customer has a preference outside of the default control mode. Once the
installation has been completed the installer would need to verify performance data and
the control system and fill out the Certificate of Installation (CF2R). The Certificate of
Installation should be placed it in a visible area for the building inspector to review.

X Inspection Phase: Once the battery storage system has been installed, the local
enforcement agency building inspector would verify that all applicable codes and
standards have been met. With respect to the California Energy Code, the building
inspector would verify that the information on the Certificate of Installation (CF2R),
including the battery control system, efficiency, and size match what is on the Certificate
of Compliance (CF1R).

The proposed code change would result in minor updates to the compliance process. For the
Design Phase, energy consultants would need to ensure that the battery storage system meets
the updated performance and safety requirements listed in JA12. For the Permit Application
phase, no changes are expected to take place to the permit application process.

For the Construction Phase, battery storage system contractors would need to ensure that all
updated safety standards in JA12 are being met. Contractors would also need to review the
updated definitions for the battery storage system control strategies and document the strategy
that most closely matches the installed system on the Certificate of Installation.

For the Inspection Phase, the building inspector would need to verify that the battery storage
system meets the updated performance requirements in JA12. Additional guidance woould be
provided on the Certificate of Installation to support building inspectors with the verification
process of the battery control strategy and performance requirements.

+3:+ /RDG 6KLIWLQJ

OHDVXUH 2YHUYLHZ
The HPWH Load Shifting submeasure is intended to take the work currently underway in
implementing load shifting HPWHs (LSHPWHSs) under Title 24, Part 6 to a more advanced level.
Since the current software development work for CBECC-Res is not expected to be completed
until the second or third quarter of 2020, the proposed 2022 work described here is clearly
dependent on the outcome of that effort. The current draft Appendix JA13 (entitled Qualification
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Requirements for Heat Pump Water Heater Demand Management Systems) provides a
framework of the minimum capabilities of a load shifting HPWH. The Energy Commission
recently added the draft JA13 to a HPWH Demand Management docket for public review and
comment (California Energy Commission 2020b).

LSHPWHSs are designed to operate in response to signals from utilities or third-party
aggregators to control operation of the HPWH while still providing hot water to the occupants.
7KH ZDWHU KHDW H UtuBddleetddryaGa fitrie 'advantageous to the grid (such as
during a midday solar peak) to store extra energy in the water tank prior to the start of the
utility peak period. This extra stored energy would allow the tank to satisfy subsequent peak
period hot water loads without requiring any additional on-peak operation, except under unusual
hot water events. Additionally, LSHPWHs may respond to critical grid events where signals (a
SVKHG” FRPPDQG DUH VHQW WR WKH XQLW WR SDXVH RSHUDWLRQ
communication requires the capability of sending standardized signals to the LSHPWHSs, the
ability of the LSHPWH to accept and process the commands and control logic on-board the
HPWH to respond to the commands.

The 2022 code change proposal is focused on extended LSHPWH capability to increase value

to the grid. The proposal would establish the default load shifting operation to be the Advanced

Load Up feature. This operation is based on increasing the stored water temperature (e.g. from

normal 125, setting to a 135°F or 140, setting) at beneficial times of the day. These beneficial

times can be set to strongly bias operation to align with maximum renewable generation on the

California grid such as operation during the mid-day solar peak. By overcharging storage, this

measure demonstrates benefit under the Time Dependent Valuation (TDV) strategy where off-

RU SDUWLDO SHDN HOHFWULFDO FRQ V-pealsancrgy.Qhis bad shiRigHU 3Y D O X+
approach has value year-round in minimizing grid renewables curtailment, which will continue to

increase as more and more renewables enter the California grid.

The proposed 2022 submeasure is a compliance option applicable to single family residences
and multifamily apartments where each apartment unit is served by a dedicated HPWH. As a
compliance option, it is not a required measure, but does provide for a compliance credit under
the performance compliance pathway. The submeasure would also be available for additions
and alterations where LSHPWHSs are installed.

This proposal would require residential LSHPWHSs utilizing the compliance credit to have a CTA-
2045 communications interface to facilitate demand response and load-shifting capabilities. The
open standard CTA-2045 interface provides for a standardized physical port but allows for
communication to occur in a wide range of DR application languages including OpenADR2.0
and BACnet. This requirement builds on prior research activities in the Pacific Northwest leading
to Washington state legislation requiring all electric water heaters manufactured after January 1,
2021 have a CTA-2045 compliant communications port (Washington State Legislature 2019).
Similar legislation is being considered in Oregon and by adopting a California CTA-2045 HPWH
requirement additional momentum would be created in moving towards a national consensus for
a standardized communications interface.

It is not anticipated that the CBECC-Res compliance software would need to be updated to
reflect the Advanced Load Up feature proposed for 2022. As of May 2020, the Energy
CommiVVLRQTV VRIW plardirg & $iddt Rrotk\don implementing algorithms to include
HPWH load shifting in the 2019 CBECC-Res compliance software. It is the Statewide CASE

2022 Title 24, Part 6 Draft CASE Report +2022-SF-GRID-INT-D | 26



7THDPTV XQGHUVWDQGLQJ WKDW WKH FXUU ihQMeGHe SapadiRi€sHG VRIW ZL
and input modifications to accommodate the 2022 LSHPWH proposal?. Under that assumption,

there are no software changes anticipated for this measure other than some potential

compliance documentation updates, which will be outlined in the Final CASE Report.

2.2.1.1 CTA-2045 Background

CTA-2045 is an ANSI standard 2 an extensible design that allows for continuous improvements
to enhance functionality that maintains backward compatibility with previous revisions
(Consumer Technology Association 2018). The standard defines a communications protocol
and mechanical/electrical connection (i.e. socket) to enable open information to be privately
exchanged between two different technologies, one being a smart grid device (i.e. water heater
or other energy consuming device) and the other, a universal communication module or UCM.

In addition to the protocol and socket, the standard also defines the physical dimensions of the

universal communication module so that water heaters can accommodate modules and UCMs

FDQ LQFOXGH WKH FRPPXQLFDWLRQ WHFKQRORJLHV WYV WKHVH
SURYLGH D SDWKzZD\ EHWZHHQ WKH GHYLFH DQG WKH XVHUYfV XWL(
other energy service application. Because the CTA-2045 standard does not include any

telecommunication requirements, it allows for market flexibility. For example, the telecom

pathway could be accessed through Wi-Fi, Bluetooth, Cellular, FM radio, Zigbee, HomePlug, or

through other protocols not yet created. A distinct advantage of this modular design is to

eliminate the need to embed telecom technologies into the water heater, thus greatly reducing
PDQXIDFWXULQJ FRVW DQG GHFUHDVLQJ WKH ULVN RI D 3VWUDQGH
pathway emerges.

The CTA-2045 standard contains two distinct communication protocols. The first, lower level
defines the physical port (connector and pin layout) and rules that govern the exchange of
binary data. Standardizing this lower layer is the key to lowering cost and creating flexibility.
With a standard port the customer experience is identical for all water heaters or appliances 2
WKH PDQXIDFWXUHU LQVWDOOH-WQRW RBX\WARRP HIQ DEICAHS O H PSROKH V
communications. Besides providing for any type of telecom pathway, the UCM can translate a
message in the language received to a standard language that the water heater can
understand. Importantly, this translation ability in the UCM means that the water heater itself
only needs to know that one language. In this way, messages can be conveyed via OpenADR,
IEEE 2030.5, MultiSpeak, etc. but the water heater does not need to support all those
languages zonly the UCM does. This also reduces the appliance manufacturing complexity

230DQQHG ZRUN LQFOXGHV $GGLQJ XVHU LQSXWV WR PRGHO ERWK %DVL]
$GYDQFHG /RDG 8BQNUHMIBRLQFRQWURO FDSDELOLWLHY ,PSCKHRPHIQWLQJ D¢
DKHDG 7'9 DQG PDNH SODQ IRU ZDWHU KHDWHU RSHUDWLRQ $GG DOJRUL
EDVHG RQ 7'9 RBVVHLPHFKHGXOHYV $GG +3:+ DOJRULW QR NRVWKBIHDFXLLSYPH &
WDQN FRQGLWLRQV EXW SURDFWLYH LQ UHVSRQVH WR ORDG VKLIWLQJ FR
RYHUULGH SRVVLELOLWLHYV WR IRUFH RSHUDWLRQ LQ KHDW SXPS RQO\ PF
LQGHSHQGHQW RI FXUQH®WVWD @& H\EYSRQFHG /RDG 8S DQG D UDQJH RI
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while increasing market flexibility. It also means cyber security is in the UCM and implemented
by a manufacturer that specializes in communication methods.

The standard also includes an application layer (a higher level layer), where messages,

definitions and rules are assigned to the binary code exchanged through the lower levels. The

set of messages included in the CTA- fV DSSOLFDWLRQ OD\HU DUH GHVLJQHG VWV
range of energy/demand management services. For example, some messages are used to

send or receive instructions (like demand response), while other messages are used to send or

receive operational status information. The information included in the CTA- TV DSSOLFDWLRQ
layer messages is analogous to information included in OpenADR 2.0 and IEEE 2030.5.

In sum, the CTA-2045 standard provides a highly flexible method, complementary to other
SDSSOLFDWLRQ OD\HU" VWDQGDUGY WR FRPPXQLFDWH ZLWK WKH .
a method to connect the water heater to a universal communications module, the UCM allows

for any telecommunications pathway to connect the water heater to the grid, and can translate

commands sent in via any application layer, including OpenADR 2.0, IEEE 2030.5, and CTA-

2045, to a standardized language the water heater can understand. Thus, pairing any

application layer together with the CTA-2045 physical layer, provides a complete, standardized

pathway to communicate with the water heater, or any appliance.

To enable innovation and provide maximum market flexibility, the 2022 LSHPWH code change
proposal is to adopt the CTA-2045 standard as a requirement to receive any water heater load
shifting credit. This would enable the use of any telecommunications pathway and application
layer, like OpenADR or the CTA-2045 application layer. Simultaneously, the code change
proposal does not exclude other options so manufacturers may continue to offer products with
WiFi which they may see as enhancements to their customer experience.

OHDVXUH +LVWRU\
Residential HPWHs have been a niche residential water heating technology for thirty years or
more, but recently have gained traction the most recent Department of Energy standards
require consumer electric storage tanks greater than 55 gallons to be heat pumps and
mainstream water heater manufacturers have started to more aggressively promote the HPWH
technology in both the standard 50 gallon and larger sizes. Nationally roughly half of the 8.7
million residential water heaters sold in the United States (AHRI 2018) each year are natural
gas with the remainder electric (primarily electric storage). An estimated 72,000 HPWHs were
sold in the United States in 2017 (Granda 2019), indicating that the HPWH market is still in its
infancy. In California, widespread natural gas availability, a historical Title 24, Part 6
institutionalized bias toward gas water heating, and favorable natural gas rates (relative to
electric) have contributed to a statewide residential gas water heater saturation rate of about 87
percent (KEMA, Inc. 2010).

Under the 2016 Title 24, Part 6 standards development process, a detailed HPWH modeling
methodology developed by Ecotope was added to the CBECC-Res compliance software
(Kvaltine, N; Logsdon, M; Larson, B 2016). This significantly enhanced the modeling capabilities
of the compliance software as it was derived from detailed model-specific lab testing sponsored
by the Northwest Energy Efficiency Alliance to support utility program efforts in the Pacific
Northwest. The new model modestly improved the Title 24, Part 6 compliance performance of
HPWHs relative to gas water heating, but the use of a gas tankless water heater as the
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prescriptive standard combined with the gas and electric TDV levels still contributed to
compliance challenges for HPWHSs.

Under 2019 Title 24, Part 6 standards activities, the Energy Commission decided to develop an
electric baseline, which allowed electric water heating to be compared to a minimum efficiency
HPWH rather than a gas tankless water heater. This, in conjunction with increasing interests
among many California municipalities to adopt policies supporting electrification (Building
Decarbonization Coalition 2019) has spurred attention towards the HPWH technology heading
into 2020.

Since HPWHSs generally feature small compressors (~%2 ton or less), operating cycles are
considerably longer than conventional water heating technologies. Both gas water heaters and
electric resistance storage water heaters have greater heating capacities. If the HPWH is unable
to maintain tank temperature by using solely the compressor during high hot water draw events,
supplemental electric resistance heating is energized. The 50 gallons of storage (or more)
integrated with most HPWHSs offers demand flexibility capabilities by allowing compressor
operation to be shifted away from peak load events. A load-shifting operating mode could bias
operation to the middle of the day (around solar noon) to maximize the use of available
renewable generation resources and reduce the later use of non-renewable generation
resources. When operated in this manner, storage can be charged beyond the normal setpoint
with the HPWH compressor to provide extra stored energy. (A tempering valve is necessary in
this case to ensure that the delivered hot water temperature is maintained in a safe range.)

Significant work has been completed in recent years on the impacts and benefits of load-shifting
with HPWHSs. The Electric Power Research Institute (EPRI) has been actively involved in testing
and evaluating the technology as well as developing the standardized CTA-2045
communications protocols to facilitate grid interconnectivity (Electric Power Research Institute
2015). A 2017 Pacific Gas and Electric (PG&E) funded laboratory test evaluated four HPWHs in
a variety of modes to assess performance impacts of overheating storage, response of HPWH
controls to different test conditions, and impact of load-shifting utilizing 2016 TDV values (Grant
and Huestis 2018). A 2018 American Council for an Energy Efficient Economy Hot Water Forum
presentation by the National Resources Defense Council (NRDC) and Ecotope on HPWH
demand flexibility (Delforge and Larson 2018) focused on the modeling of different load-shifting
strategies utilizing the detailed Ecotope HPWH simulation model.® Findings indicated that when
load-shifting is driven by utility marginal costs (rather than TDV), greater value can be realized
since marginal costs are more volatile by time of day than TDV values. Finally, a large
Bonneville Power Administration (BPA) field study in the Pacific Northwest tested 277 electric
storage and HPWHs in a large demand response demonstration pilot to assess the capabilities
and impacts of water heater demand response control utilizing CTA-2045 (Bonneville Power
Administration 2018). The BPA study was significant in demonstrating the benefits in a larger
pilot study including load-shifting impact, occupant satisfaction, and effectiveness of the CTA-
2045 communications strategy.

California utilities are also initiating pilots and programs to move the LSHPWHP approach into
the marketplace. The Sacramento Municipal Utility District (SMUD) currently has a pilot project
underway (Sacramento Municipal Utility District 2019) with plans to start a full-fledged LSHPWH

3 The model is currently integrated in CBECC-Res for modeling of standard HPWH operation.
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program in two to three years (Rasin 2019), and PG&E expects to begin a five-year program
with a 5 MW load shift goal in 2020 (Brown 2019).

Around the time of the 2019 Title 24, Part 6 standards adoption in 2018, NRDC began an effort
to develop minimum eligibility requirements for LSHPWHSs within the standards. A draft Joint
Appendix 13 (JA13) has been developed but not yet finalized at the time of this report. Similarly,
work on implementing a demand flexibility load-shifting algorithm in CBECC-Res has not yet
started but is anticipated to begin shortly with beta software expected in the second or third
quarter of 2020. This software work and adoption of JA13 would define the starting point from
which this 2022 proposed work would originate.

The EPA ENERGY STAR Program is revising their Residential Water Heater specifications to
include an optional, grid connected feature. Manufacturers may choose to meet these product
requirements but are not required to do so. EPA is currently on their second draft revision for
Connected Water Heating Products, released November 26, 2019 (EPA, ENERGYSTAR
Program Requirements Product Specification for Residential Water Heaters (Eligibility Criteria
Version 3.3 Draft 2) 2019). Notable features of the draft include:

Alignment with JA-13 regarding Basic and Advanced Load-up strategies

S5HTXLUHPHQW IRU FRPPXQLFDW L RQM5ADRWRAIRQRYbWR PHHW 3&
9LUWXDO (QG 1RGH RU ERWK "~ 2WKHU SURWRHeR&eDY DUH D
needs to support one of the two above.

Reference to a test procedure to assess grid connectivity currently in development by
both the U.S. Department of Energy and EPA.

The ENERGY STAR Eligibility Criteria document fills a significant void in the grid connected
water heater arena. It provides useful definitions, requirements, explanations, and a test method
(although the test method is still under development). In its current draft form, it is also
completely compatible with current California requirements, or proposed requirements, for grid
connected water heaters.

6 XPPDU\ RI SBURSRVHG &KDQJHV WR &RGH 'RFXPHQWYV
The sections below summarize how the standards, Reference Appendices, ACM Reference
Manual, and compliance documents would be modified by the proposed change. See Section 7
of this report for detailed proposed revisions to code language.

2.2.3.1 Summary of Changes to the Standards
This proposal would modify the following sections of the California Energy Code as shown
below. See Section 7.2.2 of this report for marked-up code language.

SECTION 100.1 +DEFINITIONS AND RULES OF CONSTRUCTION
Section 100.1(b) zDefinitions: Recommends new or revised definitions f or the following
terms:

New definitions:
3$16, &79% ~-amodular communications interface to facilitate communications with
residential devices for applications such as energy management.
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HEAT PUMP WATER HEATER (ADVANCED LOAD UP) is a residential heat pump water
heater controlled to store extra thermal energy in the storage tank by exceeding the user
setpoint temperature. It will avoid use of electric resistance elements unless user needs cannot
be met.

HEAT PUMP WATER HEATER (BASIC LOAD UP) is a residential heat pump water heater
controlled to store extra thermal energy in the storage tank without exceeding the user setpoint
temperature. It will avoid use of electric resistance elements unless user needs cannot be met.

2.2.3.2 Summary of Changes to the Referenc e Appendices

This proposal would modify the sections of the Reference Appendices identified below. See
Section 7.2.3 of this report for the detailed proposed revisions to the text of the reference
appendices.

JOINT APPENDICES

JA13 zQualification Requirements for Heat Pump Water Heater Demand Management
Systems: Changes are proposed to the (latest) August 9, 2019 draft version of JA13 to require
CTA-2045 hardware capabilities for LSHPWHSs that are eligible for the Advanced Load Up
credit. This would be a requirement only for LSHPWHSs that are pursuing a compliance credit.

2.2.3.3 Summary of Changes to the Residential ACM Reference Manual
The proposed code change would not modify the ACM Reference Manual.

2.2.3.4 Summary of Changes to the Residential Compliance Manual
The proposed code change would maodify the following section of the Residential Compliance
Manual:

X Section 5.2.2.2 would be updated to clarify LSHPWHs as a potential demand flexibility
compliance option available to HPWHSs that are certified to be JA13 compliant.

2.2.3.5 Summary of Changes to Compliance Documents
The proposed code change might modify the compliance documents pending the Energy
&RPPLVVLRQYV ZRUN DSSURYLQJ -%

5HIXODWRU\ &RQWH[W

2.2.4.1 Existing Requirements in the California Energy Code
There are currently no relevant existing requirements in the California Energy Code.

2.2.4.2 Relationship to Requirements in Other Parts of the California Building
Code
There are no relevant requirements in other parts of the California Building Code.

2.2.4.3 Relationship to Local, State, or Federal Laws

California Assembly Bill 2868 (passed in 2016) was created to provide incentives to customers
who purchase energy storage for permanent load shifting. Several California utilities are
developing or rolling out load shifting programs specific to HPWHs. PG&E is pursuing a
program to deliver 5 MW of load shifting by incenting LSHPWHSs. The program is expected to
begin in 2020 and continue through 2025. Southern California Edison is in the preliminary

2022 Title 24, Part 6 Draft CASE Report +2022-SF-GRID-INT-D | 31



stages of developing a similar program. The Sacramento Municipal Utility District is currently
running a pilot study and hopes to have approval for a program in two to three years.

Federal water heater efficiency standards adopted April 30, 2015 effectively mandated HPWHs
for all consumer electric storage water heaters greater than 55 gallons in rated storage volume
(U.S. Department of Energy 2015). The one exception is for grid-enabled electric storage water
heaters with rated storage volume greater than 75 gallons.

2.2.4.4 Relationship to In dustry Standards

The proposed code change would reference CTA-2045, an open standard which defines a
modular communications interface to facilitate communications with residential devices for
applications such as energy management.

&RPSOLDQFH DQGH@WRUFHP
When developing this proposal, the Statewide CASE Team considered methods to streamline
the compliance and enforcement process and how negative impacts on market actors who are
involved in the process could be mitigated or reduced. This section describes how to comply
with the proposed code change. It also describes the compliance verification process. Appendix
E presents how the proposed changes could impact various market actors.

The activities that would need to occur during each phase of the project are described below:

x Design Phase: In the design phase, the energy consultant would work with the designer
and builder/owner to determine if the LSHPWH credit would be pursued as part of the
building design. The designer would select from available JA13 certified products and
specify the unit to be installed. The designer should clearly communicate with the builder
and installing contractor that a LSHPWH will be installed and specify any required HERS
verifications. The compliance documents would be generated listing the model and
specification of the Advanced Load Up credit.

x Permit Application Phase: The permit review process would include verification that
WKH VSHFLILHG +3:+ LV RQ WKH (QHUJ\ &RPPLVVLRQTY OLVW R
LSHPWH credits are developed to be model-specific.

x Construction Phase: The installing contractor is responsible for installing the qualified
(JA13 certified) HPWH specified in the compliance documents and installing a tempering
valve, as per JA13. The installed unit must either be field configured with applicable TOU
electric rates or verified that pre-installed TOU rates are correct. The system must be
properly commissioned to ensure that the unit is operating consistent with the

PDQXIDFWXUHUYV /6+3:+ FRQWURO PRGH

X Inspection Phase: Once the LSHPWH system has been installed and commissioned,
the local building inspector would verify that all applicable codes and standards have
been met. With respect to the California Energy Code, the HERS Rater would verify that
the information on the Certificate of Installation matches what is on the Certificate of
Compliance. Proper configuration of TOU rates would need to be verified.

Since the Energy Commission has not yet developed initial inspection criteria for the LSHPWH
measure as part of their JA13 approval process, it is possible that the above steps may
represent new activities for the design, permit, construction, and inspection phases.
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+9$& /RDG 6KLIWLQJ

OHDVXUH 2YHUYLHZ
The Pre-cooling measure proposes to modify the compliance option that gives Demand
Flexibility credit for installation and proper programming of a Pre-Cooling Thermostat (PCT).

This submeasure would be offered for new single family buildings and new construction, and it
would only be allowed in Climate Zones 9-15 (where it has been estimated to result in TDV
energy savings without a significant energy penalty). No updates to the compliance software are
required other than changing the cooling setpoint assumptions for calculating the credit. Credit
is calculated by the CBECC-Res software using temperatures and time periods that were
updated based on analysis.

Pre-cooling is an existing Demand Flexibility Credit, and several changes to this existing
measure are proposed:

X Modify the allowed values for pre-cooling times and temperatures and provide default
values

X Add an option to implement the measure using a PCT that is certified to the Energy
Commission to meet the required characteristics that improve its usability and reliability

X Add a requirement for designers to specify optimal (or default) pre-cooling times and
temperatures, installers to set their values, and HERS Raters to verify their values in the
field

OHDVXUH +LVWRU\
Pre-cooling is a strategy in which the building is intentionally over-cooled early in the day when
rates are low. The thermal mass of the building is cooled down below normal indoor
temperatures during these off-peak periods, and serves to gradually slow down warming of the
space later during the on-peak period, minimizing or avoiding the need for cooling during the
higher-cost peak periods.

Pre-cooling is offered under 2019 Title 24, Part 6 as a compliance option eligible for a Demand
Flexibility credit (only credited towards the Total EDR and not the Energy Efficiency EDR). In
calculating the credit, the compliance software currently assumes a pre-cooling setpoint and
cooling start time that are determined by the forecast average outdoor temperature for that day.
It requires the installation of an Occupant Controlled Smart Thermostat (OCST, as described in
Joint Appendix 5 (JA5)). This current requirement for forecast outdoor temperatures or demand
response signals from utilities requires installation of an OCST, which adds unnecessarily to the
cost and complexity of pre-cooling. The modeled pre-cooling impact is de-rated by 70 percent,
because its reliability is so heavily determined by occupant behavior.

In this 2022 proposal, pre-cooling would still be offered as a compliance option eligible for

Demand Flexibility credit. The proposed measure is simpler and can be implemented with a
non-communicating thermostat, programmed to optimize operation to minimize costs under a

TOU rate schedule, by defining bothapre-FRROLQJ VFKHGXERRDQQ@JD VERHG XOH

Since air-conditioning is the biggest contributor to peak energy use in most California homes,
moving operation away from the peak period dramatically reduces peak kW, energy used during
the peak period, and TDV. However, pre-cooling would almost always involve an increase in
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site energy consumption.* TOU rates are intended to allow users to reduce their energy bills by

moving the use of appliances such as air-conditioners to off-peak periods. If pre-cooling

increases the overall energy use, however, the difference between TOU on-peak and off-peak

UDWHYV ZLOO GHWHUPLQH ZKHWKHU WKH KRPHBaI@@HUTY ELOO JRHV
Optimization of pre-cooling, then, will require finding an acceptable balance between reduction

of TDV, kWh penalties, and bills.

Pre-cooling can be thought of as analogous to a battery: the thermal-mass of the home can be
SFKDUJHG-FRRIUH)J DQG WKHQ 3GLVFKDUJHG ™ E\ H[SRVLQJ WKH PD\
temperatures during the peak period. The amount of thermal mass in the home is analogous to
the size of a battery, and typical home construction will have a limited capacity for thermal
storage. However, it has some very critical differences. While charging and discharging the
home as a thermal battery is primarily a financial decision, changing the space temperature in
the home has implications on occupant comfort and occupants cannot be expected to tolerate
wide ranges of space temperatures. Occupants also have much more control over their space
temperature, and can be expected to change settings and override the pre-cooling strategy if it
does not meet their comfort objectives. All of these factors suggest that pre-cooling can be
thought of as a relatively unreliable battery.

On the other hand, pre-cooling is a much lower cost option than installation of an electric

battery, so it may be a benefit in many homes. To account for this, in both the current and the

proposed pre-cooling measures, savings calculated by the compliance software are de-rated by

DQ 32FFXSDQW &RQWUROODELOLW\" IDFWRU WR dndlbrig-¥e@®W IRU WKH
overrides and erroneous programming. This measure has been designed, therefore, to keep it

low cost, while taking efforts to improve the reliability and persistence of the measure, and

justify a lower de-rating factor, by

X Choosing initial parameters that make it more likely that occupants will not be
inconvenienced or made uncomfortable,

X Choosing initial parameters that also ensure bills are reduced or will not increase
significantly 2 increasing the likelihood that occupants will choose to continue to use pre-
cooling,

x Verifying that the thermostat is set correctly initially 2 acknowledging that it may be
changed over time,

x Providing consumers with information required to keep it set correctly over time,

x Providing temporary override functionality that is as easy to implement as possible in
order to avoid permanent overrides, and

x Ensuring that the PCT is as usable as possible, to avoid incorrect reprogramming.

Based on these objectives, only the values of the Critical Field-Adjusted Parameters (CFAPS)
VKRZQ LQ WKH 3$0 0ORZH G Talde hre\Allower @heR therostat is initially
handed over to a homeowner.

4 Unless the pre-cooling is accomplished at nighttime when outside air temperatures are much cooler and
air conditioners operate more efficiently, which is not proposed in this measure since few homes have
VXIILFLHQW WKHUPDO PDVV WR VWRUH WKH.?.FRROWK”™ XQWLO WKH HYHQL
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Table 2: Default Values, Allowed Ranged, and Design Considerations for Initial Values of

Critical Field -Adjusted Parameters for Pre

-Cooling

Parameter | Parameter Default Allowed Ranges Design Considerations
Name
NC-START | No-Cooling 4:00 PM Between 2:00 PM | Beginning of Utility's
Start Time and 6:00 PM TOU Peak Period
NC-END No-Cooling 9:00 PM No later than End of Utility's TOU Peak
End Time 11:00 PM Period
PC-START | Pre-Cooling 12:00 PM 4 to 8 hours As late as possible while
Start Time before NC- avoiding on-peak cooling
START
NC-TEMP No-Cooling 83°F No less than 78°F | As high as it takes to
Temperature and at least 8°F avoid on-peak cooling;
Setpoint above PC-TEMP | subject to occupant
comfort constraints
PC-TEMP Pre-Cooling 75°F No less than 72°F | As high as possible while
Temperature and at least 8°F avoiding on-peak
Setpoint below NC-TEMP | cooling; subject to
occupant comfort
constraints

Default values for each of these parameters are provided to designers, although they are
encouraged to optimize the strategy for each home (based on its thermal mass and climate
zone). Installers would record their selected values of these CFAPs on the CF2R. The CF2R
would be used by HERS Raters, who would confirm that these values are within the allowed
ranges and record the verified values on the CF3Rs.

There would also be a requirement that manufacturers (or designers) provide educational
material to be left behind by the installer, describing the benefits of the pre-cooling strategy,
expected savings, how to implement a temporary override, how to alter the programming if

needed, cautions to take when altering the programming to avoid defeating the measure, and
how to change the TOU period if the utility rate structure is changed. The manufacturer would
also need to provide easy to use instructions for installers and HERS verifiers describing how to
configure and verify CFAP values.

The Statewide CASE Team has been involved in prior ventilation and HVAC pre-cooling
evaluation studies, focused on the potential to avoid air conditioner or heat pump operation
during summer peak demand periods (German and Hoeschele 2014, Springer 2007, Statewide
CASE Team 2011). Results of prior ventilation cooling research led to the addition of ventilation
cooling compliance credit in the residential ACM Reference Manual for both whole house fans
and central integrated night ventilation cooling systems (whole house fans became a
prescriptive requirement in warmer climates for single family construction in 2013).

6 XPPDU\ RI SBURSRVHG &KDQJHV WR &RGH 'RFXPHQWYV
The sections below summarize how the standards, Reference Appendices, ACM Reference
Manual, and compliance documents would be modified by the proposed change. See Section 7
of this report for detailed proposed revisions to code language.

2.3.3.1 Summary of Changes to the Standards
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This proposal would modify the following sections of the California Energy Code as shown
below. See Section 7.3.2 of this report for marked-up code language.

This code change proposal would list PCTs as one of the systems requiring field verification, in
Section 150.1.(b)3B.

2.3.3.2 Summary of Changes to the Reference Ap pendices

This proposal would modify the sections of the Reference Appendices identified below. See
Section 7.3.3 of this report for the detailed proposed revisions to the text of the reference
appendices.

This code change proposal would result in changes to JA5 and RA3.4 2 changing the name of

-$ DQG DGGLQJ D QHZ VHFWLRQ -% WR SURYLGH IXQFWLRQDOLW!
submittal requirements for PCTs and adding a new section RA 3.4.5 with requirements for field

verification of PCTs.

JOINT APPENDIX 5.3 +TECHNICAL SPECIFICATIONS FOR PRE-COOLING
THERMOSTATS

7KH SURSRVHG FRGH FKDQJH ZRXOG FKDQJH WKH QDPH RI -$ WR E
63(&,),&%$7,216 )25 7+(50267%$76 " DQG DGG D QHZ VHFWLRQ WKDW G|
requirements for PCT functionality and describes the requirements for manufacturer testing and

certification of PCTs.

RESIDENTIAL APPENDIX 3.4. FIELD VERIFICATION OF INSTALLED HVAC SYSTEM
COMPONENTS AN DEVICES

Section RA3.4.5: Pre -Cooling Thermostat Verification Procedures

The proposed code change would add a new section that describes field verification methods to
confirm that PCTs are programmed to optimize pre-cooling by default.

2.3.3.3 Summary of Changes to the Residential ACM Reference Manual

This proposal would modify the following sections of the Residential ACM Reference Manual as
shown below. See Section 7.3.4 of this report for the detailed proposed revisions to the text of
the ACM Reference Manual.

Adds a section TBD that describes the requirements for pre-cooling in the software.

2.3.3.4 Summary of Changes to the Residential Compliance Manual
The proposed code change would not modify the Compliance Manuals.

2.3.3.5 Summary of Changes to Compliance Documents
The proposed code change would maodify the compliance documents listed below. Examples of
the revised documents are presented in Section 7.3.6.

CF1R *PRF-01 CERTIFICATE OF COMPLIANCE FORM

An additional column would need to be added to the existing HVAC Cooling tHERS
Verification table on the existing CF1R form.

CF2R-MCH-36-PRECOOL CERTIFICATE OF INSTALLATION FORM
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A new form would need to be created, to record the PCT make and model installed and the
name and actual configured value of each CFAP.

CF3R-MCH-36-PRECOOL CERTIFICATE OF VERIFICATION FORM

A new form would need to be created, to record the PCT make and model verified by the
HERS rater, and the actual verified value of each CFAP.

5HIXODWRU\ &RQWH[W

2.3.4.1 Existing Requirements in the California Energy Code
There are no relevant existing requirements in the California Energy Code.

2.3.4.2 Relationshipto Requirementsin Other Parts of the California Building
Code
There are no relevant requirements in other parts of the California Building Code.

2.3.4.3 Relationship to Local, State, or Federa |Laws
There are no relevant local, state, or federal laws.

2.3.4.4 Relationship to Industry Standards
There are no relevant industry standards.

&RPSOLDQFH DQG (QIRUFHPHQW
When developing this proposal, the Statewide CASE Team considered methods to streamline
the compliance and enforcement process and how negative impacts on market actors who are
involved in the process could be mitigated or reduced. This section describes how to comply
with the proposed code change. It also describes the compliance verification process. Appendix
E presents how the proposed changes could impact various market actors.

The activities that would need to occur during each phase of the project are described below:

x Design Phase: During the design phase, the energy consultant would decide if the pre-
cooling credit is recommended to make the project comply.

x Permit Application Phase: During the permit application phase, the energy consultant
would analyze pre-cooling benefits as a function of climate zone, thermal mass, and
other building features; decide if the pre-cooling credit is recommended to make the
project comply; and include pre-cooling in compliance runs.

x Construction Phase: During the construction phase, the HVAC installer would identify a
suitable PCT from the list of certified models, and determine the optimal values of the
CFAPs. Default values for each of these parameters are provided to installers, although
they are encouraged to optimize the strategy for each home (based on its thermal mass
and climate zone). The default values of the CFAPSs, the range of allowed values, and
the considerations made by installers in setting them are described in Table 2. The
installer would record the PCT make and model and the values of the CFAPs on the
CF2R. The installer would then install the PCT according to manufacturer instructions
and program it by setting the CFAPs. There would also be a requirement that
manufacturers (or installers) develop educational material to be left behind by the
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installer, describing the benefits of the pre-cooling strategy, expected savings, how to
implement a temporary override, how to alter the programming if needed, cautions to
take when altering the programming to avoid defeating the measure, and how to change
the TOU period if the utility rate structure changes.

X Inspection Phase: During the inspection phase, the HERS Rater would verify that the
make and model of the PCT are correct (as per the CF2R), that the observed values of
the CFAPs match the values on the CF2R and that they are within the allowable range,
andthat PDQXIDFWXUHUYV LQIRUPDWLRQ KrieNVTEeHHERS RaterW IRU WK F
would complete the CF3R document and the building inspector would verify that the
appropriate forms have been completed by the HERS Rater.

This process is only slightly more involved than the standard compliance process. The designer
would have to investigate available PCTs and ensure that they are certified. The optimal (or
default) values of the CFAPs must be determined by the installer; communicated between the
installer and HERS Rater via the CF2R form; programmed by the installer; and verified by the
HERS Rater. The installer must leave information for the homeowner. There are no new
burdens added on building officials.

All compliance during the design stage would be accomplished by the mechanical system
designer, so little or no coordination with other designers would be required. All field installation
would be done by the mechanical subcontractor, so little or no coordination with other installers
would be required. There would be new compliance documents required, but no changes would
be made to existing forms. No new HERS verifications would need to occur during the
construction phase, but additional factors would have to be verified.

The Statewide CASE Team has mitigated any potential compliance and enforcement
challenges by providing recommended changes to compliance manuals and compliance
documents. The Statewide CASE Team is committed to working with industry stakeholders to
help them prepare for the code change before it takes effect. With suitable mechanisms to
provide expected values of CFAPs on the forms, this compliance procedure should not be
burdensome.

There are no known potential loopholes to compliance. However, the reliability of this measure
depends to a great extent on taking steps to ensure that the strategy and its value are well
understood by the occupant, and that programming and adjusting of the PCT is transparent and
intuitive.

+RPH (QHUDQRDJHPHQW

OHDVXUH 2YHUYLHZ
This measure clarifies the current exception to the solar zone area requirement when a HEMS
is installed in combination with a smart thermostat, by defining specific qualifying criteria that
must be met. This change revises an alternative to the mandatory requirement for minimum
solar zone area defined in Section 110.10(b)1A. Exception 6 currently allows home automation
systems to qualify if they include demand response capabilities and the ability to control lighting
and appliances. However, the specific functions that constitute these capabilities are not defined
with enough specificity to estimate energy and peak load savings, or to verify that the desired
capabilities are present in specific applications. In addition, theteUP 3SKRPH DXWRPDWLRQ V\V
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is a general term that can apply to systems that primarily provide convenience or home security
IXQFWLRQV 7KH SURSRVHG FKDQJH UHSODFHY 3KRPH DXWRPDWLR(
which is the more common terminology used in the industry for systems that provide energy

savings capabilities.

The Statewide CASE Team considered the possibility of a compliance credit for HEMS, given
the potential for both energy savings and peak demand savings. However, the actual energy
savings for HEMS products is largely unproven beyond smart thermostats and energy
monitoring, and it is premature to provide specific credits to HEMS until energy and peak
demand savings can be more accurately quantified across a range of system designs.

As part of this submeasure, Joint Appendix JAS5 2 Technical Specifications for Occupant
Controlled Smart Thermostats (OCSTSs) 2 is proposed to be expanded to include separate
sections that define the specifications for the following thermostat categories. It also extends the
exception to the solar zone credit to homes where any of these thermostats are installed.

x Demand Response Thermostats (DRTSs) 2 this includes without maodification all the
functionality originally assigned to OCSTs 2 the ability to respond to utility price and
event signals 2 with a new name;

X Pre-Cooling Thermostats (PCTs) 2 these requirements are also described elsewhere in
this CASE Report); and

X Advanced Energy Efficiency Thermostats (AEETS) 2 this includes the specifications for
SVPDUW’ ™ W KHthbBRhaW&/BEiergy by using advanced algorithms such as
occupancy sensing, vacancy prediction, and optimization. These specifications refer to
and expand on the requirements for the ENERGY STAR Program for Connected
Thermostat Products.

The solar zone exception then is proposed to be restated to apply in single family residences
when all thermostats meet the DRT, PCT, or AEET requirements, and the home automation
system option is modified to refer to installation of a Home Energy Management System that
communicates with a DRT, PCT, AEET, battery storage system, or heat pump water heater load
shifting system.

This measure applies to both single family and multifamily residential buildings, which use
similar language when describing the solar zone exception. The measure does not apply to
additions and alterations, because these applications require additional study. No change to
compliance software is proposed, but field verification is required to ensure minimum
performance capabilities are present.

OHDVXUH *LVWRU
HEMS is a subcategory of home automation that provides homeowners with the ability to control
energy consuming devices through programmed schedules, control logic based on occupancy
sensors or other measurements, machine learning, utility signals, and/or remote access through
smartphones. A HEMS may either be a master system that controls and monitors all end uses
(including smart thermostats, heat pump water heaters (HPWHSs), and batteries), or a system
that controls appliances, lighting, and/or plug loads. This section is primarily focused on the
latter functionality, along with smart thermostats, because HPWHs and batteries have their own
proposed minimum performance requirements that are addressed separately in this CASE
Report.
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HEMS can reduce TDV through either direct energy use reduction (e.g. turning off lights and
TVs in unoccupied rooms), or through load shifting (e.g. suspending operation of clothes dryers
upon receiving a demand response signal from the utility). Energy and peak demand savings
can also be achieved by providing information and recommendations to occupants, allowing
them to modify their behavior in an informed manner.

Home automation is a quickly expanding market that is likely to have a large impact on energy
use in homes, particularly in end-uses such as plug loads and lighting, where there are few if
any opportunities to receive credit for energy savings. The Statewide CASE Team believes it is
important to recognize this reality by starting to include minimum requirements for HEMS in Title
24, Part 6, even if there are many questions that still need to be addressed. Ensuring that new
homes are at least compatible with HEMS technologies would be another important step.

Two previous CASE Reports investigated energy savings potential for appliances, lighting, and

SOXJ ORDGV 7KH &$6( 5HSRUW 330XJ QRD ®G®\H PHHGR/AHBEWELQ D B R G

Solutions studied representative energy use profiles and recommended default values for these

end uses as a function of time of day, month of year, and house characteristics such as number

of bedrooms (Rubin, et al. 2016). The report also provided recommendations for crediting

certain energy efficient appliances. However, the report did not address potential credit for

FRQWUROV WKDW UHGXFH HQHUJ\ XVH UHODWLYH WR WMakH GHIDXO

5HVSRQVH &OHDQXS” HIDPLQHG D QXPEHU RI FRGH FKDQJHV WKDW

and clarity of code requirements related to demand responsiveness, and lead to greater

compliance (Hauenstein and Kundu 2017). That report covers a variety of demand response

technologies for both residential and nonresidential buildings. On the topic of home energy

management, the report recomrmHQGHG UHPRYLQJ WKH UHIHUHQFH WR 3KRPH D
DQG UHSODFL Qdy mahagdnmiitcémirql Bystem (EMCS)” EXW WKDW FKDQJH z

not approved by the Commission in the 2019 cycle. In any event, the requirements for EMCS in

Title 24, Part 6 are perhaps more appropriate for nonresidential buildings, and the Statewide

CASE TeamhDV VLQFH GHFLGHG WKDW WKH WHUP *KRPH HQHUJ\ PDQD.

used in Title 24, Part 6 for both single family and multifamily residential applications, along with

a clear definition and corresponding minimum requirements.

The current exception to the solar zone requirement applies in single family residences
whenever all thermostats are demand-responsive, and in addition one of several optional
measures is taken. The list of optional measures includes installation of a dishwasher that
meets ENERGY STAR requirements, a gray-water collection system, or a home automation
system. Therefore, the current exception requires a smart thermostat, but not necessarily any
other smart devices. This submeasure attempts to clarify the distinctions between various
elements of a smart home, encourage their use, and ensure interoperability among them.

It should be noted that solar zone area requirements may have limited relevance because PV is
now required by the 2019 update to Title 24, Part 6. However, there are situations where a
home may be exempt from PV capacity requirements, but not solar readiness. Despite the
limited practical impact of this measure, the CASE authors believe it is important to clarify the
terminology for smart home technology, which is likely to have a larger role in future code
cycles.

6XPPDU\ RI B3URSRVHG &KDQJHV WR &RGH 'RFXPHQWYV
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The sections below summarize how the standards, Reference Appendices, ACM Reference
Manual, and compliance documents would be modified by the proposed change. See Section 7
of this report for detailed proposed revisions to code language.

2.4.3.1 Summary of Changes to the Standards
This proposal would modify the following sections of the California Energy Code as shown
below. See Section 7 of this report for marked-up code language.

SECTION 110.10 MANDATORY REQUIREMENTS FOR SOLAR READY BUILDI NGS
Section 110.10(b) Solar Zone

5HSODFHV UHIHUHQFH WR 3KRPH DXWRPDWLRQ V\VWHP" ZLWK 3KRP
clarifies minimum requirements for HEMS combined with an AEET to qualify for an exception to
the minimum solar zone area of 250 ft2.

SECTION 100.1 £DEFINITIONS AND RULES OF CONSTRUCTION
Section 100.1(b) zDefinitions: Recommends new or revised definitions for the following
term:

New definitions:
SKRPH HQHUJ\ PDQ D JH Rdifferentixtés/résiddéntial home energy management from
SHQUJ\ PDQDJHPHQW FRQWURO V\VWHPV"™ WKDW DUH PRUH DOLJQH(

2.4.3.2 Summary of Changes to the Reference Appendices

The proposed code change would modify Joint Appendix JA5 +Technical Specifications for
Occupant Controlled Smart Thermostat, to include separate sections for DRTs (5.1), PCTs
(5.2), and AEETSs (5.3).

2.4.3.3 Summary of Changes to the Residential ACM Reference Manual
The proposed code change would not modify the Residential ACM Reference Manual.

2.4.3.4 Summary of Changes to the Residential Compliance Manual

The Residential Compliance Manual would need to be revised to change all references to
Occupant Controlled Smart Thermostat (OCST) to Demand Response Thermostat (DRT), and
to change all references to Home Automation Systems to Home Energy Management Systems
that meet or exceed most of the ENERGY STAR SHEMS eligibility criteria and are compatible
with other demand response technologies certified under Title 24, Part 6. These changes are
generally straightforward and align with changes to the standards. See Section 7.4.5 of this
report for the detailed proposed revisions to the text of the Compliance Manuals.

2.4.3.5 Summary of Changes to Compliance Documents

Compliance document CF2R-SRA-01-E must be revised to correct the terminology and clarify
certification requirements that must be verified and documented by the DRT and HEMS
installer. The specific revisions to the compliance documents are provided in Section 7.4.6.

SHIXODWRU\ &RQWHI[W

2.4.4.1 Existing Requirements in the California Energy Code
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Title 24, Part 6 currently has an explanation of Home Automation as a type of EMCS in

Appendix H of the Residential Compliance Manual, but does not lay out specific requirements.

The code includes a clear and concise definition of EMCS (a term more commonly used in the
nonresidential sector) that allows stakeholders to understand the intent of EMCS requirements

in various sections of the code. Because energy management systems in residential buildings

must be more user friendly and must offer greater occupant control capabilities than similar

systems in nonresidential buildings, the Statewide CASE Team recommends different

requirements and different terminology for HEMS and EMCS. In addition, Title 24, Part 6
FXUUHQWO\ XVHV WKH WHUP 3KRPH DXWRPDWLRQ" LQ 6HFWLRQ
expected capabilities for residential and nonresidential energy management systems.

There is a separate 2022 CASE Report addressing nonresidential grid integration measures,
but there is no direct interaction between the proposed measures because the residential Draft
CASE Report is focused exclusively on home automation and does not modify any of the
requirements for EMCS.

2.4.4.2 Relationshipto Requirementsin Other Parts of the California Building
Code
There are no relevant requirements in other parts of the California Building Code.

2.4.4.3 Relationship to Local, State, or Federal Laws
California Assembly Bill 793 was passed in 2015 and requires utility programs to begin including
HEMS in their energy efficiency programs.

2.4.4.4 Relationship to Industry Standards

There are no relevant industry standards for HEMS. However, the proposed code change
requires meeting most of the eligibility criteria for the ENERGY STAR SHEMS Program, which
in turn references two industry standards:

x |EC 62301, E. 2.0, 2011-01:Household electrical appliances - Measurement of standby
power

x CTA-2047: CE Energy Usage Information

The proposed code change also requires that AEETs meet the requirements of the ENERGY
STAR Program for Connected Thermostat Products.

&RPSOLDQFH DQG (QIRUFHPHQW
When developing this proposal, the Statewide CASE Team considered methods to streamline
the compliance and enforcement process and how negative impacts on market actors who are
involved in the process could be mitigated or reduced. This section describes how to comply
with the proposed code change. It also describes the compliance verification process. Appendix
E presents how the proposed changes could impact various market actors.

The activities that would need to occur during each phase of the project are described below:

x Design Phase: The designer is responsible for specifying a HEMS product that has
been approved by the Energy Commission and ensuring that the required minimum
connected devices are present and communicate properly with the HEMS. However,
HEMS performance evaluation through the compliance software is not required as part
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of the CF1R documentation. Similarly, the designer is responsible for specifying a
certified thermostat, whether it be a DRT, PCT, or AEET. The energy consultant must
coordinate with the designer to ensure that a certified HEMS and/or thermostat product
is recorded on the compliance documents, plans, and specifications

x Permit Application Phase: The plans examiner is responsible for verifying that the
products specified in the plan match those listed in the CF1R.

X Construction Phase: The installer is responsible for ensuring that the specified
productsarH LQVWDOOHG DFFRUGLQJ WR K hQiXstdlér\dorpldéted 1V LQV W I
their work before a homeowner moves in, the installer shall leave behind all necessary
materials so that the homeowner can successfully install the HEMS on their own.

X Inspection Phase: The building inspector or HERS rater is responsible for verifying that
all compliance documents have been completed.

This compliance process is quite simple compared to that for other submeasures. The designer
would be responsible for identifying certified products. This would be facilitated if the Energy
Commission maintains a website that either lists certified products or provides a simple link to
ENERGY STAR pages. For the AEET, manufacturers would have to submit additional
information to the Energy Commission, and the Energy Commission would have to review the
information and keep a list of thermostat makes and models that qualify with both the ENERGY
STAR requirements and the additional CEC requirements.

All compliance during the design stage would be accomplished by the mechanical system
designer for thermostats, and the audio visual equipment (AVE) installer for HEMS. Little or no
coordination with other designers would be required, but some coordination would be needed
between the mechanical system designer and HEMS designer to make sure the HEMS can
communicate with the thermostat. All field installation would be done by the mechanical
subcontractor for the thermostat, and the electrician or AVE installer for HEMS, and the
installations are likely to be relatively independent. Little or no coordination with other installers
would be required. There would be several changes to existing forms, but no new compliance
documents would be required. No new HERS verifications would need to occur during the
construction phase, but additional factors would have to be verified.

The Statewide CASE Team has mitigated any potential compliance and enforcement
challenges by providing recommended changes to compliance manuals and compliance
documents. The Statewide CASE Team and Compliance Improvement Team are committed to
work with industry stakeholders to help them prepare for the code change before it takes effect.

There are no known potential loopholes to compliance. However, the reliability of this measure
depends to a great extent on taking steps to ensure that systems are either installed and
configured correctly by the installer, or that sufficient instructions are left behind to allow the
homeowner to install and configure the products.
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ODUNHWVEQD O\

This section addresses the current state of the market for the technologies related to the
proposed measure, including market structure, target applications, market barriers,
characteristics of early adopters, technical challenges, and ongoing research. It also discusses
how the proposed measure could positively or negatively affect the market for these
technologies.

The Statewide CASE Team performed a market structure analysis with the goals of identifying
current technology availability, current product availability, and market trends. It then considered
how the proposed standard may impact the market in general as well as individual market
actors. Information was gathered about the incremental cost of complying with the proposed
measure. Estimates of market size and measure applicability were identified through research
and outreach with stakeholders including utility program staff, Energy Commission staff, and a
wide range of industry actors. In addition to conducting personalized outreach, the Statewide
CASE Team discussed the current market structure and potential market barriers during a
public stakeholder meeting that the Statewide CASE Team held on September 10th, 2019, and
March 12th, 2019. Meeting notes from those workshops are available online (California
Statewide Utility Codes and Standards Team 2019a).

%DWWHU\ 6WRUDJH 6\VWHPYV

ODNHW 6WUXFWXUH
The Statewide CASE Team developed an overview of the battery storage system market
through stakeholder outreach to battery storage manufacturers, industry alliances, and energy
consultants, as well as through an in-depth literature review of published market analysis,
conference presentations, and battery storage system data sheets. The residential battery
storage system market in California has been dominated by two main manufacturers, Tesla, Inc.
and LG Chem, but has seen increased growth with manufacturers such as Sonnen and
Enphase. In terms of the distribution channel, manufacturers have sold through both wholesale
channels (i.e. third-party storage installer) and retail channels (i.e. directly to the homeowner).
Residential battery storage remains an emerging market but has shown continual rise in the
latter half of the decade. In the 2018 U.S Battery Storage Market Trends report published by the
Energy Information Administration (EIA), it was estimated that 66 MW of small-scale storage
capacity was deployed in the United States, with 90 percent of the capacity in California alone
(U.S. Energy Information Administration 2018). Although California retains the largest market
share of small-scale storage, EIA estimates that only 5 percent is dedicated to residential
DSSOLFDWLRQV *UHHQWHFK OHGLDfV *70 8 6 $QQXDO (QHUJ\ 6WR
projects the residential storage market to exceed 1 GW by 2023, with most of the capacity
market share remaining in California (Greentech Media Research 2018).

California  8Belf-Generation Incentive Program (SGIP) has been a major driver for battery
storage installations in California program and incentivizes up to $250 per kilowatt-hour for
residential customers (Self-Generation Incentive Program 2020). The SGIP 2017 Annual
Evaluation showed that 49 percent of rebates were awarded to residential customers,
amounting to approximately 2 MW of installed capacity (California Public Utilities Commission
2018).
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A combination of declining battery costs, increased electric-vehicle (EV) penetration, the need
for grid resiliency, and the emergence of TOU rate structures have accelerated the adoption of
battery technologies in residential homes (Utility Dive 2018). As batteries continue to become
more prevalent in the residential market, it is important that developers, contractors, and
homeowners understand how a battery energy system can not only benefit them, but the larger
electric grid as well.

A small number of manufacturers currently own much of the market share in residential battery
storage systems. These manufacturers include Tesla, LG Chem, and Sonnen. Because
batteries are not required in residential homes, it is often up to the customer to identify a
manufacturer and certified contractor to install the battery, often pairing with a solar system.
Manufacturers can also suggest certified contractors and help customers identify how and
where to install the battery systems in the homes. Electrical contractors for battery storage
system installations can sometimes be different than the contractors for the PV installation,
leading to increased cost for consumers. New construction homes can claim compliance by
following the requirements set forth in Title 24, Part 6, JA12. Installation of a battery requires
identification of critical loads and rewiring of the main circuit panel. The battery is installed to
service the local load of the home, giving precedence to the critical loads. Interconnection to the
main electrical grid differs depending on the solar and storage system sizes. Compliance can be
claimed if the battery control strategy meets one of three designated control strategies outlined
in JA12. The Case Team prioritized identifying if the JA12 requirements aligned with current
market practices while developing proposed code changes. Since JA12 currently outlines
performance, control, and safety requirements, all stakeholders may be affected by proposed
changes.

THFKQLFDO )HDVLELOLW\ ODUNHW $YDLODELOLW\ DQG &
Battery energy storage system installations for residential homes continue to rise. Although the
market has traditionally been dominated by a small number of installers, more companies
appear in the marketplace as the potential for the technology increases. From 2017 to 2018, the
number of unique battery storage installers in PG&E territory increased by almost 200 percent
(California Distributed Generation Statistics 2019). Residential battery systems inclusion in the
reference appendices of the 2019 Title 24, Part 6 code demonstrate the feasibility of the
technology. JA12 of the 2019 Title 24, Part 6 energy code details the safety, performance, and
control requirements of residential systems for a battery system to claim compliance credit.
Currently, systems must:

1) Comply with the test standards set forth in UL1973 and UL9540
2) Have a usable energy capacity of at least 5 kWh
3) Meet a round-trip efficiency (AC-to-AC) of at least 80 percent

4) Retain 70 percent of their nameplate capacity after 4,000 cycles or 10 years, covered by
a manufacturer warranty

5) Abide by all control requirements set forth in JA12.2.3

The energy code does not require a battery installation in new construction homes, but instead
allows for a Demand Flexibility credit (only credited towards the Total EDR and not the Energy
Efficiency EDR). A self-utilization credit option can be applied to designs with solar and battery
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storage. This credit allows for subtraction from the Energy Efficiency EDR of the proposed
design.

The Statewide CASE Team reached out to a variety of battery storage system stakeholders to
gather input on code change requirements, including battery and inverter technology
manufacturers (Tesla, Sunpower, Solar Edge), engineering consultants and researchers with
experience in storage modeling (E3, Lawrence Berkeley National Labs, VCA Green), and
storage alliances (California Solar and Storage Alliance). Stakeholders were contacted between
September 2019 +December 2019 through email correspondence, followed by a meeting
lasting one to two hours. The Statewide CASE Team used these meetings to gather input from
stakeholders on the proposed code changes and additional code change proposals worth
pursuing. Meeting minutes were sent following each meeting and the Statewide CASE Team
continued discussions with specific stakeholders through follow-up Q&A emails.

The Statewide CASE Team interviewed battery manufacturers on their ability to meet an
increase in the round-trip efficiency (RTE) requirements and learned that many lithium-ion
batteries sold today are already meeting the JA12 requirements, if not exceeding them.
Although additional types of energy storage technologies exist in the market, lithium-ion
batteries are the dominant storage medium in the residential market based on a 2019 market
assessment from the Self Generation Incentive Program (SGIP) program (Itron 2019).
Interviews and literature review of lithium ion battery storage systems showed that these
technologies had a round trip efficiency in the 85 percent +90 percent range (Hydrowires,
PNNL 2019). Therefore, the Statewide CASE Team feels confident that existing residential
battery storage manufacturers would be able to meet an updated minimum round trip efficiency
of 85 percent. However, the team is cognizant that new energy storage technologies may
penetrate the residential market when the 2022 Title 24, Part 6 code goes into effect and is
actively monitoring the progress of these technologies. Although these energy storage
technologies may have lower round trip efficiencies than conventional lithium-ion batteries, they
may offer other benefits including better safety, lower lifecycle costs, greater recyclability, and
increased lifetime.

The Statewide CASE Team also learned that manufacturers have not agreed upon a
standardized test for the RTE of battery energy storage systems. In 2019, the California Energy
Commission began a working group with the goal of standardizing the test procedure for round-
trip efficiency. The Statewide CASE Team has enrolled in the working group and will include
decisions in the 2022 code cycle.

Battery manufacturers currently have the capability to meet the control requirements outlined in
JA12, yet the Statewide CASE Team learned through stakeholder outreach that customers
purchasing battery systems today may change their strategy and often opt for a backup system
rather than more complex controls. The SGIP program evaluation noted similar findings, stating
all the batteries in the evaluation sample were found to be idle and only serving as backup
power throughout the year (Itron 2018). Qualifying for compliance with a battery system requires
verification of the control strategy by inspection, and battery manufacturers have stated that
their technologies meet the JA12 requirements, but there is no mechanism in place to ensure
battery control is maintained. With an increase of customers moving to TOU rates, both the
customer and the grid can benefit from more proactive control of the battery system. Also, with
the advent of TOU rates becoming commonplace in California, the Statewide CASE Team
recommends updates to the CBECC-Res software to more closely align with utility TOU rate
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periods. Some battery manufacturers allow customers this control already, but the most current
schedules should be reflected in the compliance software to ensure accurate modeling for
homeowners.

Residential customers purchase battery storage systems for a variety of use cases, including
but not limited to solar PV self-consumption, backup power for grid emergencies, and shifting
load away from TOU peaks. Batteries installed for the sake of backup power give customers
confidence if the grid-at-large were to go down, but backup systems do not necessarily provide
cost savings for customers, and do not benefit the grid to which they are interconnected.
Reserving all or a portion of the battery capacity for backup storage limits the cycling capabilities
of the battery to charge from a connected solar PV system, to discharge during peak TOU
periods, and to participate in demand response events (charge or discharge form the grid). The
2017 SGIP evaluation noted that participation in programs such as the Capacity-Bidding-
Program (CBP) can provide financial benefits to customers and system-level benefits to the grid
(Itron 2018). The current version of JA12 was written before TOU rates were widely used in
California. Reinforcing JA12 and educating consumers on the benefits of grid-connected
systems can help customers shave peak load costs within their TOU rate structure and benefit
the larger grid.

One stakeholder from a green building consultancy recommended that it should be against the
code for battery storage systems to charge from the grid. The SGIP 2017 evaluation found that
customers participating in the program saw a net increase in greenhouse gas (GHG) emissions
relative to not installing a battery storage system. Minimizing battery charging from the grid
would help reduce grid-GHG emissions and encourage customer self-consumption of solar.
Grid-charging the battery during off-peak hours may be financially appealing to customers
charging the battery but keeps the load +and grid emissions zhigher during these hours.
However, the effect of GHG emissions from grid charging is expected to minimize over time as
more renewables are added to the utility grid.

There is financial incentive for batteries to solely charge from on-site renewables via the ITC tax
credit and SGIP incentive credit, but verification of charging requires additional rewiring of AC
systems (National Renewable Energy Laboratory 2018 , California Public Utilities Commission
2019). JA12 refers to Rule 21 for interconnection processes when installing a battery energy
storage system. Updated language to Rule 21 disallowing grid-charged batteries can increase
solar self-consumption and reduce grid-emissions in non-peak hours.

The Statewide CASE Team also questioned stakeholders on their thoughts regarding battery
readiness requirements. Because the current code only applies to compliance there is no
language on building homes that are energy storage ready. How the market currently utilizes
the technology, however, may necessitate this language in the future to ensure batteries are
actively harmonized with the larger grid.

Through research and stakeholder input, the Statewide CASE Team identified the following
potential challenges in the battery energy storage market with the current JA12 requirements:

1) Battery control strategies claimed for compliance have little to no verification that the
control strategy is active throughout the year.

2) Round-trip efficiency tests are subjective to manufacturers.
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3) TOU rates are not currently controllable in the compliance software.

4) Customers, through lack of incentive or education, use their systems for backup power
over active grid harmonization.

The code change proposals introduced in this CASE report serve to address these challenges.
To improve battery storage control strategy verification, additional guidance for building
inspectors to verify battery control strategies at installation would be added to the Certificate of
Installation. The Statewide CASE team also confirmed that battery control strategies offered in
the market are JA12 compliant, which minimizes the potential that a JA12 approved control
strategy is not active.

To address subjectivity in round-trip efficiency reporting, JA12 would include a California Energy
Commission approved standardized round-trip efficiency test standard. The selected test
standard be a widely used industry test standard that battery manufacturers should have
familiarity with. would

The Statewide CASE Team also updated the 2022 TDV figures, which forecast hourly

electricity, natural gas, and propane costs, to align with retail rates (incl. TOU) in California. This
PLQLPL]JHV WKH SRVVLELOLW\ WKDW WKH 37LPH 21 8VH" FRQWURO V
benefits of discharging during TOU peak periods.

Increasing grid harmonization use cases for battery storage systems is being addressed by
battery storage manufacturers and installers who are educating customers on the cycling
benefits provided by battery storage, as well as the cycling requirements for the SGIP program,
if applicable.

ODUNHW ,PSDFWV DQG (FRQRPLF $VVHVVPHQWYV

3.1.3.1 Impact on Builders

Builders of residential and commercial structures are directly impacted by many of proposed
measures for the 2022 code cycle. It is within the normal practices of these businesses to adjust
their building practices to changes in building codes. When necessary, builders engage in
continuing education and training in order to remain compliant with changes to design practices
and building codes.

&DOLIRUQLDYY FRQVWUXFWLRQ LQGXVWU\ LV FRPSULVHG RI DERXV
860,000 employees (see Table 3).° In 2018, total payroll was $80 billion. Nearly 60,000 of these

business establishments and 420,000 employees are engaged in the residential building sector.

The remainder of establishments and employees work in commercial, industrial, utilities,

infrastructure, and other heavy construction (industrial sector).

5 Average total monthly employment in California in 2018 was 18.6 million; the construction industry
represented 4.5 percent of 2018 employment.
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Table 3: California Construction Industry, Establishments, Employment, and Payroll

Construction Sectors Establish Employ Annual Payroll

ments ment %)
Residential 59,287 420,216 $23.3
Residential Building Construction Contractors 22,676 115,777 $7.4
Foundation, Structure, & Building Exterior 6,623 75,220 $3.6
Building Equipment Contractors 14,444 105,441 $6.0
Building Finishing Contractors 15,544 123,778 $6.2
Commercial 17,273 343,513 $27.8
Commercial Building Construction 4,508 75,558 $6.9
Foundation, Structure, & Building Exterior 2,153 53,531 $3.7
Building Equipment Contractors 6,015 128,812 $10.9
Building Finishing Contractors 4,597 85,612 $6.2
Industrial, Utilities, Infrastructure, & Other 4,103 96,550 $9.2
Industrial Building Construction 299 5,864 $0.5
Utility System Construction 1,643 47,619 $4.3
Land Subdivision 952 7,584 $0.9
Highway, Street, and Bridge Construction 770 25,477 $2.4
Other Heavy Construction 439 10,006 $1.0

Source: (State of California, Employment Development Department n.d.)

The proposed change to battery storage systems would likely affect residential builders but

would not impact firms that focus on construction and retrofit of industrial buildings, utility

systems, public infrastructure, or other heavy construction. The effects on the residential and

commercial building industry would not be felt by all firms and workers, but rather would be

concentrated in specific industry subsectors. Table 4 shows the residential building subsectors.

Sectors that are involved with the installation of battery storage systems would need to account

for XSGDWHG EDWWHU\ VWRUDJH FRGH UHTXLU Héstimatesbf theKH 6 WDWH.
magnitude of these impacts are shown in Section 3.1.4 Economic Impacts.

Table 4: Size of the California Residential Building Industry by Subsector

Residential Building Annual Payroll

Subsector Establishments Employment $)
New single family general

contractors 10,968 55,592 $3,684,569,780
Residential Remodelers 11,122 52,133 $2,973,873,865
Residential Electrical

Contractors 6,095 37,933 $2,175,638,943
Other Residential Equipment

Contractors 263 1,331 $71,792,746
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Residential Building Annual Payroll

Establishments Employment

Subsector %)
Residential Site Preparation

Contractors 1,265 11,130 $725,842,052
All other residential trade

contractors 2,356 21,280 $1,165,394,146

Source: (State of California, Employment Development Department n.d.)

3.1.3.2 Impact on Building Designers and Energy Consultants

Adjusting design practices to comply with changing building codes practices is within the normal
practices of building designers. Building codes (including the California Energy Code) are
typically updated on a three-year revision cycle and building designers and energy consultants
engage in continuing education and training in order to remain compliant with changes to design
practices and building codes.

Businesses that focus on residential, commercial, institutional, and industrial building design are
contained within the Architectural Services sector (North American Industry Classification
System 541310). Table 5 shows the number of establishments, employment, and total annual
payroll for Building Architectural Services. The code change proposals the Statewide CASE
Team is proposing for the 2022 code cycle would potentially impact all firms within the
Architectural Services sector. The Statewide CASE Team anticipates the impacts for the battery
storage system submeasure to affect firms that focus on single family construction.

There is not a North American Industry Classification System (NAICS)® code specific for energy
consultants. Instead, businesses that focus on consulting related to building energy efficiency
are contained in the Building Inspection Services sector (NAICS 541350), which is comprised of
firms primarily engaged in the physical inspection of residential and nonresidential buildings.” It
is not possible to determine which business establishments within the Building Inspection
Services sector are focused on energy efficiency consulting. The information shown in Table 5
provides an upper bound indication of the size of this sector in California.

6 NAICS is the standard used by federal statistical agencies in classifying business establishments for the
purpose of collecting, analyzing, and publishing statistical data related to the U.S. business economy.
NAICS was development jointly by the U.S. Economic Classification Policy Committee (ECPC), Statistics
Canada, and Mexico's Instituto Nacional de Estadistica y Geografia, to allow for a high level of
comparability in business statistics among the North American countries. NAICS replaced the Standard
Industrial Classification (SIC) system in 1997.

7 Establishments in this sector include businesses primarily engagedin HYDOXDWLQJ D EXLOGLQJYV V\
and component systems and includes energy efficiency inspection services and home inspection

services. This sector does not include establishments primarily engaged in providing inspections for

pests, hazardous wastes or other environmental contaminates, nor does it include state and local

government entities that focus on building or energy code compliance/enforcement of building codes and

regulations.
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Table 5: California Building Designer and Energy Consultant Sectors

Sector Establishments Employment Annual Payroll

(millions $)
Architectural Services @ 3,704 29,611 $2,906.7
Building Inspection Services ° 824 3,145 $223.9

Source: (State of California, Employment Development Department n.d.)

a. Architectural Services (NAICS 541310) comprises private-sector establishments primarily engaged
in planning and designing residential, institutional, leisure, commercial, and industrial buildings and
structures;

b. Building Inspection Services (NAICS 541350) comprises private-sector establishments primarily
engaged in providing building (residential & nonresidential) inspection services encompassing all
aspects of the building structure and component systems, including energy efficiency inspection
services.

3.1.3.3 Impact on Occupational Safety and Health

The proposed code change does not alter any existing federal, state, or local regulations
pertaining to safety and health, including rules enforced by the California Division of
Occupational Safety and Health (Cal/OSHA). All existing health and safety rules would remain
in place. Complying with the proposed code change is not anticipated to have adverse impacts
on the safety or health of occupants or those involved with the construction, commissioning, and
maintenance of the building.

3.1.3.4 Impact on Building Owners and Occupants

Residential Buildings

According to data from the U.S. Census, American Community Survey (ACS), there were nearly
14.3 million housing units in California in 2018 and nearly 13.1 million were occupied (see Table
6). Most housing units (nearly 9.2 million were single-family homes (either detached or
attached), while about 2 million homes were in building containing two to nine units and 2.5
million were in multi-family building containing 10 or more units. The U.S. Census reported that
59,200 single-family and 50,700 multi-family homes were constructed in 2019.

Table 6: California Housing Charac teristics

Housing Measure Estimate
Total housing units 14,277,867

Occupied housing units 13,072,122

Vacant housing units 1,205,745
Homeowner vacancy rate 1.2%
Rental vacancy rate 4.0%
Units in Structure Estimate
1-unit, detached 8,177,141
1-unit, attached 1,014,941
2 units 358,619
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Housing Measure Estimate

3 or 4 units 783,963
5to 9 units 874,649
10 to 19 units 742,139
20 or more units 1,787,812
Mobile home, RV, etc. 538,603

Source: (2018 American Community Survey n.d.)
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Table 7 shows the distribution of California homes by vintage. About 15 percent of California

homes were built in 2000 or later and another 11 percent built between 1990 and 1999. The

majority of CalilRUQLD TV H[LV WL Q38.5kMIKnHo@es ¥&Y RefFclnt of the total) were

built between 1950 and 1989, a period of rapid population and economic growth in California.

Finally, about 2.1 million homes in California were built before 1950. According to Kenney et al,

2019, morethan KDOI Rl &DOLIRUQLDYV H[LVWLQJ PXOWLIDPLO\ EXLOGLQ
were constructed before 1978 when there no building energy efficiency standards (Kenney,

2019 California Energy Efficiency Action Plan 2019).
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Table 7: Distribution of California Housing by Vintage

Home Vintage Percent
Built 2014 or later 343,448 2.4%
Built 2010 to 2013 248,659 1.7%
Built 2000 to 2009 1,553,769 10.9%
Built 1990 to 1999 1,561,579 10.9%
Built 1980 to 1989 2,118,545 14.8%
Built 1970 to 1979 2,512,178 17.6%
Built 1960 to 1969 1,925,945 13.5%
Built 1950 to 1959 1,896,629 13.3%
Built 1940 to 1949 817,270 5.7%
Built 1939 or earlier 1,299,845 9.1%
Total housing units 14,277,867 100%

Source: (2018 American Community Survey n.d.)

Cumulative
Percent

2.4%
4.1%
15.0%
26.0%
40.8%
58.4%
71.9%
85.2%
90.9%
100.0%

Table 8 shows the distribution of owner- and renter-occupied housing by household income.
Overall, about 55 percent of California housing is owner-occupied and the rate of owner-
occupancy generally increases with household income. The owner-occupancy rate for
households with income below $50,000 is only 37 percent, whereas the owner occupancy rate
is 72 percent for households earning $100,000 or more.

Table 8: Owner - and Renter -Occupied Housing Units in California by Income

Household Income Total
Less than $5,000 391,235
$5,000 to $9,999 279,442
$10,000 to $14,999 515,804
$15,000 to $19,999 456,076
$20,000 to $24,999 520,133
$25,000 to $34,999 943,783
$35,000 to $49,999 1,362,459
$50,000 to $74,999 2,044,663
$75,000 to $99,999 1,601,641
$100,000 to $149,999 2,176,125
$150,000 or more 2,780,761
Total Housing Units 13,072,122
Median household income $75,277

Source: (2018 American Community Survey n.d.)

Owner Occupied

129,078
86,334
143,001
156,790
187,578
370,939
590,325
1,018,107
922,609
1,429,227
2,131,676
7,165,664
$99,245

Renter Occupied
262,157
193,108
372,803
299,286
332,555
572,844
772,134

1,026,556
679,032
746,898
649,085

5,906,458
$52,348

Understanding the distribution of California residents by home type, home vintage, and
household income is critical for developing meaningful estimates of the economic impacts
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associated with proposed code changes affecting residents. Many proposed code changes
specifically target single-family or multi-family residences and so the counts of housing units by
building type shown in Table 6 provides the information necessary to quantify the magnitude of
potential impacts. Likewise, impacts may differ for owners and renters, by home vintage, and by
household income, information provided in
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Table 7 and Table 8.

3.1.3.5 Impact on Building Component Retailers  (Including Manufacturers and
Distributors )

The Statewide CASE Team anticipates the proposed change would have no material impact on

California component retailers.

3.1.3.6 Impact on Building Inspectors

Table 9 shows employment and payroll information for state and local government agencies in
which many inspectors of residential and commercial buildings are employed. Building
inspectors participate in continuing training to stay current on all aspects of building regulations,
including energy efficiency. The Statewide CASE Team, therefore, anticipates the proposed
change would have no impact on employment of building inspectors or the scope of their role
conducting energy efficiency inspections.

Table 9: Employment in California State and Government Agencies with Building
Inspectors

Establish Employ Annual Payroll

Sector Gowvt. ments ment (millions $)

Administration of Housing State 17 283 $29.0
Programs® Local 36 2,882 $205.7
Urban and Rural Development State 35 552 $48.2
Admin® Local 52 2,446 $186.6

Source: (State of California, Employment Development Department n.d.)

a. Administration of Housing Programs (NAICS 925110) comprises government establishments
primarily engaged in the administration and planning of housing programs, including building codes
and standards, housing authorities, and housing programs, planning, and development.

b. Urban and Rural Development Administration (NAICS 925120) comprises government
establishments primarily engaged in the administration and planning of the development of urban
and rural areas. Included in this industry are government zoning boards and commissions.

3.1.3.7 Impact on Statewide Employme nt

As described in Sections 3.1.3.1 through 3.1.3.6, the Statewide CASE Team does not anticipate
significant employment or financial impacts to any particular sector of the California economy.
This is not to say that the proposed change would not have modest impacts on employment in
California. In Section 3.1.4, we estimate the proposed change in battery storage system
submeasure would affect statewide employment and economic output directly and indirectly
through its impact on builders, designers and energy consultants, and building inspectors. In
addition, we estimate how energy savings associated with the proposed change in battery
storage system submeasure would lead to modest ongoing financial savings for California
residents, which would then be available for other economic activities.

(FRQRPLF ,PSDFWYV
The code change proposal is for a compliance option and as a result Market Analysis Economic
Impacts are not presented.
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ODUNHW 6WUXFWXUH
The national residential water heater market is dominated by three main manufacturers who
market products under various brand names: A.O. Smith, Rheem, and Bradford White. In terms
of the distribution channel, some manufacturers sell only through wholesale channels, while
some sell through both wholesale and retail channels. The estimated 72,000 HPWHSs sold
nationally in 2018 represent a small fraction of the 8.75 million residential water heaters sold in
that year (0.8 percent). However, sales are increasing and changes in California will impact the
market in the years ahead. The 2019 Title 24, Part 6 code, which took effect January 2020, and
the introduction of the all-electric baseline in the 2019 code cycle removes a key compliance
barrier to wider spread adoption of HPWHSs. In addition, reach code activities (whereby
California jurisdictions adopt building codes surpassing Title 24, Part 6 requirements) have
resulted in 15 jurisdictions (Building Decarbonization Coalition 2019) adopting building energy
requirements based on all-electric only codes (as of February 2020). Utility programs are also
becoming more active in promoting residential HPWHSs with rebates ranging from $300 to up to
$3,000 from various California electric utility agencies (SMUD 2019) (Pacific Gas and Electric
2019) (San Diego Gas and Electric 2019).

THFKQLFDO )HDNMUKNHOW WY D IDAXEE RAUWHQW 3UDFWLFHYV
HPWH manufacturers have been actively participating in various LSHPWH laboratory and field
pilot projects over the past five years, such as the 2018 BPA study. Rheem is currently
participating in a load shifting pilot project with PG&E which raises the HPWH storage tank
setpoint t R f) LQ WKH DIWHUQRRQ 7KLV SLORW HIIRUW LV LQ DQWLF
LSHPWH program that is planned for mid-2020 rollout®. In strategically overheating storage, the
HPWHs will shape their electrical load profile to better align with the renewable generation
FKDUDFWHULVWLFV RI &DOLIRUQLDYY HOHFWULFDO JULG +HDWLQ.
have implications on HPWH operating efficiency but does not place any undue demands on the
equipment itself which already has capabilities to operate to those tank temperatures or higher
(in fact users may adjust the set point up to 140°F on all currently available products).

Each manufacturer has taken their own proprietary approach in developing control logic to
determine how their units will respond to various control signals. Much of this will continue to
evolve in the coming months and years as various activities currently underway move towards
completion. The finalization of JA13 (which is anticipated in before June 2020) will continue to
gather input from a range of manufacturers and other stakeholders in defining the minimum
eligibility requirements. The impact of the Washington state legislation, as well as finalization of
(1(5*< 67%59MV JULG FRQQHFWH G icaioitilllh KW WERIIRVBHALQ X IDFW XUHL
LSHPWH design strategies. Based on product offerings and capabilities of new and emerging
HPWHs (as observed at the SMUD Statewide Advanced Water Heating Initiative Meeting and
Heat Pump Water Heater Exposition held January 23" and 24™, 2020), all the major
manufacturers (including AO Smith, Bradford White, General Electric, and Rheem, among
others) are working towards implementing grid connected LSHPWH capabilities, including
implementing CTA-2045, in the near term. From a technical feasibility perspective, there should
not be any significant barriers for the industry to develop these water heaters and control

8 Personal communication with Ben Brown, PG&E (December 20, 2019)
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capabilities at a fairly low incremental cost over standard HPWH products (see cost discussion
in Section 5.2). It is the expectation of the Statewide CASE Team that all the major
manufacturers are supportive of this technology area as it offers significant market share growth
potential.

The Statewide CASE Team reached out to key stakeholders and manufacturers to discuss the
proposed LSHPWH submeasure. Communications with BPA, NEEA, and EPRI helped inform
the Statewide CASE Team on activities and lessons learned from recent projects. Manufacturer
communications and participation in venues such as the SMUD HPWH Expo provided
additional indications of where the industry is heading. Finally, outreach to utility program
managers informed on the status of upcoming LSHPWH incentive programs that should be
available in the 2020 to 2025 time frame.

The estimated impacts of the LSHPWH Advanced Load Up measure are expected to show
persistence over time. Although there is commonly variability in hot water load magnitude and
timing of draw events from day to day in typical households, the savings generated through the
CBECC-Res software also reflects a wide range of daily load diversity. This representation of
load diversity coupled with known performance of HPWHs under varying average tank
temperatures should result in stable performance over many years. Changes in time of use
schedules or other control inputs over the years may influence the impacts to some degree,
presumably to better align with the market signals.

One potential risk to savings longevity is the particular communications pathway used to
connect to the water heater. While time of use schedules will be imbedded in the water heater
as per the requirements outlined in the draft JA13 document, increased savings due to direct
and active water heater control will require connectivity. Homeowner based WiFi communication
pathways are known to have increased dropout rates over time as documented in the 2018 BPA
pilot study (Bonneville Power Administration 2018). Consequently, the Statewide CASE Team is
recommending that the 2022 LSHPWH submeasure require the CTA-2045 interface to establish
a more robust and diverse set of communications possibilities with the water heater. This would
increase the savings persistence over the life of the appliance and standardize the hardware
solution resulting in lower costs.

One key requirement of the draft JA13 specification is the need to install a tempering valve. This
represents a deviation from typical residential plumbing practice, but by no means is a process
that is foreign to the mainstream plumbing industry. Tempering valves are flow control devices
that blend incoming hot water from the water heater and cold potable water to provide a mixed
water stream at a specified temperature. With LSHPWHs boosting tank temperatures 15-20°F
above normal setpoint, the tempering valve will ensure that the supplied hot water temperature
is delivered at a safe temperature to the end user. General Electric debuted a new HPWH with
an integrated mixing valve at the SMUD HPWH Expo on January 23, 2020 and has plans to
start selling the product within the year. For all other water heaters, tempering valves currently
need to be installed separately at time of water heater installation®. In the future, more LSHPWH
products may be built with integrated tempering valves which should greatly decrease the
installed cost. From an occupant perspective, the tempering valve will result in hot water

9 Sanden includes a tempering valve with the installation kit for their water heater.
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delivery at a fixed supply water temperature, as if the water heater was not undergoing daily
Load Up events.

HERS verification requirements would not require any involved diagnostic testing. It is
anticipated that any HERS verifications would be limited to confirming HPWH make and model
number and confirming that the installed unit is configured to operate in an Advanced Load Up
control mode under the appropriate TOU rate schedule.

ODUNHW ,PSDFWV DQG (FRQRPLF $VVHVVPHQWYV

3.2.3.1 Impact on Builders

Builders of residential and commercial structures are directly impacted by many of the proposed
measures for the 2022 code cycle. It is within the normal practices of these businesses to adjust
their building practices to changes in building codes. When necessary, builders engage in
continuing education and training in order to remain compliant with changes to design practices
and building codes.

CaOLIRUQ L Méien meugty W&/ cdmprised of about 80,000 business establishments and
860,000 employees (see Table 10).1° In 2018, total payroll was $80 billion. Nearly 60,000 of
these business establishments and 420,000 employees are engaged in the residential building
sector. The remainder of establishments and employees work in commercial, industrial, utilities,
infrastructure, and other heavy construction (industrial sector).

Table 10: California Construction Industry, Establishments, Employment, and Payroll

Construction Sectors Establishm Employ Annual Payroll

ents ment %)
Residential 59,287 420,216 $23.3
Residential Building Construction Contractors 22,676 115,777 $7.4
Foundation, Structure, & Building Exterior 6,623 75,220 $3.6
Building Equipment Contractors 14,444 105,441 $6.0
Building Finishing Contractors 15,544 123,778 $6.2
Commercial 17,273 343,513 $27.8
Commercial Building Construction 4,508 75,558 $6.9
Foundation, Structure, & Building Exterior 2,153 53,531 $3.7
Building Equipment Contractors 6,015 128,812 $10.9
Building Finishing Contractors 4 597 85,612 $6.2
Industrial, Utilities, Infrastructure, & Other 4,103 96,550 $9.2
Industrial Building Construction 299 5,864 $0.5
Utility System Construction 1,643 47.619 $4.3
Land Subdivision 952 7,584 $0.9

10 Average total monthly employment in California in 2018 was 18.6 million; the construction industry
represented 4.5 percent of 2018 employment.
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Construction Sectors Establishm Employ Annual Payroll

ents ment %)
Highway, Street, and Bridge Construction 770 25,477 $2.4
Other Heavy Construction 439 10,006 $1.0

Source: (State of California, Employment Development Department n.d.)

The proposed change to the LSHPWH submeasure would likely affect residential builders but
would not impact firms that focus on construction and retrofit of industrial buildings, utility
systems, public infrastructure, or other heavy construction. The effects on the residential and
commercial building industry would not be felt by all firms and workers, but rather would be
concentrated in specific industry subsectors. Table 11 shows the residential building subsectors.
Sectors that are involved with the installation of LSHPWHs would need to account for updated
code requirements.

Table 11: Size of the California Residential Building Industry by Subsector

Establish = Employm

Residential Building Subsector Annual Payroll ($)

ments ent

New single family general contractors 10,968 55,592 $3,684,569,780
New multifamily general contractors 406 5,333 $490,673,677
New housing for-sale builders 180 2,719 $279,587,102
Residential Remodelers 11,122 52,133 $2,973,873,865
Residential Electrical Contractors 6,095 37,933 $2,175,638,943
Residential plumbing and HVAC

contractors 8,086 66,177 $3,778,328,951

Source: (State of California, Employment Development Department n.d.)

3.2.3.2 Impact on Building De signers and Energy Consultants

Adjusting design practices to comply with changing building codes practices is within the normal
practices of building designers. Building codes (including the California Energy Code) are
typically updated on a three-year revision cycle and building designers and energy consultants
engage in continuing education and training in order to remain compliant with changes to design
practices and building codes.

Businesses that focus on residential, commercial, institutional, and industrial building design are
contained within the Architectural Services sector (North American Industry Classification
System 541310). Table 12 shows the number of establishments, employment, and total annual
payroll for Building Architectural Services. The code change proposals the Statewide CASE
Team is proposing for the 2022 code cycle would potentially impact all firms within the
Architectural Services sector. The Statewide CASE Team anticipates the impacts for the
LSHPWH submeasure to affect firms that focus on single family construction.
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There is not a North American Industry Classification System (NAICS)!! code specific for energy
consultants. Instead, businesses that focus on consulting related to building energy efficiency
are contained in the Building Inspection Services sector (NAICS 541350), which is comprised of
firms primarily engaged in the physical inspection of residential and nonresidential buildings.*? It
is not possible to determine which business establishments within the Building Inspection
Services sector are focused on energy efficiency consulting. The information shown in Table 12
provides an upper bound indication of the size of this sector in California.

Table 12: California Building Designer and Energ y Consultant Sectors

Annual Payroll

Sector Establishments Employment (millions $)
Architectural Services @ 3,704 29,611 $2,906.7
Building Inspection Services ° 824 3,145 $223.9

Source: (State of California, Employment Development Department n.d.)

a. Architectural Services (NAICS 541310) comprises private-sector establishments primarily engaged
in planning and designing residential, institutional, leisure, commercial, and industrial buildings and
structures;

b. Building Inspection Services (NAICS 541350) comprises private-sector establishments primarily
engaged in providing building (residential & nonresidential) inspection services encompassing all
aspects of the building structure and component systems, including energy efficiency inspection
services.

3.2.3.3 Impact on Occupational Safety and Health

The proposed code change does not alter any existing federal, state, or local regulations
pertaining to safety and health, including rules enforced by the California Division of
Occupational Safety and Health (Cal/OSHA). All existing health and safety rules would remain
in place. Complying with the proposed code change is not anticipated to have adverse impacts
on the safety or health of occupants or those involved with the construction, commissioning, and
maintenance of the building.

3.2.3.4 Impact on Building Owners and Occupants

11 NAICS is the standard used by federal statistical agencies in classifying business establishments for
the purpose of collecting, analyzing, and publishing statistical data related to the U.S. business economy.
NAICS was development jointly by the U.S. Economic Classification Policy Committee (ECPC), Statistics
Canada, and Mexico's Instituto Nacional de Estadistica y Geografia, to allow for a high level of
comparability in business statistics among the North American countries. NAICS replaced the Standard
Industrial Classification (SIC) system in 1997.

12 Establishments in this sector include businesses primarily engagedin HYDOXDWLQJ D EXLOGLQJYTV V
and component systems and includes energy efficiency inspection services and home inspection

services. This sector does not include establishments primarily engaged in providing inspections for

pests, hazardous wastes or other environmental contaminates, nor does it include state and local

government entities that focus on building or energy code compliance/enforcement of building codes and

regulations.
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According to data from the U.S. Census, American Community Survey (ACS), there were nearly
14.3 million housing units in California in 2018 and nearly 13.1 million were occupied (see Table
13). Most housing units (nearly 9.2 million were single-family homes (either detached or
attached), while about 2 million homes were in building containing two to nine units and 2.5
million were in multi-family building containing 10 or more units. The U.S. Census reported that
59,200 single-family and 50,700 multi-family homes were constructed in 2019.

Table 13: Californ ia Housing Characteristics

Housi ng Measure Estimate
Total housing units 14,277,867

Occupied housing units 13,072,122

Vacant housing units 1,205,745
Homeowner vacancy rate 1.2%
Rental vacancy rate 4.0%
Units in Structure Estimate
1-unit, detached 8,177,141
1-unit, attached 1,014,941
2 units 358,619
3 or 4 units 783,963
5to 9 units 874,649
10 to 19 units 742,139
20 or more units 1,787,812
Mobile home, RV, etc. 538,603

Source: (2018 American Community Survey n.d.)

Table 14 shows the distribution of California homes by vintage. About 15 percent of California
homes were built in 2000 or later and another 11 percent built between 1990 and 1999. The
PDMRULW\ RI &DOLIRUQLDfV H[LVWLQJ ¥5R% d&f th® thtal)Wdd-tilt
between 1950 and 1989, a period of rapid population and economic growth in California. Finally,
about 2.1 million homes in California were built before 1950. According to Kenney et al, 2019,
PRUH WKDQ KDOI RI &DOLIR Uy@uilbifge (tHdde Wit i@ br Prre® Wits) Dedre
constructed before 1978 when there no building energy efficiency standards (Kenney, 2019
California Energy Efficiency Action Plan 2019).

Table 14: Distribution of California Housing by Vintage

Home Vintage Units Percent Cumpuelz?(t:gst
Built 2014 or later 343,448 2.4% 2.4%
Built 2010 to 2013 248,659 1.7% 4.1%
Built 2000 to 2009 1,553,769 10.9% 15.0%
Built 1990 to 1999 1,561,579 10.9% 26.0%
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Home Vintage

Built 1980 to 1989
Built 1970 to 1979
Built 1960 to 1969
Built 1950 to 1959
Built 1940 to 1949

Built 1939 or earlier

Total housing units

Units

2,118,545
2,512,178
1,925,945
1,896,629

817,270

1,299,845
14,277,867

Source: (2018 American Community Survey n.d.)

Percent

14.8%
17.6%
13.5%
13.3%
5.7%
9.1%
100%

Cumulative

Percent
40.8%
58.4%
71.9%
85.2%
90.9%

100.0%

Table 15 shows the distribution of owner- and renter-occupied housing by household income.
Overall, about 55 percent of California housing is owner-occupied and the rate of owner-
occupancy generally increases with household income. The owner-occupancy rate for
households with income below $50,000 is only 37 percent, whereas the owner occupancy rate
is 72 percent for households earning $100,000 or more.

Table 15: Owner - and Renter -Occupied Housing Units in California by Income

Household Income
Less than $5,000

$5,000 to $9,999

$10,000 to $14,999
$15,000 to $19,999
$20,000 to $24,999
$25,000 to $34,999
$35,000 to $49,999
$50,000 to $74,999
$75,000 to $99,999

$100,000 to $149,999

$150,000 or more

Total Housing Units
Median household income

Total
391,235
279,442
515,804
456,076
520,133
943,783

1,362,459
2,044,663
1,601,641
2,176,125
2,780,761
13,072,122
$75,277

Source: (2018 American Community Survey n.d.)

Owner Occupied

129,078
86,334
143,001
156,790
187,578
370,939
590,325
1,018,107
922,609
1,429,227
2,131,676
7,165,664
$99,245

Renter Occupied
262,157
193,108
372,803
299,286
332,555
572,844
772,134

1,026,556
679,032
746,898
649,085

5,906,458
$52,348

Understanding the distribution of California residents by home type, home vintage, and
household income is critical for developing meaningful estimates of the economic impacts
associated with proposed code changes affecting residents. Many proposed code changes
specifically target single-family or multi-family residences and so the counts of housing units by
building type shown in Table 13 provides the information necessary to quantify the magnitude of
potential impacts. Likewise, impacts may differ for owners and renters, by home vintage, and by
household income, information provided in Table 14 and Table 15.
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3.2.3.5 Impact on Building Component Retailers  (Including Manufacturers and
Distributors )

The Statewide CASE Team anticipates the proposed change would have no material impact on

California component retailers.

3.2.3.6 Impact on Building Inspectors
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Table 16 shows employment and payroll information for state and local government agencies in
which many inspectors of residential and commercial buildings are employed. Building
inspectors participate in continuing training to stay current on all aspects of building regulations,
including energy efficiency. The Statewide CASE Team, therefore, anticipates the proposed
change would have no impact on employment of building inspectors or the scope of their role
conducting energy efficiency inspections.
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Table 16: Employment in California State and Government Agencies with Building
Inspectors

con.  Ein  Empoyn  AmuaPar

Administration of Housing State 17 283 $29.0
Programs*® Local 36 2,882 $205.7
Urban and Rural State 35 552 $48.2
Development Admin® Local 52 2,446 $186.6

Source: (State of California, Employment Development Department n.d.)

a. Administration of Housing Programs (NAICS 925110) comprises government establishments
primarily engaged in the administration and planning of housing programs, including building codes
and standards, housing authorities, and housing programs, planning, and development.

b. Urban and Rural Development Administration (NAICS 925120) comprises government
establishments primarily engaged in the administration and planning of the development of urban
and rural areas. Included in this industry are government zoning boards and commissions.

3.2.3.7 Impact on Statewide Employment

As described in Sections 3.2.3.1 through 3.2.3.6, the Statewide CASE Team does not anticipate
significant employment or financial impacts to any particular sector of the California economy.
This is not to say that the proposed change would not have modest impacts on employment in
California. In Section 3.2.4, we estimate the proposed change in LSHWPH submeasure would
affect statewide employment and economic output directly and indirectly through its impact on
builders, designers and energy consultants, and building inspectors. In addition, we estimate
how energy savings associated with the proposed change in the LSHPWH submeasure would
lead to modest ongoing financial savings for California residents, which would then be available
for other economic activities.

(FRQRHKF ,PSDFWYV

The code change proposal is for a compliance option and as a result Market Analysis Economic
Impacts not presented.

+9%$& /RDG 6KLIWLQJ
ODUNHW 6WUXFWXUH

$FFRUGLQJ WR WKH '2( (QHUJ\ ,QIRUPDWLRQ $GPLQLVWUDWLRQYV '

SurvH\ LQ RQO\ DERXW SHUFHQW RI WKH QDWLRQTV-
conditioning unit that is actually controlled using a programmed thermostat. About one in three
households using central air conditioning do not have a programmable thermostat. But even for
those households that use central air conditioning and have a programmable thermostat, more
than two-thirds of those households control temperatures without actually programming the
thermostat (DOE EIA 2017).

In the Pacific Region of the US in 2015, about half of homes used central air conditioning, and
of those almost all used a thermostat (DOE EIA 2015). About 83 percent of thermostats were
programmable (or smart). California had about 11.3 million households in 2015 (California
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Energy Commission Demand Analysis Office 2015-2024 Forecast), corresponding to about 4.4
million programmable (or smart) thermostats in the residential building stock.

And it is estimated that about 5-6 percent of US homes currently use a smart thermostat. From
2016-2019, smart thermostat adoption rate in the U.S. tripled from 4 to 12 percent (ACHR News
2019). Smart thermostats represented over a billion dollars in sales in the U.S. in 2016. (NEEP
2016), and the primary manufacturers include Nest, Honeywell, and Ecobee. Existing HVAC
competitors include Trane, Carrier, Lennox and Emerson.

Despite their low saturation, as of 2015, smart thermostats accounted for over 40 percent of the
nearly 10 million thermostats sold in the U.S. (Park Associates 2015), so they are a growing
market. The distribution channels of smart thermostats are different than programmable
thermostats (and most other energy efficient products). According to Parks & Associates (cited
in NEEP, 2016), the identified distribution channels in 2015 are shown in Table 17.

Table 17: Distribution Channels for Smart Thermostats

Distribution Channel Percent of Smart Programmable Therm ostats
Thermostat Market using this Channel?
National or local retailer 28 Yes
Online-only retailer 18 Yes
Broadband service provider 15 No
Custom installer 10 No
HVAC Contractor 10 Yes
Security dealer 10 No
Electricity provider 5 No
Other service contractor 4 No

Source: Parks Associates 2015, cited in NEEP 2016

THFKQLFDO )HDMUBERHOW WY D IDAE RAUWHQW 3UDFWLFHV
Starting in 1995, ENERGY STAR began promoting programmable thermostats as a means of
reducing space conditioning energy use. Estimates of savings impact suggested programmable
thermostats could reduce heating and cooling bills by 10-30 percent, based on simple
simulations (Malinick, Wilairat, et al. 2012). The analysis typically assumed that without
programmable thermostats, users maintained a constant setpoint, and that with programmable
thermostats, a regular setback program would be used.

It has been found that neither of these assumptions is necessarily accurate (Meier 2011) (Meier,
Aragon, et al. 2000). The projected savings were not materializing, and the ENERGY STAR
programmable thermostat program was suspended in 2009. A new program was established in
2016, to certify Connected Thermostat products.

Smart thermostats are not without their troubles either, however. Outcault et al (2014) found that

user experience with a smart thermostat was generally not favorable. Six out of the ten users

VXUYH\HG ZHUH :PRVWO\ XQVXUH"™ WKDW WKH VPto doorly sSnd UPRVWDV
reported the same concerns about their prior programmable thermostat), and four reported

being S FRPSOHWHO\ XQVXQGHG, GRPHHDRDWY DW OHDVW KDOI PHQWLRC
WKHUPRVWDW VHHPV WR KDYH D PIGRGZRDWW,VZRDQW LW W B RFR/ RRW
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DQG RII DW ZLOO "~ 2QH DVNHG 3KRZ FDQ Wdi¢iwhene il apEr&asMikBe W EH S X\
D QRUPDO WKHUPRVWDW"’

Smart thermostats are also much more expensive than standard thermostats. Costs for smart
thermostats range from $145 to $249 (NEEP 2016), while simple programmable thermostats

can be found for as low as about $20 (and nonprogrammable thermostats as low as $15). To

the extent that smart thermostats rely on connectivity in order to implement control optimization

or demand response strategies, then, their implementation cost might need to include the cost

of bringing internet into the home and monthly service fees. Keeping the internet up and

running, as well as establishing and maintaining connectivity of the thermostat can also be
SUREOHPDWLF LQ KRXVHKROGV WKDW DUH QRW 3WHFK VDYY\

Given the concerns that programmable thermostats do not provide reliable savings, and
usability issues with smart thermostats, what is the most reliable way to control HVAC systems
in single family homes? Until the Energy Commission can be confident that smart thermostats
can be delivered and operated without usability issues, some form of programmable or setback
thermostat with pre-cooling features will have to be considered to reach the broadest cross-
section of the households throughout the state. This is why the Statewide CASE Team is
recommending providing credit for installation of PCTs (based on programmable thermostats) in
addition to DRTSs.

With most California residential customers being moved to TOU rates in the coming year (many
not voluntarily), and the sensitivity and anxiety that that can cause, customers may be eagerly
looking for a solution to control costs with the new TOU rates under which they will be operating
their dwellings. They may also be looking for a simple and transparent solution that will not
either overwhelm them with complexity or take their control away (either in reality or in
perception).

ODUNHW ,PSDFW\RBIQFG$MRQVVPHQWV

3.3.3.1 Impact on Builders

Builders of residential and commercial structures are directly impacted by many of the proposed
measures for the 2022 code cycle. It is within the normal practices of these businesses to adjust
their building practices to changes in building codes. When necessary, builders engage in
continuing education and training in order to remain compliant with changes to design practices
and building codes.

&DOLIRUQLDYYVY FRQVWUXFWLRQ LQGXVWU\ L VtablRH@midavitHG RI DER XV
860,000 employees (see Table 18).22 In 2018, total payroll was $80 billion. Nearly 60,000 of

these business establishments and 420,000 employees are engaged in the residential building

sector. The remainder of establishments and employees work in commercial, industrial, utilities,

infrastructure, and other heavy construction (industrial sector).

13 Average total monthly employment in California in 2018 was 18.6 million; the construction industry
represented 4.5 percent of 2018 employment.
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Table 18: California Construction Industry, Establishments, Employment, and Payroll

Construction Sectors

Residential

Residential Building Construction Contractors

Foundation, Structure, & Building Exterior
Building Equipment Contractors

Building Finishing Contractors
Commercial

Commercial Building Construction
Foundation, Structure, & Building Exterior
Building Equipment Contractors

Building Finishing Contractors

Industrial, Utilities, Infrastructure, & Other
Industrial Building Construction

Utility System Construction

Land Subdivision

Highway, Street, and Bridge Construction
Other Heavy Construction

Establish Employ Annual Payroll
ments ment 6))
59,287 420,216 $23.3
22,676 115,777 $7.4

6,623 75,220 $3.6
14,444 105,441 $6.0
15,544 123,778 $6.2
17,273 343,513 $27.8

4,508 75,558 $6.9

2,153 53,531 $3.7

6,015 128,812 $10.9

4,597 85,612 $6.2

4,103 96,550 $9.2

299 5,864 $0.5
1,643 47,619 $4.3
952 7,584 $0.9
770 25,477 $2.4
439 10,006 $1.0

Source: (State of California, Employment Development Department n.d.)

The proposed change to HVAC control would likely affect residential builders but would not
impact firms that focus on construction and retrofit of industrial buildings, utility systems, public
infrastructure, or other heavy construction. The effects on the residential and commercial
building industry would not be felt by all firms and workers, but rather would be concentrated in
specific industry subsectors. Table 19 shows the residential building subsectors. Sectors that
are involved with the installation of pre-cooling thermostats would need to account for updated
FRGH UHTXLUHPHQWYV 7KH 6 WdtmatesloGie apbifudetdiir§evimpacts
are shown in Section 3.3.4 Economic Impacts.

Table 19: Size of the California Residential Building Industry by Subsector

Residential Building Subsector

New single family general contractors
Residential Remodelers

Other Residential Equipment Contractors
All other residential trade contractors

Establishm Employ Annual Payroll
ents ment %)
10,968 55,592 $3,684,569,780
11,122 52,133 $2,973,873,865
263 1,331 $71,792,746
2,356 21,280 $1,165,394,146

Source: (State of California, Employment Development Department n.d.)
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3.3.3.2 Impact on Building Designers and Energy Consultants

Adjusting design practices to comply with changing building codes practices is within the normal
practices of building designers. Building codes (including the California Energy Code) are
typically updated on a three-year revision cycle and building designers and energy consultants
engage in continuing education and training in order to remain compliant with changes to design
practices and building codes.

Businesses that focus on residential, commercial, institutional, and industrial building design are
contained within the Architectural Services sector (North American Industry Classification
System 541310). Table 20 shows the number of establishments, employment, and total annual
payroll for Building Architectural Services. The code change proposals the Statewide CASE
Team is proposing for the 2022 code cycle would potentially impact all firms within the
Architectural Services sector. The Statewide CASE Team anticipates the impacts for the battery
storage system submeasure to affect firms that focus on single family construction.

There is not a North American Industry Classification System (NAICS)** code specific for energy
consultants. Instead, businesses that focus on consulting related to building energy efficiency
are contained in the Building Inspection Services sector (NAICS 541350), which is comprised of
firms primarily engaged in the physical inspection of residential and nonresidential buildings.*® It
is not possible to determine which business establishments within the Building Inspection
Services sector are focused on energy efficiency consulting. The information shown in Table 20
provides an upper bound indication of the size of this sector in California.

Table 20: California Building Designer and  Energy Consultant Sectors

Sector Establishm  Employm Annua! Payroll
ents ent (millions $)

Architectural Services @ 3,704 29,611 $2,906.7

Building Inspection Services ° 824 3,145 $223.9

Source: (State of California, Employment Development Department n.d.)

a. Architectural Services (NAICS 541310) comprises private-sector establishments primarily engaged
in planning and designing residential, institutional, leisure, commercial, and industrial buildings and
structures;

14 NAICS is the standard used by Federal statistical agencies in classifying business establishments for
the purpose of collecting, analyzing, and publishing statistical data related to the U.S. business economy.
NAICS was development jointly by the U.S. Economic Classification Policy Committee (ECPC), Statistics
Canada, and Mexico's Instituto Nacional de Estadistica y Geografia, to allow for a high level of
comparability in business statistics among the North American countries. NAICS replaced the Standard
Industrial Classification (SIC) system in 1997.

15 Establishments in this sector include businesses primarily engagedin HYDOXDWLQJ D EXLOGLQJYTV V
and component systems and includes energy efficiency inspection services and home inspection

services. This sector does not include establishments primarily engaged in providing inspections for

pests, hazardous wastes or other environmental contaminates, nor does it include state and local

government entities that focus on building or energy code compliance/enforcement of building codes and

regulations.
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b. Building Inspection Services (NAICS 541350) comprises private-sector establishments primarily
engaged in providing building (residential & nonresidential) inspection services encompassing all
aspects of the building structure and component systems, including energy efficiency inspection
services.

3.3.3.3 Impact on Occupational Safety and Health

The proposed code change does not alter any existing federal, state, or local regulations
pertaining to safety and health, including rules enforced by the California Division of
Occupational Safety and Health (Cal/OSHA). All existing health and safety rules would remain
in place. Complying with the proposed code change is not anticipated to have adverse impacts
on the safety or health of occupants or those involved with the construction, commissioning, and
maintenance of the building.

3.3.3.4 Impact on Building Owners and Occupants

Residential Building s

According to data from the U.S. Census, American Community Survey (ACS), there were nearly
14.3 million housing units in California in 2018 and nearly 13.1 million were occupied (see Table
21). Most housing units (nearly 9.2 million were single-family homes (either detached or
attached), while about 2 million homes were in building containing two to nine units and 2.5
million were in multi-family building containing 10 or more units. The U.S. Census reported that
59,200 single-family and 50,700 multi-family homes were constructed in 2019.

Table 21: California Housing C haracteristics

Housing Measure Estimate
Total housing units 14,277,867

Occupied housing units 13,072,122

Vacant housing units 1,205,745
Homeowner vacancy rate 1.2%
Rental vacancy rate 4.0%
Units in Structure Estimate
1-unit, detached 8,177,141
1-unit, attached 1,014,941
2 units 358,619
3 or 4 units 783,963
5to 9 units 874,649
10 to 19 units 742,139
20 or more units 1,787,812
Mobile home, RV, etc. 538,603

Source: (2018 American Community Survey n.d.)

Table 22 shows the distribution of California homes by vintage. About 15 percent of California
homes were built in 2000 or later and another 11 percent built between 1990 and 1999. The
majority of Cali lRUQLD YV H[LVWLQJ KRXVLQJ ¥W pefFchnt of thdtat@)vere Q KRPHV
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built between 1950 and 1989, a period of rapid population and economic growth in California.
Finally, about 2.1 million homes in California were built before 1950. According to Kenney et al,
PRUH WKDQ KDOI RI &DOLIRUQLDYV H[LVWLQJ PXOWLIDPLO\ EXI
were constructed before 1978 when there no building energy efficiency standards (Kenney,
2019 California Energy Efficiency Action Plan 2019).

Table 22: Distribution of California Housing by Vintage

Home Vintage Units = Percent Cumpu;?égr?t
Built 2014 or later 343,448 2.4% 2.4%
Built 2010 to 2013 248,659 1.7% 4.1%
Built 2000 to 2009 1,553,769 10.9% 15.0%
Built 1990 to 1999 1,561,579 10.9% 26.0%
Built 1980 to 1989 2,118,545 14.8% 40.8%
Built 1970 to 1979 2,512,178 17.6% 58.4%
Built 1960 to 1969 1,925,945 13.5% 71.9%
Built 1950 to 1959 1,896,629 13.3% 85.2%
Built 1940 to 1949 817,270 5.7% 90.9%
Built 1939 or earlier 1,299,845 9.1% 100.0%
Total housing units 14,277,867 100%

Source: (2018 American Community Survey n.d.)
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Table 23 shows the distribution of owner- and renter-occupied housing by household income.
Overall, about 55 percent of California housing is owner-occupied and the rate of owner-
occupancy generally increases with household income. The owner-occupancy rate for
households with income below $50,000 is only 37 percent, whereas the owner occupancy rate
is 72 percent for households earning $100,000 or more.
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Table 23: Owner - and Renter -Occupied Housing Units in Califor

nia by Income

Household Income Total Owner Occupied Renter Occupied

Less than $5,000 391,235 129,078 262,157
$5,000 to $9,999 279,442 86,334 193,108
$10,000 to $14,999 515,804 143,001 372,803
$15,000 to $19,999 456,076 156,790 299,286
$20,000 to $24,999 520,133 187,578 332,555
$25,000 to $34,999 943,783 370,939 572,844
$35,000 to $49,999 1,362,459 590,325 772,134
$50,000 to $74,999 2,044,663 1,018,107 1,026,556
$75,000 to $99,999 1,601,641 922,609 679,032
$100,000 to $149,999 2,176,125 1,429,227 746,898
$150,000 or more 2,780,761 2,131,676 649,085
Total Housing Units 13,072,122 7,165,664 5,906,458
Median household income $75,277 $99,245 $52,348

Source: (2018 American Community Survey n.d.)

Understanding the distribution of California residents by home type, home vintage, and
household income is critical for developing meaningful estimates of the economic impacts
associated with proposed code changes affecting residents. Many proposed code changes
specifically target single-family or multi-family residences and so the counts of housing units by
building type shown in Table 21 provides the information necessary to quantify the magnitude of
potential impacts. Likewise, impacts may differ for owners and renters, by home vintage, and by
household income, information provided in Table 22 and

2022 Title 24, Part 6 Draft CASE Report +2022-SF-GRID-INT-D | 74



Table 23.

3.3.3.5 Impact on Building Component Retailers  (Including Manufacturers and
Distributors )

The Statewide CASE Team anticipates the proposed change would have no material impact on

California component retailers.

3.3.3.6 Impact on Building Inspectors

Table 24 shows employment and payroll information for state and local government agencies in
which many inspectors of residential and commercial buildings are employed. Building
inspectors participate in continuing training to stay current on all aspects of building regulations,
including energy efficiency. The Statewide CASE Team, therefore, anticipates the proposed
change would have no impact on employment of building inspectors or the scope of their role
conducting energy efficiency inspections.

Table 24: Employment in California State and Government Agencies with Building
Inspectors

Sector Govt. Establish ~ Employm Annua! I_Dayroll
ments ent (millions $)
Administration of Housing State 17 283 $29.0
Programs® Local 36 2,882 $205.7
Urban and Rural Development State 35 552 $48.2
Admin® Local 52 2,446 $186.6

Source: (State of California, Employment Development Department n.d.)

a. Administration of Housing Programs (NAICS 925110) comprises government establishments
primarily engaged in the administration and planning of housing programs, including building codes
and standards, housing authorities, and housing programs, planning, and development.

b. Urban and Rural Development Administration (NAICS 925120) comprises government
establishments primarily engaged in the administration and planning of the development of urban
and rural areas. Included in this industry are government zoning boards and commissions.

3.3.3.7 Impact on Statewide Employment

As described in Sections 3.3.3.1 through 3.3.3.6, the Statewide CASE Team does not anticipate
significant employment or financial impacts to any particular sector of the California economy.
This is not to say that the proposed change would not have modest impacts on employment in
California. In Section 3.3.4, we estimate the proposed change in battery storage system
submeasure would affect statewide employment and economic output directly and indirectly
through its impact on builders, designers and energy consultants, and building inspectors. In
addition, we estimate how energy savings associated with the proposed change in battery
storage system submeasure would lead to modest ongoing financial savings for California
residents, which would then be available for other economic activities.

(FRQRPLFD,PBV
The code change proposal is for a compliance option and as a result Market Analysis Economic
Impacts are not presented.
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+RPH (QHUJ\ ODQDJHPHQW

ODUNHW 6WUXFWXUH
There are currently hundreds of HEMS products on the market with varying levels of capability
and compatibility (Ford, et al. 2017). Many are information-based products that rely on occupant
behavior to achieve savings in response to knowledge about their energy use, while others are
controls-based and tend to save energy more predictably because occupants do not have to
intervene. The most common categories of HEMS products include:

X Smart thermostats (generally included in new homes; may operate independently,
accept grid signals, or be part of a HEMS)

X Smart appliances (often included in new homes, may accept grid signals or be part of a
HEMS)

X Smart lighting (sometimes included in new homes, usually part of a HEMS)

X Smart plugs/outlets (smart outlets may be included by builder, smart power strips more
likely to be purchased separately by homeowner)

X Smart hubs (centralized communications and control for devices from different
manufacturers)

X Software platforms (data analytics, web interface, smart phone apps)

Although Amazon Echo and Google Home are dominant user interfaces for home energy
management, these applications must generally be combined with a hub such as Samsung
SmartThings and any number of individual devices (Saul-Rinaldi and Bunnen 2018). A recent
study by PG&E (Ford, et al. 2017) discovered that over 40 percent of HEMS technologies
disappeared from the market during the three years since the previous version of the study,
highlighting the rapid change in the industry. In addition, manufacturer stakeholders interviewed
by the Statewide CASE Team have expressed plans to both provide complete systems, and
provide components to systems that will be marketed by other companies. This diversity of
products and the emerging nature of the HEMS market make it challenging to define and
characterize HEMS attributes, costs and energy savings potential.

A recent study of 1414 consumers by See Change Institute indicated that 21 percent owned at
least one HEMS product. Market penetration for specific categories included 14 percent smart
thermostats, 12 percent smart appliances, 7 percent plug load controls, and 5 percent lighting
controls (Karlin, Better Buildings Peer Exchange: Getting Smarter Every Day: Leveraging Smart
Home Technologies to Advance Home Performance Projects 2019). A similar study by
CLEAResult determined that approximately 32 percent of households had products that could
be controlled by a smartphone, and 18 percent had a home automation device (most commonly
smart thermostats, cameras/video doorbells, and smart lighting) (Kemper 2019). Other types of
metering devices provide circuit level readings and can even use Non-Intrusive Load Monitoring
(NILM) algorithms to disaggregate end-uses based on their transient electricity draws.

These studies predate the creation of the ENERGY STAR SHEMS certification process, and it
is unlikely that many existing systems would fully comply with the SHEMS criteria. However,
several manufacturers have confirmed to the Statewide team that they are working to develop
ENERGY STAR certified systems, or components that will be included in systems certified by
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other manufacturers. For this reason, we have developed proposed code language that
leverages ENERGY STAR SHEMS eligibility criteria to the extent possible, while avoiding a
requirement for ENERGY STAR certification, which would be inappropriate in Title 24.

Most of the early adopters of HEMS are technologically savvy and have middle class incomes
(Saul-Rinaldi and Bunnen 2018). One of the most significant barriers to deployment of HEMS is
the level of technical sophistication required to select, install, and program compatible devices
into a single integrated system. While strides are being made in user-friendliness, technical
capabilities continue to grow, resulting in greater complexity. Several additional market barriers
are summarized below (NEEP 2019):

x High product costs

X Unproven and unpredictable savings

x Data security/privacy

x Flat utility rates

x Proliferation of HEMS products with unknown and unregulated performance

X Unclear value proposition for all stakeholders (homeowners, builders, installers)
X Lack of interoperability among control systems and devices

Industry initiatives such as Project Connected Home over IP are bringing together leaders in
smart home technology to enhance communication among smart technologies used in the
home, and to strengthen the security of information shared on the internet. Project Connected
Home over IP includes Google, Amazon, Apple, and other key players in the HEMS market, and
offers the potential for greater standardization, increased homeowner confidence, and more
predictable and reliable energy savings potential.

Audio visual equipment (AVE) installers would be responsible for documenting that the HEMS is
listed as an approved product on the Energy Commission website, completing the CF2R
compliance document, verifying that the HEMS communicates with connected devices and the
utility, and submitting this information to the HERS rater. AVE installers also have an essential
role in commissioning the HEMS to make sure it functions correctly, so homeowners receive the
expected benefits of the system. Several contractors, including the AVE installer, HVAC
installer, and electrician may need to coordinate the initial setup of HEMS components that
include smart thermostats, occupancy sensors, lighting, appliances, and other devices. The
AVE installer may also be responsible for explaining to homebuyers how to operate the HEMS
functions in their new home, which is a key to achieving consistent energy savings. Approaches
such as pay-for-performance may be another way for AVE installers to offer services to
homebuyers skeptical about savings, for example using M&V 2.0 (Saul-Rinaldi and Bunnen
2018). Further information about market actors can be found in Appendix E.

THFKQLFDO )HDMURHOW WY D IDAE RAUWHQW 3UDFWLFHV
Technical Feasibility

Home energy management has proven to be technically feasible given the large number of
products on the market with an ever-growing range of capabilities. However, one factor limiting
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the recognition of HEMS as an energy efficiency measure in codes and incentive programs is
how difficult it is to quantify energy and peak demand benefits based on the current state of
scientific knowledge and on the wide diversity of functions and capabilities available. The
following practical challenges must be addressed before specific energy efficiency and/or
demand flexibility credits can be justified in Title 24, Part 6:

1. There are literally hundreds of HEMS devices available on the market, with various types
of control logic, and they can be packaged in thousands of combinations. Many of these
devices will be purchased and installed by homeowners after they move in, affecting
energy savings for the HEMS in potentially unexpected ways.

2. A HEMS will generally consume standby energy as it tracks and reports on energy use
and may include security or convenience features that increase energy use for some
devices and could nullify overall HEMS savings. These negative effects must be factored
into any net savings calculations, but there is very little reliable data currently available.

3. Occupant behavior has a very large effect on TDV savings, not simply based on how
occupants interact with the HEMS (programming, disabling), but how often they would
have leftdevicHV RQ ZKHQ WKH\ ZHUHQYW EHLQJ XVHG DQG KRZ RIW
devices during peak demand periods, without using a HEMS. This behavior is not only
impossible to predict for a specific set of occupants, it is extremely difficult to determine
for average or representative occupants without large-scale studies of behavioral
patterns that may cross the line on privacy. It may also change over time, as new
energy-consuming devices become available and occupant behaviors change.

4. Reliable and secure communications and messaging protocols between smart homes
hubs/central controllers, smart devices, and the grid must be established to ensure that
the potential energy savings and demand reduction are realized in practice, On-site
electricity generation and usage patterns should be factored into the control logic for the
HEMS to enhance grid resilience. ZigBee SEP 1.x exists in most AMI meters in
California, but there are limitations to its effectiveness as smart technologies continue to
advance in their capabilities, and improved protocols will be needed.

5. Field studies of energy savings must include a very large number of houses to provide
enough data for statistically significant conclusions, because of the wide range of HEMS
products, connected devices, and occupant behavior. This would be extremely
expensive, and the results would likely be meaningless when the next generation of
HEMS technology arrives on the market. As a result, there are only a few reliable field
studies, and they tend to be highly focused on a particular HEMS component or
capability.

6. Building simulation tools do not include algorithms that can accurately estimate realistic
time-dependent impacts of HEMS, primarily because of the unknown inputs described
above.

Through discussions with stakeholders, four long term strategies seem viable for estimating
energy savings for HEMS with some degree of accuracy, but further study may be needed to
determine which approach will provide the best results:
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1. Field Studies: The most convincing evidence of energy savings would be objective third-
party testing of a large number of HEMS in a random sample of homes with different
baseline use profiles of energy-consuming devices. The range of HEMS capabilities,
control logic, and product combinations should be limited to just a few in order to keep
sample sizes manageable. This would likely require the entity funding the field study to
pay for the systems. An effort should be made to focus on the most impactful capabilities
of HEMS (load disaggregation, smart outlets, smart appliances) and to use products that
are proven in the market, which will limit the risk of test results becoming obsolete before
they are published. The negatives of this approach include very high cost for the field
study, and the limited range of features that can be evaluated.

2. Lab Studies: A more controlled and lower cost approach would be to test a variety of
HEMS systems in combination with a representative set of actual or simulated plug
loads, appliances, and lights in a laboratory environment. This approach allows greater
flexibility, including the ability to test new HEMS designs in the future. It also allows
straightforward comparisons across systems, and the ability to try what-if scenarios
without the need to address human subjects issues. The largest negative of this
approach is the reliance on simulated human behavior and decision-making processes
that are largely unknown in reality.

3. Analytical Modeling: This approach would focus on simulating the functionality and
control logic of various HEMS designs through modeling, instead of using actual
systems and connected devices. In theory, this would provide a completely flexible and
low cost method for predicting the energy savings of any theoretical combination of
HEMS capabilities and connected devices, combined with any number of behavioral
patterns. The negatives for this approach are the largely speculative inputs for occupant
behavior (similar to Approach #2), and the likely challenge of obtaining proprietary
control logic for many HEMS products.

4. Statistical Modeling: An alternative modeling approach would use statistical analysis to
disaggregate the impacts of HEMS characteristics that could potentially be collected
through incentive programs such as the California Advanced Homes Program (CAHP)
Master Builder or labeling programs like ENERGY STAR. This approach avoids making
assumptions about the decision-making processes of occupants and focuses on the
end-results in real homes. The negatives include the potentially very high uncertainty
when analyzing data with numerous uncontrolled variables, as well as the need to
establish an incentive program that tracks enough information about the installed HEMS
WR DOORZ DFFXUDWH UHJUHVVLRQ DQDO\VLV RI HQHUJ\ VDYLC
comparison.

Persistence of energy savings is an additional uncertainty when considering the impact of
HEMS on grid integration. There is clear potential for homeowners to begin disabling or
overriding the energy management functions if they result in inconvenience or discomfort. They
may also replace components or the whole system as new technologies appear on the market.
Even if homeowners are happy with the performance of a system, its useful life is unlikely to
exceed five to ten years due to technology obsolescence.
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A survey conducted by Evergreen Economics planned for early 2020 will shed some light on
how prone homeowners will be to override demand response signals. Results from the survey
will be included in the Final CASE Report.

Market Availabil ity

Home automation technologies have become much more commonplace in recent years,
providing services ranging from energy management (i.e. HEMS) to home security,
entertainment, and convenience. Voice recognition technology has made interacting with such
systems accessible and fun for homeowners at all levels of technical sophistication. ENERGY
STAR has established certification criteria for SHEMS, which will likely lead to new fully
packaged systems that increase homeowner confidence in performance, leading to greater
demand for HEMS in the marketplace. There is no reason to expect the trend toward smarter
homes with increasing levels of service to abate in the coming years, and it is therefore
important for energy codes to begin grappling with the impacts of home automation on energy
use. A successful approach will lead to greater deployment of home automation systems with
HEMS capabilities that provide positive impacts on grid resilience through effective energy
management.

Northeast Energy Efficiency Partnerships (NEEP) emphasizes the importance of certain
essential attributes for an ideal Smart Home application (NEEP 2019):

X Highly efficient building envelope and mechanical equipment
x Presence of distributed energy resources (DERS), including PV, batteries, and EVs
x Electric space heating and water heating

X Integrated non-energy home automation components, such as home security and indoor
air quality monitoring

x Two-way communication between the home and the utility or HEMS provider

There are several additional opportunities that could lead to HEMS with greater energy savings
potential being deployed more effectively in the marketplace:

X Inherent data monitoring capabilities could assist with documenting energy savings for
HEMS across a broad range of occupants and connected device combinations, although
the data streams can be very large and cumbersome to process

x Expanded rebate programs for HEMS
X Greater use of TOU rates

X More advanced machine learning algorithms that can customize control logic to
maximize savings based on the specific occupants and connected devices

x Bundling of compatible components
X Automatic detection, identification, and setup of devices when they are first connected

X Integration with fault detection capability, such as detecting an inefficient air conditioner
or refrigerator
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x Protection of data privacy. Many people believe their activities are being tracked and
reported by home automation systems, and possibly sold to marketing firms.

Current Practices

Most HEMS products are currently purchased by homeowners and installed as retrofits. The
new construction market offers opportunities for less expensive integrated systems that are fully
compatible and hard-wired. However, the risk of technology obsolescence may discourage
builders from installing a complete HEMS in new homes, unless the system is designed in a
manner that can be readily upgraded as smart home technologies evolve. Certain HEMS
components such as smart thermostats, smart outlets, and smart appliances are more likely to
be provided in a new home than other devices, such as advanced power strips and smart TVs.

The requirements for AEETSs rely to a great extent on those of the ENERGY STAR Program for

Connected Thermostat Products. These requiremHQWY UHVXOWHG IURP (3$TV H[WHQV
negotiations with industry and other stakeholders. The California investor owned utilities (IOUs)

participated in ENERGY STAR negotiations for these products and provided extensive

comments on draft requirements for the program, many of which were addressed in the final

specifications. Some of their outstanding issues are addressed in the proposed measure.

The eligibility criteria forthe SURSRVHG PHDVXUH UHFRJQL]H (3%$YV DSSURDFK \
embodied in the document 3.0HWKRG WR '"HPRQVWUDWH )LHOG 6DYLQJV 9HUVI
(EPA2016) DQG UHOHYDQW VHFWLRQV RI 3(1(5*< 67%$5C@uuRtéd DP 5HTXLU
7KHUPRVWD W (BRARGLX)FWith/some significant additions:

x Baseline . ENERGY STAR metrics compare Smart Thermostat performance to a
baseline of a constant-setpoint operation, while Title 24, Part 6 already requires setback
thermostats and assumes a setback schedule. If Title 24, Part 6 gave full ENERGY
STAR credit above and beyond CBECC-RES modeled performance, it would be double
counting savings. It is not recommended, therefore, that ENERGY STAR savings be
adopted by Title 24, Part 6.

However, it is proposed that AEETSs that meet the requirments of ENERGY STAR
certification (and meet several additional requirements) earn some credit under 2022
Title 24, Part 6: it is proposed that they be treated on an equal footing with DRTs
(formerly known as OCSTSs) as an exception to the solar zone area requirements, and as
an option when performing winter HVAC refrigerant charge verification.

x Climate Zones. ENERGY STAR requires analyzing average reductions in heating and
cooling runtimes realized in a large sample of homes in each of five climate zones
spanning the U.S. It reports and bases its rating on a nationally weighted average of
these climate-specific reductions.

The proposed measure requires manufacturers to provide their field-savings reports to
the Energy Commission for each climate zone. The proposed measure provides credit
for certified thermostats as long as they meet the ENERGY STAR limits of at least an 8
percent reduction in heating runtime and 10 percent reduction in cooling runtime 2 in the
relevant ENERGY STAR climate zone. It is therefore possible that a thermostat that was
rated by ENERGY STAR because it realized runtime savings averaged across all
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climate zones would not be allowed to get credit in Title 24, Part 6 if it does not realize
adequate runtime savings in the climate where it will be installed.

x Standby Losses. EPA allows certification even of AEETSs that have high standby energy
usage (as high as 3.0 W). The proposed measure adopts current ENERGY STAR
requirements but sets a 1 W limit for standby power consumption for products qualifying
for a credit in the 2022 Title 24, Part 6 standards. Since this metric is already provided to
EPA, this should be a simple criteria to judge.

ODUNHW ,PSDEVRQRBIGF $VVHVVPHQWYV

3.4.3.1 Impact on Builders

Builders of residential and commercial structures are directly impacted by many of the proposed
measures for the 2022 code cycle. It is within the normal practices of these businesses to adjust
their building practices to changes in building codes. When necessary, builders engage in
continuing education and training in order to remain compliant with changes to design practices
and building codes.

&DOLIRUQLDYYV FRQVWUXFWLRQ LQGXVWU ssegtablRiPremdd avitHG R1 DER XV
860,000 employees (see Table 25).1¢ In 2018, total payroll was $80 billion. Nearly 60,000 of

these business establishments and 420,000 employees are engaged in the residential building

sector. The remainder of establishments and employees work in commercial, industrial, utilities,

infrastructure, and other heavy construction (industrial sector).

Table 25: California Construction Industry, Establishments, Employment, and Payroll

Construc tion Sectors Establish Employ Annual Payroll

ments ment %)
Residential 59,287 420,216 $23.3
Residential Building Construction Contractors 22,676 115,777 $7.4
Foundation, Structure, & Building Exterior 6,623 75,220 $3.6
Building Equipment Contractors 14,444 105,441 $6.0
Building Finishing Contractors 15,544 123,778 $6.2
Commercial 17,273 343,513 $27.8
Commercial Building Construction 4,508 75,558 $6.9
Foundation, Structure, & Building Exterior 2,153 53,531 $3.7
Building Equipment Contractors 6,015 128,812 $10.9
Building Finishing Contractors 4 597 85,612 $6.2
Industrial, Utilities, Infrastructure, & Other 4,103 96,550 $9.2
Industrial Building Construction 299 5,864 $0.5
Utility System Construction 1,643 47,619 $4.3

16 Average total monthly employment in California in 2018 was 18.6 million; the construction industry
represented 4.5 percent of 2018 employment.
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Construc tion Sectors Establish Employ Annual Payroll

ments ment %)
Land Subdivision 952 7,584 $0.9
Highway, Street, and Bridge Construction 770 25,477 $2.4
Other Heavy Construction 439 10,006 $1.0

Source: (State of California, Employment Development Department n.d.)

The proposed change to the HEMS submeasure would likely affect residential builders but
would not impact firms that focus on construction and retrofit of industrial buildings, utility
systems, public infrastructure, or other heavy construction. The effects on the residential and
commercial building industry would not be felt by all firms and workers, but rather would be
concentrated in specific industry subsectors. Table 26 shows the residential building subsectors
the Statewide CASE Team expects to be impacted by the changes proposed in this report.
Sectors that are involved with the installation of HEMS, smart thermostats, and other smart
devices would need to account for updated code requirements. These sectors include electrical
contractors and HVAC installers, in addition to builders and general contractors.

Table 26: Size of the California Residential Building Industry by Subsector

Residential Building Subsector Establish = Employm = Annual Payroll

ments ent 6))
New single family general contractors 10,968 55,592 @ $3,684,569,780
New multifamily general contractors 406 5,333 $490,673,677
New housing for-sale builders 180 2,719 $279,587,102
Residential Electrical Contractors 6,095 37,933 $2,175,638,943
Residential plumbing and HVAC contractors 8,086 66,177 $3,778,328,951
Other Residential Equipment Contractors 263 1,331 $71,792,746

Source: (State of California, Employment Development Department n.d.)

3.4.3.2 Impact on Building Designers and Energy Consultants

Adjusting design practices to comply with changing building codes practices is within the normal
practices of building designers. Building codes (including the California Energy Code) are
typically updated on a three-year revision cycle and building designers and energy consultants
engage in continuing education and training in order to remain compliant with changes to design
practices and building codes.

Businesses that focus on residential, commercial, institutional, and industrial building design are
contained within the Architectural Services sector (North American Industry Classification
System 541310). Table 27 shows the number of establishments, employment, and total annual
payroll for Building Architectural Services. The code change proposals the Statewide CASE
Team is proposing for the 2022 code cycle would potentially impact all firms within the
Architectural Services sector. The Statewide CASE Team anticipates the impacts for the HEMS
submeasure to affect firms that focus on single family construction.
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There is not a North American Industry Classification System (NAICS)'’ code specific for energy
consultants. Instead, businesses that focus on consulting related to building energy efficiency
are contained in the Building Inspection Services sector (NAICS 541350), which is comprised of
firms primarily engaged in the physical inspection of residential and nonresidential buildings.® It
is not possible to determine which business establishments within the Building Inspection
Services sector are focused on energy efficiency consulting. The information shown in Table 27
provides an upper bound indication of the size of this sector in California.

Table 27: California Building Designer and Energy Consult ant Sectors

Annual

Sector Establishments Employment Payroll
(millions $)
Architectural Services 2 3,704 29,611 $2,906.7
Building Inspection Services ° 824 3,145 $223.9

Source: (State of California, Employment Development Department n.d.)

a. Architectural Services (NAICS 541310) comprises private-sector establishments primarily engaged
in planning and designing residential, institutional, leisure, commercial, and industrial buildings and
structures;

b. Building Inspection Services (NAICS 541350) comprises private-sector establishments primarily
engaged in providing building (residential & nonresidential) inspection services encompassing all
aspects of the building structure and component systems, including energy efficiency inspection
services.

3.4.3.3 Impact on Occupational Safety and Health

The proposed code change does not alter any existing federal, state, or local regulations
pertaining to safety and health, including rules enforced by the California Division of
Occupational Safety and Health (Cal/OSHA). All existing health and safety rules would remain
in place. Complying with the proposed code change is not anticipated to have adverse impacts
on the safety or health of occupants or those involved with the construction, commissioning, and
maintenance of the building.

3.4.3.4 Impact on Building Owners and Occupants

17 NAICS is the standard used by federal statistical agencies in classifying business establishments for
the purpose of collecting, analyzing, and publishing statistical data related to the U.S. business economy.
NAICS was development jointly by the U.S. Economic Classification Policy Committee (ECPC), Statistics
Canada, and Mexico's Instituto Nacional de Estadistica y Geografia, to allow for a high level of
comparability in business statistics among the North American countries. NAICS replaced the Standard
Industrial Classification (SIC) system in 1997.

18 Establishments in this sector include businesses primarily engagedin HYDOXDWLQJ D EXLOGLQJYTV V
and component systems and includes energy efficiency inspection services and home inspection

services. This sector does not include establishments primarily engaged in providing inspections for

pests, hazardous wastes or other environmental contaminates, nor does it include state and local

government entities that focus on building or energy code compliance/enforcement of building codes and

regulations.
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According to data from the U.S. Census, American Community Survey (ACS), there were nearly
14.3 million housing units in California in 2018 and nearly 13.1 million were occupied (see
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Table 28). Most housing units (nearly 9.2 million were single-family homes (either detached or
attached), while about 2 million homes were in building containing two to nine units and 2.5

million were in multi-family building containing 10 or more units. The U.S. Census reported that
59,200 single-family and 50,700 multi-family homes were constructed in 2019.
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Table 28: California Housing Characteristics

Housing Measure

Total housing units
Occupied housing units
Vacant housing units

Homeowner vacancy rate

Rental vacancy rate

Units in Structure

1-unit, detached

1-unit, attached

2 units

3 or 4 units

5 to 9 units

10 to 19 units

20 or more units

Mobile home, RV, etc.

Estimate
14,277,867
13,072,122

1,205,745
1.2%
4.0%

Estimate

8,177,141

1,014,941

358,619
783,963
874,649
742,139
1,787,812
538,603

Source: (2018 American Community Survey n.d.)

Table 29 shows the distribution of California homes by vintage. About 15 percent of California
homes were built in 2000 or later and another 11 percent built between 1990 and 1999. The
PDMRULW\ RI &DOLIRUQLDTV H[LVWLQJ 5B pevckr® df tievoral iNere
built between 1950 and 1989, a period of rapid population and economic growth in California.
Finally, about 2.1 million homes in California were built before 1950. According to Kenney et al,

PRUH WKDQ KDOI RI &DOLIRUQLDYV H[LVWLQJ PXOMItEIDPLO\ EXI
were constructed before 1978 when there no building energy efficiency standards (Kenney,

2019 California Energy Efficiency Action Plan 2019).
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Table 29: Distribution of California Housing by Vintage
Home Vintage Units Percent Cumulati ve Percent
Built 2014 or later 343,448 2.4% 2.4%
Built 2010 to 2013 248,659 1.7% 4.1%
Built 2000 to 2009 1,553,769 10.9% 15.0%
Built 1990 to 1999 1,561,579 10.9% 26.0%
Built 1980 to 1989 2,118,545 14.8% 40.8%
Built 1970 to 1979 2,512,178 17.6% 58.4%
Built 1960 to 1969 1,925,945 13.5% 71.9%
Built 1950 to 1959 1,896,629 13.3% 85.2%
Built 1940 to 1949 817,270 5.7% 90.9%
Built 1939 or earlier 1,299,845 9.1% 100.0%
Total housing units 14,277,867 100%

Source: (2018 American Community Survey n.d.)

Table 30 shows the distribution of owner- and renter-occupied housing by household income.
Overall, about 55 percent of California housing is owner-occupied and the rate of owner-
occupancy generally increases with household income. The owner-occupancy rate for
households with income below $50,000 is only 37 percent, whereas the owner occupancy rate
is 72 percent for households earning $100,000 or more.

Table 30: Owner - and Rent er-Occupied Housing Units in California by Income

Household Income Total Owner Occupied Renter Occupied

Less than $5,000 391,235 129,078 262,157
$5,000 to $9,999 279,442 86,334 193,108
$10,000 to $14,999 515,804 143,001 372,803
$15,000 to $19,999 456,076 156,790 299,286
$20,000 to $24,999 520,133 187,578 332,555
$25,000 to $34,999 943,783 370,939 572,844
$35,000 to $49,999 1,362,459 590,325 772,134
$50,000 to $74,999 2,044,663 1,018,107 1,026,556
$75,000 to $99,999 1,601,641 922,609 679,032
$100,000 to $149,999 2,176,125 1,429,227 746,898
$150,000 or more 2,780,761 2,131,676 649,085
Total Housing Units 13,072,122 7,165,664 5,906,458
Median household income $75,277 $99,245 $52,348

Source: (2018 American Community Survey n.d.)

Understanding the distribution of California residents by home type, home vintage, and
household income is critical for developing meaningful estimates of the economic impacts
associated with proposed code changes affecting residents. Many proposed code changes
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specifically target single-family or multi-family residences and so the counts of housing units by
building type shown in
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Table 28 provides the information necessary to quantify the magnitude of potential impacts.
Likewise, impacts may differ for owners and renters, by home vintage, and by household
income, information provided in Table 29 and Table 30.

3.4.3.5 Impact on Building Co mponent Retailers (Includi ng Manufacturers and
Distributors )

The Statewide CASE Team anticipates the proposed change would have no material impact on

California component retailers other than a small increase in the demand for smart home

technologies.

3.4.3.6 Impact on Building Inspectors

Table 31 shows employment and payroll information for state and local government agencies in
which many inspectors of residential and commercial buildings are employed. Building
inspectors participate in continuing training to stay current on all aspects of building regulations,
including energy efficiency. The Statewide CASE Team, therefore, anticipates the proposed
change would have no impact on employment of building inspectors or the scope of their role
conducting energy efficiency inspections.

Table 31: Employment in California State and Government Agencies with Building
Inspectors

Gow  Esabishm | Employn - AnnualPayrel

Administration of Housing State 17 283 $29.0
Programs® Local 36 2,882 $205.7
Urban and Rural State 35 552 $48.2
Development Admin® Local 52 2.446 $186.6

Source: (State of California, Employment Development Department n.d.)

a. Administration of Housing Programs (NAICS 925110) comprises government establishments
primarily engaged in the administration and planning of housing programs, including building codes
and standards, housing authorities, and housing programs, planning, and development.

b. Urban and Rural Development Administration (NAICS 925120) comprises government
establishments primarily engaged in the administration and planning of the development of urban
and rural areas. Included in this industry are government zoning boards and commissions.

3.4.3.7 Impact on Statewide Employment

As described in Sections 3.4.3.1 through 3.4.3.6, the Statewide CASE Team does not anticipate
significant employment or financial impacts to any particular sector of the California economy.
This is not to say that the proposed change would not have modest impacts on employment in
California. In Section 3.4.4, the Statewide CASE Team estimated how the proposed change in
HEMS requirements would affect statewide employment and economic output directly and
indirectly through its impact on builders, designers and energy consultants, and building
inspectors. In addition, we estimate how energy savings associated with the proposed change
in the HEMS submeasure would lead to modest ongoing financial savings for California
residents, which would then be available for other economic activities.

(FRQRPLF ,PSDFWYV
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This code change proposal is for a compliance option and as a result Economic Impacts are not
presented.
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(QHUJ\ 6DYLQJV

The code change proposal would not modify the stringency of the existing California Energy
Code, so there would be no savings realized on a per-unit basis. Section 4 of the Draft CASE
Reports, which typically presents the methodology, assumptions, and results of the per-unit
energy impacts, has been truncated for this measure. Although this measure does not result in
electricity or gas savings, the measure would promote technologies that can lead to cost-
effective code improvements in the future, and can have a very large statewide impact on grid
resilience and greenhouse gas emissions.

The following sections provide limited analysis of energy savings potential for the four
technology areas addressed in this Draft CASE Report. The primary purpose of the analysis
was to demonstrate that the potential impact of the technology justifies consideration as a
compliance option, establish minimum levels of system capabilities commensurate with the
credit being provided, and evaluate control strategies that should be included in modeling
software or as programming defaults.

$V Rl WKH 'UDIW &%$6( 5SHSRUWYTV GDWH RI SXEOLFDWLRQ WKH (QHL
final 2022 TDV factors that are used to evaluate TDV energy savings and cost effectiveness.
The energy and cost analysis presented in this report used the TDV factors that were released
in the 2022 CBECC-Res research version that was released in December 2019. These TDV
factors were consistent with the TDV factors that the Energy Commission presented during their
public workshop on compliance metrics held October 17, 2019 (California Energy Commission
2019). The electricity TDV factors did not include the 15 percent retail adder and the natural gas
TDV factors did not include the impact of methane leakage on the building site, updates that the
Energy Commission presented during their workshop on March 27, 2020 (California Energy
Commission 2020a). Presentations from Bruce Wilcox and NORESCO during the March 27,
2020 workshop indicated that the 15 percent retail adder and methane leakage would result in
most energy efficiency measures having slightly higher TDV energy and energy cost savings
than using the TDV factors without these refinements. As a result, the TDV energy savings
presented in this report are lower than the values that would have been obtained using TDV
with the 15 percent retail adder and methane leakage, and the proposed code changes will be
more cost effective using the revised TDV. The Energy Commission notified the Statewide
CASE Team on April 21, 2020 that they were investigating further refinements to TDV factors
using 20-year global warming potential (GWP) values instead of the 100-year GWP values that
were used to derive the current TDV factors. It is anticipated that the 20-year GWP values may
increase the TDV factors slightly making proposed changes that improve energy efficiency more
cost effective. Energy savings presented in kWh and therms are not affected by TDV or demand
factors.

When the Energy Commission releases the final TDV factors, the Statewide CASE Team will
consider the need to re-evaluate energy savings and cost-effectiveness analyses using the final
TDV factors for the results that will be presented in the Final CASE Report. The HEMS and
Battery Storage System submeasures do not include detailed energy savings analysis using
TDV, and will be unaffected by changes in the final TDV factors. The other two submeasures
are likely to be affected to some extent.

The Energy Commission is developing a source energy metric (energy design rating or EDR 1)
for the 2022 code cycle. As of the date this Draft CASE Report was published, the source
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energy metric has not been finalized and the Energy Commission has not provided guidance on
analyses they would like to see regarding the impact of proposed code changes relative to the
source energy metric. Pending guidance from the Energy Commission, the Final CASE Reports
may include analyses on the source energy metric.

%DWWHU\ 6WRUDJH 6\VWHPV

.H\ 3/ VXPSWLRQV IRU (QHUJ\ 6DYLQJV $QDO\VLV
To assess the energy, demand and energy cost impacts, the Statewide CASE Team compared
current design practices to design practices that would comply with the proposed requirements.
There are existing Title 24, Part 6 standards that cover battery storage systems, so the existing
conditions assume a building minimally complies with the 2019 Title 24, Part 6 Standards. The
baseline battery parameters are assumed to match the minimum performance requirements in
the 2019 version of JA12. This includes an AC-AC RTE of 80 percent, 5 kwWh of storage
capacity, and 70 percent cycle retention over 10 years. The 5 kWh of storage capacity is
assumed to be the usable capacity of the battery, and a 15 percent de-rate factor is applied to
account for battery degradation across 10 years. The model includes a solar PV system, which
was sized to meet the minimum Title 24, Part 6 prescriptive requirements for PV sizing (i.e.
Standard Design PV).

The Energy Commission provided guidance on the type of prototype buildings that must be
modeled. The savings analysis was based on the two all-electric single family residential
building prototypes available in CBECC-Res. The 2,100ft? and 2,700 ft? prototype models were
each weighted at 50 percent. These weightings for the prototype models are aligned with the
values set for all Title 24, Part 6 single family measures.

However, none of the proposed code changes to the battery storage system submeasure are
expected to impact energy savings. As a result, energy savings are not presented. If future
proposals impact energy savings or usage, these impacts will be listed in this section of the
CASE Report.

(QHUJ\ 6DYLQJYVY OHWKRGRORIJ\

4.1.2.1 Energy Savings Methodology per Prototypical Building

The Energy Commission directed the Statewide CASE Team to model the energy impacts using
specific prototypical building models that represent typical building geometries and performance
for different types of buildings. The prototype buildings that the Statewide CASE Team used in
the analysis are presented in Table 32.

Table 32: Prototype Buildings Used for Energy, Demand, Cost, and Environmental
Impacts Analysis

Prototype Number of Floor Area -
. Description
Name Stories (square feet)
Prototype single story house with attached garage,

1 2,100 pitched roof, attic. 9-ft ceilings, 1 ft overhang,

2,100 front door, garage door.
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Prototype Number of Floor Area

Name Stories (square feet) Description
Prototype > 2700 2-story home with attached 2-car garage. 9-ft
2,700 ’ ceilings, 1-ft between floors, 1-ft overhang.

If code change proposals were expected to result in energy savings, the Statewide CASE Team
would estimate energy and demand impacts by simulating the proposed code change using the
2022 Research Version of the California Building Energy Code Compliance (CBECC) software
for residential buildings (CBECC-Res).

However, none of the proposed code changes to the battery storage system submeasure are
expected to impact energy savings. As a result, energy savings are not presented. If future
proposals impact energy savings or usage, these impacts will be listed in this section of the
CASE Report.

SHBQLW (QHUJ\ ,PSDFWV 5HVXOWYV
None of the proposed code changes to the battery storage system submeasure are expected to
impact energy savings. As a result, per-unit energy impacts results are not presented. If future
proposals impact energy savings or usage, these impacts will be listed in the CASE report.

+3:+ /RDG 6KLIWLQJ

.H\ $VVXPSWLRQV IRU (QHUJ\ 6DYLQJV $QDO\VLYV
As a compliance option, energy savings and demonstrated cost effectiveness are not required
elements of this CASE Report. The Statewide CASE Team is presenting some preliminary
results in this section to help inform stakeholders on potential impacts of an Advanced Load Up
measure. This is speculative at this time pending how the Energy Commission decides to
resolve the implementation of LSHPWHSs that will be implemented in 2020. However, the
analysis is based on the same HPWHSsim load shifting modeling algorithm that will be
implemented in CBECC-Res in 2020. For this draft CASE Report, preliminary LSHPWH results
are based on 2019 TDV since there is sufficient uncertainty in how the 2020 software
implementation will transpire, negating any benefit of requiring the additional precision
associated with using the 2022 TDV data.

(QHUJ\ 6DYLQJVY OHWKRGRORIJ\

4.2.2.1 Energy Savings Methodology per Prototypical Building

The Energy Commission directed the Statewide CASE Team to model the energy impacts using
specific prototypical building models that represent typical building geometries for different types
of buildings. Residential water heating loads in CBECC-Res are not primarily impacted by the
size and configuration of the building, but instead by the number of bedrooms, which serves as
a proxy for both hot water load magnitude and hot water distribution losses as defined in (Kruis
2017).

Energy, TDV, and homeowner annual utility costs are presented in this section by climate zone

for average impacts across all hotwaterloDG FDVHV IRU VWDQGDUG +3:+ RSHUDWLRK
Basic Load Up impacts, and Advanced Load Up impacts. For the Basic Load Up case, the water

KHDWHU FDQ EH VFKHGXOHEHWR XW8HH WARFRQGLWLRQV )LUVW
deadband in the tank allows the temperature to drift down over time. Second, small water uses
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result in pools of cooler water accumulating at the bottom of the tank that may not be heated

during normal operation. Both of these conditions can occur during the mid-day time window or

otherof- SHDN SHULRGV &RQVHTXHQWO\ WKHUH LV 3URRP™ LQ WKH W|
setpoint. In addition, tank recovery can often be delayed somewhat beyond normal operation.

Combined, these effects equal the amount of energy that can be shifted without imposing a

setpoint adjustment on the tank. Prior analysis suggests that this roughly equates to a 5°F

average tank temperature change.

For the Advanced Load Up case, the water heater setpoint can be elevated above the user
setpoint, allowing for additional increased stored energy. The same operational strategy, of
when to turn on or off the HPWH, can be used as in the Basic Load Up case. Previous work
suggests an optimum temperature increase is to 135°F which allows for added energy storage
but does not suffer from an undue loss in heat pump efficiency.

To simplify presentation of these initial results, California-specific data from the U.S. Census
Bureau (U.S. Census Bureau 2020) were used to weight the various hot water load levels
(based on number of bedrooms) to arrive at single average impacts for each climate zone. All
runs are completed for a HPWH representative of efficiency levels for products currently
available on the market. The HPWHs are modeled in garage locations to reflect the preferred
installation location of most water heaters in California.

SHBQLW (QHUJ\ ,PSDFWV 5HVXOWYV
Figure 3 plots the bedroom and climate zone weighted annual average daily demand profile for
the Base Case (non-LSHPWH) and the Advanced Load Up scenario. The plotted demand
profile is superimposed on the assumed TOU rate (shown in yellow shading). Although
averaged for all seasons and climate zones, the plot demonstrates the enhanced ability to build
load mid-day and shed load during the peak period.

Figure 3: Statewide annual average LSHPWH load profile and assumed TOU rate
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Annual energy savings, annual TDV impacts (2019 TDV reported at this time), and estimate
operating costs under the hypothetical TOU electric rate!® are shown in Table 33,

19 The assumed TOU rate has weekend/weekday differentiation with an ~ 3 to 1 ratio of peak summer 5-9
PM rates relative to the minimum off-peak rates.
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Table 34, and Table 35, respectively.

Averaged across all climate zones, Table 33 shows average Basic Load Up annual energy
consumption is 1.3 percent higher than standard HPWH operation (range of 1.0-2.9 percent)
and Advanced Load Up usage is 2.5 percent higher than standard (range of 1.9-5.5 percent).

Similarly for 2019 TDV,
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Table 34 shows average Basic Load Up TDV water heating is 2.6 percent lower than standard
HPWH operation (range of 0.3-4,1 percent) and Advanced Load Up TDV is 5.6 percent lower
(range of 0.7 percent-11.7 percent).

Finally, homeowner HPWH operating costs are shown in Table 35 under the hypothetical TOU
rate (see Figure 3 for an annual average representation of the rate). Table 35 shows average
Basic Load Up annual water heating costs are 8.0 percent lower than standard HPWH operation
(range of 6.0-8.7 percent) and Advanced Load Up costs are 19.1 percent lower (range of 13.6
percent-21.0 percent).

Table 33: First -Year Energy Impacts Per LSHPWH

. Basic Load U Advanced Load U
Climate Base HPWH Usage | qppyyy Usagpe LSHPWH uSage
Zone (kWhiyr) (KWhiyr) (KWhiyr)
1 1,290 1,305 1,319
2 1,069 1,082 1,094
3 1,053 1,065 1,077
4 979 991 1,002
5 1,087 1,097 1,107
6 863 874 884
7 827 839 851
8 803 813 823
9 814 824 833
10 817 828 837
11 941 956 969
12 985 997 1,008
13 879 893 907
14 992 1,007 1,020
15 550 566 580
16 1,830 1,848 1,864
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Table 34: Annual 2019 TDV Estimated Impacts Per LSHPWH

Climate Base HPWH TDV Basic Load Up Advanced Load Up

Zone (TDV KBtu/y) LSHPWH Usage LSHPWH Usage
(TDV kBtulyr) (TDV kBtulyr)

1 35,256 34,252 33,127
2 27,908 27,131 26,259
3 29,032 27,867 26,494
4 25,628 24,827 23,912
5 29,273 28,064 26,635
6 21,728 21,063 20,307
7 21,271 20,671 19,998
8 19,691 19,299 18,872
9 19,514 19,143 18,728
10 19,575 19,116 18,602
11 23,851 23,451 23,015
12 25,232 24,553 23,792
13 23,031 22,408 21,689
14 23,659 23,477 23,288
15 13,246 13,202 13,153
16 57,078 54,085 50,377

Table 35: Annual Estimated Operating Cost Impacts Per LSHPWH

Climate Base HPWH DHW Basic Load Up Advanced Load Up

Zone Costs LSHPWH DHW LSHPWH DHW Costs
($lyr) Costs (3/yr) ($lyr)

1 $238 $224 $206

2 $197 $183 $164

3 $197 $182 $161
4 $181 $167 $148
5 $203 $188 $166

6 $161 $148 $129

7 $156 $143 $124
8 $150 $137 $118
9 $151 $138 $119
10 $151 $138 $120
11 $171 $159 $143
12 $180 $167 $149
13 $160 $148 $133
14 $179 $167 $152
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Climate Base HPWH DHW Basic Load Up Advanced Load Up

e Costs LSHPWH DHW LSHPWH DHW Costs
($1yr) Costs ($/yr) ($lyr)

15 $100 $92 $81
16 $340 $319 $292

In summary, energy use is projected to be marginally higher with the load up strategies, but
TDV savings and operating cost savings are realized due to the load-shifting operation. As
future California residential TOU rates will likely better align with the continuing trends in
&DOLIRUQLDYV JHQHUDW dryQerewible overkgeRdrdtldth, PQUGoperating cost
savings associated with LSHPWHs should be expected to increase.

+9%$& /RDG 6KLIWLQJ

.H\ $VVXPSWLRQV IRU (QHUJ\ 6DYLQJV $QDO\VLYV
A range of potential alternative scenarios were analyzed using CBECC-Res, including varying
the pre-cooling schedule (10 AM - 4 PM and 12-4 PM), the pre-cooling temperature setpoint
(72°F and 75°F), and the amount of thermal mass (changing the percent of exposed slab from
20 percent to 100 percent 2 this is the primary means of modifying thermal mass in CBECC-
Res). Criteria were set for allowable values for TDV savings and energy penalties in order to be
considered a viable measure: total TDV savings must be positive and total whole building
energy consumption must increase by no more than 5 percent. The results of the parametric
analysis are shown in Appendix G for different combinations of thermal mass, pre-cooling
temperature, and pre-cooling schedule. The findings from this parametric analysis were used to
identify the allowed parameters for the measure and the assumed values to use in the final
CBECC-Res model, described in Section 4.3.2.

X It was found that only in Climate Zones 9-15 were the criteria 2 positive Total TDV
savings and no more than 5 percent Total kWh penalty 2 met for all combinations of
thermal mass, pre-cooling schedule, and pre-cooling temperature. These are the only
climate zones in which the proposed credit would be allowed.

x ,2W ZDV IRXQG WKDW WKH DPRXQWYV RI WKHUPDO PDVV LQ WKH
appreciably affect the savings. The estimated savings shown in Section 4.3.3 assumed
the default amount of 20 percent exposed slab.

X Longer pre-cooling hours generated slightly higher TDV savings in Climate Zones 9-15.
The estimated savings shown in Section 4.3.3 assumed a shorter period of four hours of
pre-cooling in order to be conservative.

X Lower pre-cooling temperatures generated slightly lower TDV savings, and slightly
increased kWh (in some cases above the threshold of a 5 percent increase in Total kwWh
in Climate Zones 9-15). The estimated savings shown in Section 4.3.3 assumed a higher
pre-cooling temperature setpoint of 75°F in order to be conservative.

x The Derating Factor of 70 percent is not proposed to be changed in this code cycle, and
this factor would be used to reduce the TDV credit. The estimated savings shown in
Section 4.3.3 shows the credit as the total TDV savings reduced by 70 percent.

X With these assumptions, whole-building energy penalties ranged from 0 percent to 3
percent, but total TDV savings ranged from 2 percent to 20 percent.
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Derating Factor Anal ysis:

7KH 6 WDWHZLGH &%$6( 7THDP LV FXUUHQWO\ FRQGXFWLQJ D VXUYH\"
for discomfort or inconvenience of set point adjustments, to identify if there is value in

developing voluntary system requirements that may allow for additional credits, to assess

likelihood of disabling smart feature both permanently and temporarily, and to determine how to

reduce the likelihood of both.

Before questioning acceptability of pre-cooling, it was defined as follows:

3 3 Uadoling your home means using a thermostat to automatically cool your house a
little extra (say, below 72°F) from 2PM to 5PM, followed by having the AC off from 5PM
to 9PM (which could result in the home being extra warm, say over 82°F

Survey respondents were asked how often over the summer they would be willing to pre-cool,
depending on the savings it would provide each day that they pre-cooled their home. They were
then asked how likely they would be to override the pre-cooling setting on a given day if they
already owned a PCT, for a number of different circumstances. They were also asked about
features that might be effective in convincing them not to override pre-cooling. The results of
this survey are forthcoming.

In addition, the Statewide CASE Team analyzed the impact of the measure on utility bills, since
homeowners cannot be expected to reliably utilize pre-cooling if it increases their bills
significantly. The hourly results of the analysis described above were utilized to estimate utility
bills using several different TOU rates, including current PG&E and SCE rates. The results of
this analysis are shown in Table 36 for the 2,100 and 2,700 single family prototypes (SF 2100
and SF 2700, respectively). In all climate zones analyzed, the savings (noted as SAV in the
Table) are either positive (reduced bills) or only slightly negative (slightly increased bills).
(Although bills are slightly increased in Climate Zone 12, the TDV savings shown in Section
4.3.3 are still positive, so it is a valid measure.) In all climate zones except 15, the impact is
probably minor, although in Climate Zone 15 the savings may be significant enough to strongly
motivate pre-cooling behavior.

Table 36: Annual Energy Bill Impacts of Pre -Cooling Using Time -of-Use Rates

SF 2100 SF 2700

CZ | RATE BASE | PROP SAV | SAV% | BASE | PROP SAV | SAV%

9 | SCE +TOU- $727 $709 $18 2% $862 $829 $33 4%
D1

10 | SCE *=TOU- $780 $746 $34 4% $921 $866 $55 6%
D1

11 | PG&E +TOU- | $1,094 | $1,045 $49 4% | $1,272 | $1,200 $72 6%
B

12 | PG&E *TOU- $997 | $1,012 -$15 -1% | $1,139 | $1,148 -$9 -1%
B

13 | PG&E *TOU- | $1,021 $963 $58 6% | $1,199 | $1,117 $82 7%
B

14 | SCE +#TOU- | $1,187 | $1,094 $93 8% | $1,414 | $1,282 $132 9%
D1
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15 | SCE =TOU-
D1

$1,037

$755

$282 27% | $1,263 | $915| $348 28%

(QHUJ\ 6DYLHQWKRGRORJ\

4.3.2.1 Energy Savin gs Methodology per Prototypical Building

The Energy Commission directed the Statewide CASE Team to model the energy impacts using
specific prototypical building models that represent typical building geometries for different types
of buildings. The prototype buildings that the Statewide CASE Team used in the analysis are

presented in
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Table 37.
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Table 37: Prototype Buildings Used
Impacts Analysis

for Energy, Demand, Cost, and Environmental

Prototype Number of Floor Area D o
Name Stories (square escription
feet)
single story house with attached garage, pitched
SF 2100 1 2,100 roof, attic. 9-ft ceilings, 1 ft overhang, front door,
garage door.
SE 2700 2 2700 2-story home with attached 2-car garage. 9-ft

ceilings, 1-ft between floors, 1-ft overhang.

The Statewide CASE Team estimated energy and demand impacts by simulating the proposed
code change using the 2022 Research Version of the California Building Energy Code
Compliance (CBECC) software for residential buildings (CBECC-Res).

CBECC-Res generates two models based on user inputs: the Standard Design and the
Proposed Design.?° The Standard Design represents the floor area and number of stories as the
proposed design, but with the prescriptive energy features that result in an energy budget that is
compliant with 2019 Title 24, Part 6 code requirements. Features used in the Standard Design
are described in the 2019 Residential ACM Reference Manual. To develop savings estimates
for the proposed code changes, the Statewide CASE Team created a Standard Design
compliant file for each prototype building. The Proposed Design was identical to the Standard
Design in all ways except for the revisions that represent the proposed changes to the code.
Table 38 presents precisely which parameters were modified and what values were used in the
Standard Design and Proposed Design.

Specifically, the proposed conditions assume different values for the Cooling Space
Temperature Setpoint. The Cooling space temperature setpoints used for the standard
construction, and for all hours that are not considered pre-cooling or non-cooling hours were
taken from Table 22 of the ACM Reference Manual Section 2.5.3.7.

Table 38: Modifications Made to Standard Design to Simulate Proposed Code Change, for
SF 2100 and SF 2700 Prototypes and all Climate Zones (hours with blue shading are
using Pre -Cooling, and hours with pi  nk shading are using No -Cooling).

Parameter Name: Standard Design Proposed Design
Cooling Setpoint Parameter Value Parameter Value
Temperature (°F) (°F)
12pm-lam 78 78
lam-2am 78 78
2am-3am 78 78

0 &% (&&SHV FUHDWHKLUGWHKRGHWIHUHQFH '"HVLJQ WKDW UHSUHVHQWYV D EX
3URSRVHG '"HVLIJQ EXW ZLWK FRQVWUXFWLRQ DQG HTXLSPHQW SDUDPHW

L QWHUQDWLRQDO (QHUJ\ &RQVHUYDWLRQ &ROBRA G(&&Q RAKHKGMDWHZLGH
5HIHUHQFH '"HVLJQ IRU HQHUJY LPSDFWV HYDOXDWLRQ
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3am-4am 78 78
4am-5am 78 78
5am-6am 78 78
6am-7am 78 78
7am-8am 83 83
8am-9am 83 83
9am-10am 83 83
10am-11am 83 83
1lam-12pm 83 83
12pm-1pm 83 75
1pm-2pm 82 75
2pm-3pm 81 75
3pm-4pm 80 75
4pm-5pm 79 83
5pm-6pm 78 83
6pm-7pm 78 83
7pm-8pm 78 83
8pm-9pm 78 83
9pm-10pm 78 78
10pm-11pm 78 78
11pm-12pm 78 78

Comparing the energy impacts of the Standard Design to the Proposed Design reveals the
impacts of the proposed code change relative to a building that is minimally compliant with the
2019 Title 24, Part 6 requirements.

CBECC-Res calculates whole-building energy consumption for every hour of the year measured
in kWh/yr and therms/yr. It then applies the 2022 TDV factors to calculate annual energy use in
kBtu/yr and annual peak electricity demand reductions measured in kW. CBECC- Res also
generates TDV energy cost savings values measured in 2023 present value dollars (2023 PV$)
and nominal dollars.

The energy impacts of the proposed code change vary by climate zone. The Statewide CASE
Team simulated the energy impacts in every climate zone and applied the climate-zone specific
TDV factors when calculating energy and energy cost impacts.

Per unit energy impacts for single family buildings are presented in savings per prototype
building. Savings are presented for both single family prototypes. As described in Section 6, the
Statewide CASE Team developed a weighted average savings of the two prototypes to
calculate statewide savings.

4.3.2.2 Statewide Energy Savings Methodology

The per-unit energy impacts were extrapolated to statewide impacts using the Statewide
Construction Forecasts provided by the Energy Commission (California Energy Commission
Building Standards Office n.d.). The Statewide Construction Forecasts estimate new
construction that will occur in 2023, the first year that the 2022 Title 24, Part 6 requirements are
in effect. It also estimates the size of the total existing building stock in 2023 that the Statewide
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CASE Team used to approximate savings from building alterations. The construction forecast
provides construction (new construction and existing building stock) by building type and climate
zone. The building types used in the construction forecast, Building Type ID, are not identical to
the prototypical building types available in CBECC-Res, so the Energy Commission provided
guidance on which prototypical buildings to use for each Building Type ID when calculating
statewide energy impacts. Table 39 presents the prototypical buildings and weighting factors
that the Energy Commission requested the Statewide CASE Team use for each Building Type
ID in the Statewide Construction Forecast.

Table 39: Residential Building Types and Associated Prototype Weighting
Building Type ID from

Statewide Construction Building Prototype for Wel_ghtlng Factors for _
Energy Modeling Statewide Imp acts Analysis
Forecast
_ ) SF2100 50%
Single Family
SF2700 50%

SHBQLW (QHUJ\ ,PSDFWV 5HVXOWYV
The final energy savings and peak demand reductions per unit are presented in Table 40 and
Table 41, for new construction. The per-unit energy savings figures do not account for naturally
occurring market adoption or compliance rates. The proposed design is projected to consume
more energy than the standards design, as expected. Per-unit energy penalties for the first year
are expected to range from 51 to 200 kWh/year, depending upon home size and climate zone.
Per-unit demand reductions are expected to range between 224 to 747 W, depending on home
size and climate zone. TDV savings range from 488 to 13,647 TDV kBtu/year, depending on
home size and climate zone.

Table 40: First-Year Energy Impacts Per Home +SF2100 Prototype Building

Climate Zone Electricity Peak  Natural Gas TDV Energy
Savings Electricity Demand Savings* Savings*
(kWh/year) Reductions*  (therms/year) (TDV kBtulyear)

(kw)
9 -154 0.333 N/A 1,831
10 -153 0.350 N/A 2,368
11 -70 0.454 N/A 6,844
12 -104 0.224 N/A 488
13 -70 0.538 N/A 10,407
14 -114 0.429 N/A 4,197
15 -95 0.616 N/A 13,138

(Note: * indicates metrics that are de-rated by 70 percent)

Table 41: First -Year Energy Impacts Per Home +SF2700 Prot otype Building
Peak

Electricity Electricity Demand Natural Gas TDV Energy

. 1 1 * 1 *
Climate Zone Savings Reductions* Savings Savings
(kwh/year) (therms/year) | (TDV kBtu/year)

(kw)
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9 -200 0.479 N/A 2,790

10 -196 0.489 N/A 3,339
11 -63 0.575 N/A 8,923
12 -125 0.379 N/A 2,525
13 -51 0.625 N/A 13,647
14 -117 0.550 N/A 6,607
15 -92 0.747 N/A 16,274

(Note: * indicates metrics that are de-rated by 70 percent)

+RPH (QHUJ\ ODQDJHPHQW

Energy savings for HEMS is highly dependent on factors such as occupant behavior, connected
loads, and control technology. As a result, field test and modeling studies documented in the
literature provide only a limited picture of energy savings for specific systems under specific
conditions (see Table 42). Additionally, many fieldstu GLHYVY GR QRW UHIOHFW 2QDWXUDO
meaning there may be self-selection bias and additional homeowner support that could lead to
overestimation of potential savings (Ford, et al. 2017). Another issue is that many studies do not
fully document the methodologies used to select participants, gather data, and calculate
savings, making it difficult to verify objectivity or repeat the study. However, these studies at
least illustrate the rough magnitude of potential HEMS savings, which capabilities have the
largest impacts, and where the greatest uncertainties lie.

In general, the greatest savings potential resides with HVAC controls through AEETs. However,
several studies indicate that whole-house electricity savings in the range of 5-15 percent can be
achieved through savings in the lighting, appliance, and end-use categories. Lighting is a
particular challenge, because LED lighting has become so efficient and prevalent over the past
few years that any savings tends to get lost in the noise of other electronic devices used in the
home. Appliances and plug loads appear to offer greater opportunities for large-scale grid
benefits.

Table 42: HEMS Energy and Peak Savings from Past Research and SME Interviews

Tvpe of Peak
yp Energy Savings Demand  Persistence Notes Source
HEMS :
Savings
1760-2150 KWh/yr SITa””tﬁiT‘OStat’
Complete (20-25%); 80 plug, Ighting, (Kemper
- - power strip, water
system therms/yr (15- 2019)
heater, and home
20%) .
energy monitor
11% total energy Need better
communication
use (15% may be : (Nadel and
Complete . . 10% rebound  protocols, savings
possible with - . Ungar
system : effect documentation,
improved h 2019)
technology) omeowner
education
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Type of
HEMS

HVAC,

lighting, plug
loads

HVAC,
lighting

In-home
display
Smart
appliances
and in-home
display
Smart
appliances
and in-home
display

Smart
thermostat

Programmab
le thermostat

Smart
thermostat
and
appliances,
HVAC
zoning

In-home
display

Smart
lighting

Circuit level
controls

Energy Savings

1241 kWhlyr (16%
total electricity); 52
therms/yr. 553
kWh/yr without
HVAC (~7% total
electricity)

43% actual
electricity savings,
25% modeled

0-18% total
electricity

12-20% total
electricity

3-6% total
electricity

-5% to +13%
heating; 10 to 25%
cooling

3% total energy

26% total energy

4-7% total energy

3-6% total
electricity

6.5% total
electricity

Peak

Demand
Savings

Up to
55%

Persistence

Diminishes
over time

Notes

Theoretical savings
based on
monitored
performance pre-
retrofit

Case study of
actual versus
theoretical savings
in one house

Based on multiple
field studies

Primarily based on
pilot technologies

Commercially
available
technologies

Does not include
remote control,
machine learning,
demand response

Meta-analysis of 42
studies

Fraction LED may
be much lower than
in 2020; 1-2%

additional electricity

use for controls

Smart power strips,
outlets

Source

(Piper, et al.
2017)

(Oh 2017)

(Ford, et al.
2017)

(Ford, et al.
2017)

(Ford, et al.
2017)

(Ford, et al.
2017)

(Ford, et al.
2017)

(Ford, et al.
2017)

(Karlin,
Ford, et al.
2015)

(Urban,
Roth and
Harbor
2016)

(Urban,
Roth and
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Type of

HEMS

Peak
Energy Savings Demand  Persistence Notes Source
Savings
Harbor
2016)

(Valmiki

Advanced 84% after 6-8  Limited to home and

power

0 ..
1% total electricity | 10 W weeks entertainment Corradini

2015)

strips

It is important to note that under some circumstances home automation systems can increase

energy

use even when they include energy management capabilities. There several possible

contributors to higher energy use, or reduced energy savings, in certain applications:

X

HEMS use some amount of electricity (typically a few watts) even in standby mode to
track occupant movements, evaluate connected device operation, activate controllers,
and report energy use on a display.

Many homeowners will activate lights and other devices while they are away for security
reasons, to deter intruders by making it appear that someone is home.

Using scheduling or remote control with a smartphone, return from setback may be
started earlier so the house is more comfortable when occupants wake up in the
morning or return home from work or vacation.

Occupants may use electronic devices more often because of the convenience, such as
asking Alexa to play music while they are working around the house.

Several elements of the ENERGY STAR SHEMS specification would be implemented in the
proposed code change to limit these potential barriers to achieving energy savings. However,
not all ENERGY STAR SHEMS eligibility criteria are appropriate for Title 24 implementation,
most notably the requirement for ENERGY STAR Smart Thermostats and Smart Lighting.

Instead

, the Title 24 requirements for AEETs and energy efficient lighting would apply. The

following minimum performance capabilities would be required for a HEMS to qualify for the
solar zone area exception under Title 24, Part 6:

X

X X X X X X X X

Occupancy sensors that result in direct savings for non-essential end uses when
nobody is home

User-established rules and schedules

Pattern recognition that can lead to automatic actions or recommendations to occupants
on how they may be able to save energy with no negative affect on comfort or
convenience

Energy monitoring and display in a user-friendly format

Maximum allowable standby power

Decision making based on TOU electricity pricing

Automatic device recognition

Alerts when sensors or other devices are not working correctly

Energy efficient default settings that must be actively overridden by occupants
Minimum number of connected devices

Demand response capability with temporary manual override
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Energy savings for DRTs and AEETSs are also highly dependent on occupant behavior and
control technology. There are many different algorithms and strategies implemented in AEETSs.
It would not be feasible or advisable to try to create requirements or credit for particular types of
features or functionality, since this is such an innovative and rapidly changing technology. Also,
the type of functionality provided by Smart Thermostats can only be assessed by measuring
performance in the field, since they are so occupant-responsive. ENERGY STAR recognizes
this and awards a rating only to thermostats that collect data from field installations and record a
sufficient percentage reduction in HVAC runtime due to the operation of the thermostat. It would
be inefficient to attempt to develop a California-specific set of requirements when a fairly
sophisticated specification is already available. It would also be burdensome to ask
manufacturers to do two similar 2 but different 2 data collection efforts. For these reasons, the
ENERGY STAR program requirements will be leveraged, but the Energy Commission would
certify products that comply with Title 24 requirements. The savings must meet the savings
criteria of the program requirements (with some additional requirements, as described in
Section 3.4.2. However, these savings estimates cannot be used to estimate energy savings for
several reasons.

X The baseline for the ENERGY STAR program savings estimates (a constant
temperature setpoint at all times) is not the same as the baseline for Title 24, Part 6 (a
temperature setback schedule).

x Itis likely thatsaviQJYV HVWLPDWHG LQ D PDQXIbdn\@aliforhidJ IV ILHOG VW X
manufacturer-selected or self-selected may not match the adoption profiles for Title 24,
Part 6, and may bias the savings estimates. This is particularly a concern since many
homeowners would not have personally selected installation of this measure and may
therefore not have bought into the strategies that are relied upon for savings.

Additional research over the next three years may provide the Energy Commission with greater
confidence in the energy savings that will be realized.
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&RVW ORMN (ITHFWLYHQHVYV

The code change proposal would not modify the stringency of the existing California Energy
Code, so the Energy Commission does not need a complete cost-effectiveness analysis to
approve the proposed change. Section 5 of the Draft CASE Reports typically presents a
detailed cost-effectiveness analysis. For this proposed change, the Statewide CASE Team is
presenting information on the cost implications in lieu of a full cost-effectiveness analysis.

%DWWHU\ 6WRUDJH 6\VWHPYV

(QHUJ\ &KW QJVY OHWKRGRORJ\
The code change proposal is for a compliance option and as a result a full-cost effectiveness
analysis is not presented.

(QHUJ\ &RVW 6DYLQJV 5HVXOWYV
The code change proposal is for a compliance option and as a result a full-cost effectiveness
analysis is not presented.

,QFUHPHQWDO )LUVW &RVW
The proposed code change is meant to align with developments in battery storage technologies
since the 2019 Title 24, Part 6 code was approved, along with expected improvements in
performance until the 2022 Title 24, Part 6 code is adopted. Therefore, the proposed code
change is not expected to impact the incremental first cost of battery storage systems.

,QFUHPHQWDO ODLQWHQDQFH DQG 5SHSODFHPHQW &RVWYV
The proposed code change is not expected to impact the incremental maintenance and
replacement costs of battery storage systems.

&RVW (IITHFWLYHQHVYV
The code change proposal is for a compliance option and as a result a full-cost effectiveness
analysis is not presented.

+3:+ /IRDG 6KLIWLQJ

(QHUJ\ &§RKRIWW.QJVY OHWKRGRORJ\
The code change proposal is for a compliance option and as a result a full-cost effectiveness
analysis is not presented.

(QHUJ\ &RVW 6DYLQJVY 5HVXOWYV
The code change proposal is for a compliance option and as a result a full-cost effectiveness
analysis is not presented.

,QFUHPHQWDO )LUVW &RVW
Communications with the key researchers leading the Pacific Northwest market transformation
activities?! help to provide some context to the potential cost implications associated with

21 Personal communication with Conrad Eustis and Tony Koch (December 2019)
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connected HPWHSs. In the BPA CTA-2045 market transformation study, the transformation plan
considered three phases. The first assumed communications would be possible through an add-
on modulethat DGDSWHG WKH +3:+ £dvmRauhRaEiahk iHtAfRCE to the CTA-2045
standard. This first phase, with the adaptor module was assumed to exist for a few years. After
the adapter phase the plan funded original equipment manufacturers (OEMs) to change their
proprietary socket to the CTA-2045 approved socket and move the CTA-2045 control logic on to
the water heater internal control, eliminating the need for the adapter. After several years, the
market transformation plan assumed state code would make the CTA-2045 changes a
requirement.

The price of all these components depends on the volume of production. When an OEM buys
100,000 sockets their price should be below $2, however in low volumes it might be $5 or more.
In addition to the short-term adapter costs, there are the engineering, development, and testing
costs to enable commercial production. Rough estimates of this is on the order of half a million
dollars for the industry as whole. This might amount to an incremental wholesale cost of $10-
$30 per unit over the first 100,000 units manufactured. Given that the OEMs will be selling CTA-
2045 heat pump water heaters in Washington state as of January 2021, and electric resistance
tanks as of January 2022, most of the development costs should have been incurred by the
large OEMs before the 2023 implementation date of the 2022 Title 24, Part 6 standards.

Another important consideration in favor of the CTA-2045 solution is a proposal from a water
heater manufacturer to have CTA-2045 allow a Universal Serial Bus (USB) USB-C form factor
port. EPRI has requested this change to the CTA-2045 committee and it is currently being
considered. If it can get added in 2020 this means HPWH manufacturers could easily add the
less costly USB socket as the CTA-2045 native port since the USB port is readily available and
easy to incorporate.??

The UCM that is plugged into the appliance socket is a required element, but the costs for this
should be borne by the utility or aggregator. Tony Koch of BPA estimates these costs at $100
per unit in volumes of a few thousand units. If the market expands in the Pacific west coast
states, volumes will increase to several hundred thousand units per year and costs could
reasonably fall to under $30 per unit.

,QFUHPHQWDO ODLQWHQDQFH DV 5SHSODFHPHQW &RV
The code change proposal is for a compliance option and is not expected to increase
maintenance and replacement costs.

&RVW (IITHFWLYHQHVYV
The code change proposal is for a compliance option and as a result a full-cost effectiveness
analysis is not presented.

+9%$& /RDG BRUIW
(QHUJ\ &RVW 6DYLQJY OHWKRGRORJ\

2 +RZHYHU LW ZRXOG PHDQ WKH SRUW ZRXOG EH '& RQO\ UHPRYLQJ WKH
FRPPXQLFMWRLR KMHWGLWVIQRW D PDMRU VHWEDFN DV PRVW XWLOLWLHV ZL
FRPPXQLFDWLRQV WR UHDFK WKH WDQN
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The code change proposal is for a compliance option and as a result a full-cost effectiveness
analysis is not presented.

(QHUJ\ &RVW 6DYLQJV 5HVXOWYV
The code change proposal is for a compliance option and as a result a full-cost effectiveness
analysis is not presented.

,QFUHPHQWDO )LUVW &RVW
The proposed code change is not expected to increase first costs. It is expected that the cost of
a compliant PCT can be equivalent to the cost of a standard programmable thermostat.

,QFUHPHQWDO ODLQWHQDQFH DQG 5 HSODFHPHQW &RVWYV
The proposed code change is not expected to increase maintenance and replacement costs. It
is expected that the cost of a compliant PCT can be equivalent to the cost of a standard
programmable thermostat, and the thermostat will not require maintenance or replacement
more frequently than a standard programmable thermostat.

&RVW (IITHFWLYHQHVYV
The code change proposal is for a compliance option and as a result a full-cost effectiveness
analysis is not presented.

+RPH (QHUJ\ ODQDJHPHQW

(QHUJ\ &RVW 6DYLQJY OHWKRGRORJ\
The code change proposal is for a compliance option and as a result a full-cost effectiveness
analysis is not presented.

(QHUJ\ &RVW 6DYLQJV 5HVXOWYV
The code change proposal is for a compliance option and as a result a full-cost effectiveness
analysis is not presented.

,QFUHPHQWDO )LUVW &RVW
The code change proposal is for a compliance option and is not expected to increase first costs.

,QFUHPHQWDO ODLQWHQDQFH DQG 5SHSODFHPHQW &RVWYV
The code change proposal is for a compliance option and is not expected to increase
maintenance and replacement costs.

&RVW (IITHFWLYHQHVYV
Costs are not required for a compliance option, but some informational data on cost-
effectiveness is provided in this section based on information gleaned from stakeholder
outreach and a literature search. Energy cost savings and first costs have not been analyzed in
detail for HEMS due to the diversity of products available and the emerging nature of the
market. Very little cost data is available from previous studies based on the literature review
performed for this CASE Report, but what we found is summarized in Table 43.
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Table 43: Cost Effectiveness Data for H EMS Based on Past Research

Type of
HEMS

Complete
system
(HVAC,
lighting, plug
loads)

Smart
thermostat

Hub,
monitors,
Sensors

Occupancy/
geofencing
sensors

Smart lights/
switches

Smart outlets

First
Cost

$1853

$200

$153

$316

$315

$268

Energy
Cost
Savings

$268/yr

$174/yr

$36/yr

$58/yr

Cost
Effectiveness

7 year payback

1.1 year
payback

8.8 year
payback

4.6 year
payback

Notes

New York prices and
utility rates. Estimated
savings, real costs

New York prices and
utility rates. Estimated
savings, real costs

New York prices and
utility rates. Real costs

New York prices and
utility rates. Real costs

New York prices and
utility rates. Estimated
savings, real costs

New York prices and
utility rates. Estimated
savings, real costs

Source

(Piper, et al.
2017)

(Piper, et al.
2017)

(Piper, et al.
2017)

(Piper, et al.
2017)

(Piper, et al.
2017)

(Piper, et al.
2017)
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)LUYWDU 6WDWHZLGH ,PSDFWYV

The code change proposal would not modify the stringency of the existing California Energy
Code, so the savings associated with this proposed change are minimal. Typically, the
Statewide CASE Team presents a detailed analysis of statewide energy and cost savings
associated with the proposed change in Section 6 of the Draft CASE Report. As discussed in
Section 4, although the energy savings are limited, the measure would promote greater use of
grid integration technologies and strengthening of an emerging product market, leading to
opportunities for cost-effective code stringency improvements in future Title 24, Part 6 code
change cycles.

6WDWHZLGH (QHUJ\ DQG&GDMNLHUI &RVW

The code change proposal is for a compliance option and as a result the statewide energy and
energy cost savings are not presented.

6WDWHZLGH *UHHQKRXVH *DV *+* (PLVVLRQV 5HC
The code change proposal is for a compliance option and as a result the statewide greenhouse
gas (GHG) emissions reductions are not presented.

6WDWHZLGH :DWHU 8VH ,PSDFWYV
The code change proposal is for a compliance option and as a result the statewide water use
impacts are not presented.

6WDWHZLGH ODWHULDO ,PSDFW
The code change proposal is for a compliance option and as a result the statewide material
impacts are not presented.

2WKHU IQRQUJ\ ,PSDFWV

The code change proposal is for a compliance option and as a result the other non-energy
impacts are not presented.
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SURSRVHG 5HYLVLRQV WR &RGH /DC

%DWWHU\ 6WRUDJH 6\VWHPYV

*XLGH WR ODUNXS /DQJXDJH
The proposed changes to the standards, Reference Appendices, and the ACM Reference
Manual are provided below. Changes to the 2019 documents are marked with red underlining

(new language) and strikethroughs (deletions).

6WDQGDUGYV
BATTERSYSTEM-STAHONSRORAGEYSTEM rechargeable energy storage system consisting of

electrochemicah storagedevicebatteries-battenrchargers—controland associated electal

equrpment including controls and |nverterde3|gned tostore and supplv electrical powmvide

mclude sel-futlllzatlon of solar PV, providing standbv or emergency power, and load shedding / shifting.

5HIHUHQFH $SSHQGLFHV
Appendix JA12t Qualification Requirements for Battery Storage System

«

JA12.21 Safety Requirements

The battery storage system shall be tested in accordance with the applicable requirements given in
UL1973anrdUL9540Q and UL9540Anverters used with battgrstorage systems shall be tested in
accordance with the applicable requinents in UL1741 and UL1741 Supplement A.

JA12.2.2 Minimum Performance Requirements
The installed battery storage system should meet or exceed the following performance specificatio

(a) Usable capacity of at least 5 kWh.

(b) Single Chargdischarge cycle AC &C (rounetrip) efficiency of at least 80 percerst
beginning of life, in accordance with [placeholder for RTE test standard]

(c) Energy capacity retention of 70 percentrameplate capacity after 4,000 cycles
covered by a warranty, or 70 percent of naptete capacity under a X@ear warranty.

Y
JA12.3.2 Time -of-Use (TOU) Control

To qualify for the TOU Control, the battery storage system shall be installed in the defanaitiope

mode to allow charging from an esite photovoltaic system. The battery sége system shall begin
dischargingat the onset of the highest priced TOU hours of the day, when load exceeds PV generation,
for each season and local utilitg+ g ; y-time of
the-yearand-thelocaltility- The operation schedule shaII be preprogrammed from factory, updated
remotely, or programmed during the installation/commissioning of the system. At a minimum, the
system shall be capable of programming three separate seasonal TOU schedules, spichga

summer, and winter.
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Y
JA12.3 Interconnection and Net Energy Metering Requirements

The battery storage system and the associated components, includiagers, shall comply with all
applicable requirements specified in Rule 21 and Net Enerdgrivig (NEM) rules as adopted by the
California Public Utilities Commission (CRWCddition to all applicable local utility requirements

JA12.4Certificates andEnforcement Agency

The local enforcement agency shall verify that all Certificate oéllatibns are valid. The battery

storage systems shall be verified as a model certified to the Energy Commission as qualified for credit as
a battery storage sysm. In addition, the enforcement agency shall verify that the battery storage

system is prognmmed and operational with one of the contrerategiedisted in JA12.2.3.1, JA12.2.3.2,
JA12.2.3.3, or JA12.2.3.4. The programmed control strategy at systnmfpection and

commissioning shall be the strategy that was used in the Certificate of k2omog.

OXiXoD Zz (& v D vpo
2.1.5 Photovoltaics Requirements

Y
2.1.5.4 Battery Controls
The three control options available are:

1. Basic (Default Control). A simple control strategy that provides a modest credit. The software
assumes that the batteries@charged anytime PV generation (generation) is greater than the
house load (load); conversely, the batteries are discharged whashdsceeds generation. This
control strategy does not allow the batteries to discharge into the grid.

2. Time of Use. To quétifor the TOU control, the battery storage system shall be installed in the
default operation mode to allow charging from an-site photovoltaic system. The battery
storage system shall begin dischargiighe onset of the highest priced TOU hours df thay,
when load exceeds PV qeneratlon for each season and local dtilitpg-the-highestpricedTFOU

-utHidt a minimum, the system
shall be capable of programming three seasonal Teéhddules, such as spring, summer, and
winter.

3. Advanced DR Contrdlo qualify for the advanced demand response control, the battery storage
system shall be programmed by default as basic control or TOU control, as described above. The
battery storage conwl shall meet the demand responsive control requirements spedified
Section 110.12(a). The battery storage system shall have the capability to change the charging and
discharging periods in response to signals from the local utility or apairy aggegator. Upon
receiving a demand response signal from a grid operdis option allows discharging directly
into the grid.

APPENDIX DSTATUS OF MODELING BATTERIES FOR CALIFORNIA RESIDENTIAL CODE COMPLIANCE
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Y
Battery Representation in CSE
Y

And both acharge and discharge efficiency (fraction), which are -dedined:

{z Z &P
{z ]+ 2 EP

The user also has the option to input a rodmnigh efficiency (fraction) as an alternative to the charge and
discharge efficiency. In this case, the cleaamd dischrge efficiency would be equal to:

{2z Z EP A +<ES~{zES -

{z ]« Z EP A +«<ES~{zE&ES -

Y
§ 8Z }v ope]lv }( 8Z 8§ 8]u 5 %U §Z 88 EC[+ Z EP o0 A o AJloo Z A

if charge_power > 0: // charging

charge_level = charge level + ...Sf"%fO’* ™ftgeO...S
else if charge power < 0 // discharging

charge level = charge level + ...Sf”%ft0O’ *™3"u Ot<e..Sf %%
else:

charge_level = charge_level

If the battery round trip efficiency does not meet the minimum round trip efficiemouirements as
specified in JA1,2he CSE model should be simulated to mimic a design without a battery storage
system. Therefore, the inclusion of a ndA12 compliant battery storage system would have no impact
on the resulting compliance credit.

Y
Thereare four three battery controlstrategies enabled in CBEREsas-of May-2018 ~ «] U ~d]u }(
He _ ~daabeu A v Z }vBEYor A v Jvi(These-strategies are responsible

for the timestepby-timestep charge requests that arergeo the CSE battery module.
Y

Time of Use Strategy

The TOU strategy attempts to preferentially dischadgeng-highvalue-heursat the onset of the
highest priced TOU hours of the day, when load exceeds PV generation, for each season atilityocal

during-summer{JuneSeptembe). Charging rules are the same as the basic strategy. The discharge

period is statically definegber-climatezeneby the first hour of the expectedveringFBVTOU peak

when load exceeds PV generatiowhich is aiserinput within CBEGZ « 00 st M&ur @ the

"uuu E W 1 X dZ (puod Aoy (JE "&]E+3 JuE }(SZ ~pBu E W |_ ]
7pm for Climate Zones 2,@,10-15, and 8pm for Climate Zones 1, 3, 5, &nd@he user has the option

to change this value within CBEREsTi desired.

Consider a summer day in which the evening peak is defined to start at 20:00 but during which
simulation load exceeds PV production during the 19:00 hour. While a simulation utilizing the Basic
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strategy would discharge to neutralize the net ldauring the 19:00 hour, a simulation on the TOU

strategy would reserve the battery until 20:00 before commencing discharge. Because the TDV at 20:00
is likely to be higher than the TDV at 19:00, this strategy @irvirsg the battery for highevalue hous

results in a lower (better) annual TDV.

A second difference: During the peak window, the battery is permiibedischarge at full power, even
£ JvP §Z ]88 [« v § 0} X dZ]e ]* ]Jv }vSE 8 8§} §Z ] *3CE 3§ PCU A;

if this_hour < first_peak_hr:

charge_request = -min(load_seen, 0) // only charge
else:

charge_request = -1000 // maximumdischarge

Advanced DR Control

The Advanced DR (i.e.,Dem Z *%o}ve o ¢SE § PC pe « §Z PEE vS C[ed s s Z
dynamic timeof-use priorities. This stratggactivates on days that have a peak TDV greater than
1034.13TDV/KBTU. On all other days, the simulation reverts to the Basic strategy.

On a pe# day (as defined by a peak greater tHa134.13TDV/KBTU), the strategy finds the top three
hours by TDV. The algorithm asks for full discharge during the top two hours and uses the remainder
duringthethird Z]PZ <8 Z}uE&X dZ Z3}% S ZadE theslratdgy psbunesd@he Battery

holds betwea two and three hours of charge. If simulations are to allow other battery storage ratios,
the algorithm will have to be upgraded.

As with the TOU strategy, the battery may discharge in excess of net load geak hours.

The Advanced DR strategy is aflowed to charge from the PV system before production overtakes
load. Whereas the Basic and TOU strategies only charge with surplus production, this strategg @ill
peak day charge from the first PV pduction available.

if day_tdv_peak > 1034.13:
i f tdv_rank(this_hour) in [1, 2
/I maximumdischarge top two TDV hours
charge_request = -1000
else if tdv_rank(this_hour) ==
/I in third TDVhour, use remaining charge

charge_request = max_capacity -
2*(max_discharge_rate/ . discharge)

else:
/I charge from PV, without subtracting load
charge_request = pv_production

else:
/I on non-peak days, revert to basic strategy
charge_request = -load_seen
Advanced Control{olj
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&RPSOLDQFH ODQXDOV
Chapter 7.5 of the Residential Compliance Manual would need to be revised.

7.5 Battery Storage System
Y
The list of qualified JA12 produgdist can be found here:

https://www.gosolarcalifornia.org/equipment/batternand-energystoragesystems.php

7.5.1 Minimum Performance Requirements

JA12 specifies that the battery storage system must meet or exceed the following performance
specifications:

a. Usable capacity of at least 5 kWh

b. Single Chargdischarge cycle AC to AC (rotinigh) efficiency of at leasB0 percent at
beginning of life, in accordance with [placeholder for RTE test standard]

c. Energy capacity retention of 70 percent of nameplate capacity after 4,000 cycles covered by
a warranty, or 70 percent of nameplate capacity under gy&8r warranty

Y
7.5.3 Control Strategies

Timeof-Use (TOU) ControDesigned to take advantage of TOU rates where they are available. This
control strategy generally resulis a greater Energy Design Rating (EDR) impact than the Basic
Control. This control strategy deaot allow discharging into the grid. To qualify for the TOU Control,
the battery storage system shall be installed in the default operation mode to allowgiclgafrom an
on-site photovoltaic system. The battery storage system shall b#igararging-dung-the-highest
pricedTOU-hours of the-ddpursat the onset of the highest priced TOU hours of the day, when
load exceeds PV generation, for each season@ral utility. The operation schedule shall be
preprogrammed from factory, updated remotely, mprogrammed during the
installation/commissioning of the system. At a minimum, the system shall be capable of
programming three separate seasonal TOU schedsles) as spring, summer, and winter.

Y

7.5.4 Other Requirements
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In addition to the requirements above, the battery storage system must also meet the following
requirements in JA12:

Safety RequirementsThe battery storage system shall be tested in acamedawvith the applicable
requirements given in UL1978r€UL9540 and UL9540AInverters used wit battery storage systems
shall be tested in accordance with the applicable requirements in UL1741 and UL1741 Supplement A.

Interconnection and Net Energy Meting Requirements The battery storage system and the

associated components, including invertesball comply with all applicable requirements specified in
Rule 21 and Net Energy Metering (NEM) rules as adopted by the California Public Utilities Cemmissio
(CPUQ)in addition to all applicable local utility requirements

Enforcement AgencyThe locaénforcement agency shall verify that all Certificate of Installations are
valid. The battery storage systems shall be verified as a model certified to the Energy Commission as
gualified for credit as a battery storage system. In addition, thi@eementagency shall verify that the
battery storage system is programmed and operational with one of the cogiirmiegiedisted in

Section 7.5.2 above. The programmed control strategy at system final inspection and commissioning
shall be the strategthat wasused in the Certificate of Compliance.

&RPSOLDQFH '"RFXPHQWYV
Compliance document CEC-CF2R-PVB-02-E Battery Storage Systems Certificate of Installation
would need to be revised. The revision is intended to facilitate the verification of battery control
strategies by listing the allowable battery control strategies as specified in JA12.

Y
B. Dedgn Battery Sorage Systems Information
01 02 03 04 05
BatteryCapacity | BatteryControl | Charging Eficiency Dischaging Round Trip
(KWh) Strategy (%) Hficiency (%) Efficiency (%)

C.Installed Battery Sorage SystemsInformation
01 02 03 04 05 06 07

Battery Battery . . . Round Trig
Manufacturer Model-+# Capecity Control Charging Discharging Efficiency

(Kwh) Strategy Hficiency (%)| Hficiency (%) %

0+8 Battery Sorage
System Certified by “Yes “No
CEC

CFR-PVB-02-EU<er Instructions

A. Ceneral Information
Thistable reports the general information that were specified on the registered CF1R
compliancedocument for this project. For information only and requires no user input.
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B. Dedgn Battery Sorage Systems Information
Thistable reportsthe battery storage system featuresthat were specified on the registered
CF1Rcompliancedocument for this project. For information only and requires no user input.

C. hstalled Battery Sorage SystemsInformation
01 Manufacturer t Erter the name of the manufacturer
02 Model # - Erter the model name ornumber of the battery storage system
03 Battery Capecity t Erter the rated usablebattery capacity in kWh
04 BatteryGontrol Strategyt Erter the control strategy efthefrom the options below that most
closely resembles the control strateqgy of the instabbattery storage system. Fhe-options-are
basicTFOU—and-Advanced-DRe battery control strateqy (or control mode) can be located in
either the batery user manual or in the battery settings.

X Basic Control: Battery charges whenever there is excess PV. Battery discharges to meet house
load when PV does not cover it. Battery only meets house loads and does not put power into

grid.

x Timeof Use ControlBattery charges whenever there is excess PV. Duringribet of the
highest priced TOU hours of the day, when load exceeds PV genesttidrdischarging at
the beginning of the peak at maximum discharge rate until fully dischargederiattll put
power into grid after meeting house load if discharge rate allows it.

x Advanced DR Control: On a peak day, use all PV to charge the battery until it is full. Discharge
at maximum rate during three highest TDV hours. Otherwise run with basimtdBattery
will put power into grid after meeting house load if discharge rate allows it.

05 Charging Eficiency t Erter the rated ACcharging efficiencyin percent

06 Discharging Eficiency t Erter the rated ACdischarging efficiencyin percent

07 Round Trip Efficiary t Enter the rated A@\C round trip efficiency in percent as an alternative
to entering both the charging efficiency and discharging efficiency

078 Battery Storage System Ceertified and listed be CEC t Checkwhether the batt ery storage
systemiscertified and listed in the Energy Commission Website
https://www.gosolarcalifornia.org/equipment/batterand-energystoragesystems.phpNote that
this is not acomprehensive list. However, all battery storage systems listed on this website have
been verified to meet JA12 requirements.

+3:+ /IRDG 6KLIWLQJ

*XLGH WR ODUNXS /DQJXDJH
The proposed changes to the standards, Reference Appendices, and the ACM Reference
Manual are provided below. Changes to the 2019 documents are marked with red underlining

(new language) and strikethroughs (deletions).

6WDQGDUGYV
New definitions in Section 110.1(b).

ANSI/CTA2045is a modular communications interface to facilitate commatians with residential
devices for applications such as energy management.
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HEAT PUMP WATER HERTTADVANCED LOAD IdR residential heat pump weatt heater controlled
to store extra thermal energy in the storage tank by exceeding the user setpoint tatoperdt will
avoid use of electric resistance elements unless user needs cannot be met.

HEAT PUMP WATER HERTBASIC LOAD 2 residential hat pump water heater controlled to
store extra thermal energy in the storage tank without exceeding the ssgoint temperaturelt will
avoid use of electric resistance elements unless user needs cannot be met.

S5HIHUHQFH $SSHQGLFHV
There may be changes to any HERS verification requirements which may be developed during
WKH FRXUVH RI WKH (QH U2D\a&iRtiesfocvsed BrQgining initial recognition of
LSHPWHSs (California Energy Commission 2020b). With this content not yet developed, the
CASE authors will defer most drafting of Reference Appendices language until the Final CASE
Report.

Appendix JA13t Qualification Requirements for Heat Pump Water Heater Demand Management
Systems (August 2019 draft version)

Y
JA13.3.2 Minimum Performance Requirements

(c) Grid Connectivity: the installed system shall have a modulaaddmesponse communications
port compliant with the Marcl2018 version of the ANSI/CTA £045-A communication interface
standard.

$&0 5SHIHUHQFH ODQXDO
There are no proposed changes to the ACM Reference Manual at this time, pending resolution
of the Energy COPPLVVLRQTV HITRUW WR LPSOHPHQW /6+3:+

&RPSOLDQFH ODQXDOV
There are no proposed changes to the Residential Compliance Manual at this time, pending
UHVROXWLRQ RI WKH (QHUJ\ &RPPLVVLRQTV HITRUW WR LPSOHP

&RPSOLDQFH '"RFXPHQWYV
There are no proposed changes to the residential Compliance Documents at this time, pending
UHVROXWLRQ RI WKH (QHU Jffo& B mipleMant IFSRPWH. H

+9$& /RDG 6KLIWLQJ

*XLGH WR ODUNXS /DQJXDJH
The proposed changes to the standards, Reference Appendicgshe ACM Reference Manual are

provided below. Changes to the 2019 documents are marked witlunedrlining(new languaggand
strikethroughg(deletions).

6WDQGDUGYV
Section 150.1(b)3.B: Field Verification.
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xi. Pre-Cooling. When performance complianeguires field verification of the installation and
programming of a Pr€ooling Thermostat, it shall be fialdrified in accordance with the
procedures in Reference Residential Appendix RA3.4.5.

S5HIHUHQFH $SSHQGLFHYV

RESIDENTIAL APPENDIX 2.2 MEASURES THAT REQUIRE FIELD VERIFICATION

AND DIAGNOSTIC TESTING
Table RAZL t Summary of Measures Requiring Field Verificat and Diagnostic Testing

Measure Title Description Procedure(s)
Air Conditioning Measures

When a PreCooling Thermosit is installedcand

verification of its installation and configuration is require

by Section 150.1(b)3B, the installed system equipment RA 3.4.5
shall be verified according to the procedure specified in

this section.

RESIDENTIAL APPENDIX 3.4. MERBICATION OF INSTALLED HVAC SYSTEM COMPONENTS AN
DEVICES

Residential Pre
Cooling

Residential Appendix 3.4.5: Pi€ooling Thermostat Verification Procedures

WhenaPre }1o]JvP dZ Eu}eS § ~W de ] JveS 00 v A E]1(Q _31lv1I(8Z W dJ[e
by Section 150.1(8.Bx, the installed system equipment shall be verified according to the procedure
specified in this section.

The procedure shall consist of visual verification of installation of the following system equipment
components and confirmation that the indkad equipment is certified to conform with the
requirements of JA5.2:

(a) Verify the PCT matches the make and model reported on the design drawings and CF2R

(b) Verify that any components required for PCT operation are permanently installed

(c) Verify that the obsergd values of the Critical Fieldldjusted Parameters match the values

indicated on the CF2R, and that they are within the range allowed.
(d) Verify that educational material has be left behind by the installer and made available to the

occupants.
JOINT APPENDB t TECHNICAL SPECIFICATIONS FOR THERMOSTATS

JAS2 Technical Specifications for Thermostats fBreCooling

JAS2.1 Introduction

Joint Appendix 5.2 (J35.2)providesthe technical specificationsfor a PreCoolingThermostat (PCY. APCT
canbe anindependent device or part of a control system comprised of multiple devices.

Therequirementsin thisappendix are intended to be compatible with National Hectrical Manufacturers
Asgciation (NEMA) Sandard DC3-2013 Residential Contiols t Hectrical Wall Mounted Thermostats and
NEVIADC3 AnnexA-2013 Enaqy-Eficiency Requirementsfor Progranmable Themostats.
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JA5.2.1.1Manufacturer Self-Certification

A PCTs compliantwith Title 24, Part 6, only if it hasbeencertified to the Eneggy Commission asmeeting
all of the requirementsin this Appendix. Certfication to the Energy Canmission shall be asspecifiedin
Section 110.0.

JAS5.22 Requred Furttional Sedfications

(1) PCT can be programmed$Z E pe]vP ] 130]VRVEU} 1} E -eddting stagHule
programming functionality:

(a) PreCooling mode: With a simple gesture, initiate a-pamling schedule using the selected
PreCooling and N&Cooling times and setpoints.

(o) Programmed schedule: For example, provide named schedules (similar to WAKE, LEAVE,
RETURNSLEEP) for PRIOOL and NOOOL, using the selected feoling and N« ooling
times and setpoints.

(2) Temporary Override:

(a) A temporary override shall be provided.

(o) Tempaary override shall be simple to initiate, and it shall not be confused with a permanent
override.

(c) Temporary override shall be limited to no more than 72 hours at a time.

(3) Critical FieldAdjusted Parameters:
(a) Provides the ability to set the following paranees easily, in such a way that they can be
readily confirmed by a HERS Rater:
f PreCoolingStart Time
f No-Cooling Start Time
f No-Cooling End Time
f PreCooling Temperature Setpoint
f No-Cooling Temperature Setpoint
(4) Usability Considerations.

(@) It shall be easy tprogram the precooling schedule correctly.

(o) It shall be difficult to inadvertently changké pre-cooling schedule or permanently override
the pre-cooling strateqgy.

(c) It shall be easy to temporarily override the REeoling and N&Cooling Mode, for a limited
amount of time.

(d) There shall be a clear indication to the user that the-@omling or NeCooling Mode is in
effect.

(5) Educational Materials:

(@) The manufacturer shall produce and supply educational material to be left behind by the
installer, describing thedmefits of the precooling strategy, expected savings, how to
implement a temporary overrig, how to alter the programming if needed, cautions to take
when altering the programming to avoid defeating the measure, and explaining how to
change the TOU perigflutility rate structure changed'’he manufacturer must also provide
easy to use instruains for installers and HERS verifidescribing how to configure and verify
CFAP values.

$&0 5SHIHUHQFH 0DQXDO
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ACM Reference Manual Section 2.4. Pre-Cooling

When precooling is selected, the schedule of space temperature setpoints is modified asbddscri

below. The savings derived from this change in setpoint schedule shaltia¢edieby70 percent in

calculating the final credit, due to the oquancy controllability characteristic of this measure. The credit
shall be applied to the Demand Flexibilitgdit that is a part of the Total EDR and not the Energy
Efficiency EDR. When this credit is used, proper programming must be verified accoitimg to

procedures found in RA 3.4.5. Rreoling shall be accomplished using a-Booling Thermostat with

features certified to the California Energy Commission to comply with the requirements laid out in JA5.2.

Proposed Design

The software assumes the setpoint schedule shawhable 2Zor space cooling for the following hours.
For hours other than those listl, the space temperature setpoints shall be as specified in Table 22 of
the ACM Reference Manual Section2.5.3.7.

Table 2. Cooling Setpoint Schedule

. . Cooling Setpoint

Time Period Temperature fF)
12pmipm 75
lpm-2pm 75
2pm-3pm 75
3pm4pm 75
4pm-5pm 83
5pm-6pm 83
6pm-7pm 83
7pm-8pm 83
8pm-9pm 83

Standard Design

The software assumes the space cooling setpsthedule specified in Table 22 of the ACM Reference
Manual Section 2.5.3.7.

&RPSOLDQFH ODQXDOV
Changes to be made to the Compliance Manuals are described in section 7.4.5.

&RPSOLDRFXPH®QOW
CF2RVICH36-PRECOOL CERTIFICATE OF INSTALLATION

A. PreCooling Thermostat Installation and Configuration
Procedures for the Pre}}o]vP dZ Eu}ed § ~W de A E](] 3]}v & $ ]o
Qitical Field Adjusted Parameters

01 | PCT Manufacturer Name

02 | PCT Model Number

03 | PCTUnique CEC ID

04 | NGSTART Configured Value
05 | NGEND Configured Value
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A. PreCooling Thermostat Installation and Configuration

Critical Field Adjusted Parameters

Procedures for the Pre}}o]vP dZ Eu}+e$ § ~W de A E]J(] _31}v E ]o
Qritical Field Adjusted Parameters
06 | PGSTART Configured Value
07 | NGCTEMP Configured Value
08 | PGTEMP Configured Value
CE3RMICH36-PRECOOL CERTIFICATE OF VERIFICATION
A. PreCooling Thermostat Instllation and Configuration
Procedures for the Pre}}o]vP dZ Eul}ed § ~W de A E](] 3]}v & ]o

PCT Manufadrer Name

PCT Model Number

PCTUnique CEC ID

NGSTART Verified Value

NCEND Verified Value

PCSTART Verified Value

NCTEMP Verified Value

PCTEMP Verified Value

RILRIS & |R|S|S]IR
@ [N lo |lon |1 (1w (N Ik

+RPH (QHUJ\ ODQDJHPHQW

*XLGH WR ODUNXS /DQJXDJH
The proposed changes to the standards, Reference Appendices, and the ACM Reference

Manual are provided below. Changes to the 2019 documents are marked with red underlining

(new language) and strikethroughs (deletions).

6WDQGDUGYV

The following changes are proposed for the Title 24, Part 6 standards.

SECTION 1004UDEFINITIONS AND RULES OF CONSTRUCTION

HOME ENERGY MANAGEMENT SYSTEM (HEMS) is a control system that monitors and controls energy

consuming devices through programmed edhles, control logic based on ocauqey sensors or other

measurements, machine learning, demand response signals, and/or remote access through

smartphones.

SECTION 110.10MANDATORY REQUIREMENTS FOR SOLAR READY BUILDINGS

(b) Solar Zone.

1. Minimum Solar Zone Arealhe solar zone shall havewg] v]upu 3}8 o

A. Single Family ResidenceBhe solar zone shall be located on the roof or overhang of the
building and have a total area no less than 250 square feet.

EXCEPTION® Section 110.10(b)1ASingle family residences nitégg the following conditions

in both A and B below

E

. E]
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A. Comply with one of the following measures:
i.  Allthermostats are demand responsive controls that comply with Section 110.12(a), and
are capable of receing and responding to Demand Response Signalstprgmanting
of an occupancy permit by the enforcing agenoy
i.  All thermostats are Advanced Energy Efficiency Thermostats, as defined in JA5.3.
B. Comply with one of the following measures:

i. Installa hom@cuieemafeenenerqy manaqemerﬁystemeapable—ei—a&—%mmem

r:espense—ggnamm complles W|th Sectlon 110 12(a) meets or exceeds the Eligibility

Criteriao( s E-]}v iXi }(8Z E Z'z "d Z "WE}IPE uoie<pu]E u vSe (
v EPC D v P uvsS "CeS ue ~%u 0]Z N %S u E iU Tiide A

b); includes an Advanced Energy Efficiency Thermostat, as defined in JA5.3; controls at

least two light fktures; and communicates with any qualified Battery Storage Syatem

defined in Joint Appendix JA12, or Heat Pump Water Heater Load Shifting System as

defined in Joint Appendix JA1Gr

Y

EXCEPTION 4 to Section 110.10(b)IB¢rise and higkrise multifamily buildingsneeting
conditions in A and in either B or C below:

A. In each dwelling unit, comply with one of the following measures:

i.  with-2All thermostatsineach-dwelling-uniare demand response controls that comply
with Section 110.12(a), and are capabf receiving and responding to Demand
Response Signals priorgoanting of an occupancy permit by the enforcing agehcy.
addition—either A-orB-belowor

i.  All thermostats are Advanced Energy Efficiency Thermostats, as defined in JA5.3.

B. A:In each dwéing unit, comply with one of the following measures:
Y

ii. Installa home&u&ema&enenerqy manaqemerﬁystemeapable—ef—at—a—mmmem

response-sighalthat complles Wlth Semm 110. 12(a) meets or exceeds the Eliqibility

Criteria of Versiv i Xi }( §Z E Z'z "d Z"WEIPE u Z <u]J€E& u vse (} &
v EPC D v P uvsS "CeS ue ~%u 0]Z N %S u E iU Tiioe A&

b); includes an Advanced Energy Efficiency Thetat, as defined in JA5.3; controls at

least two light fixturesand communicates with any qualified Battery Storage System as

defined in Joint Appendix JA12, or Heat Pump Water Heater Load Shifting System as

defined in Joint Appendix JAI&

Y

C. B-Meetthe Title 24, Part 11, Section A4.106.8.2 requirements for eteedtiicle charging
spaces.

SHIHUHQFH $SSHQGLFHYV
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JOINT APPENDIXS t TECHNICAL SPECIFICATION®ECRBRPANT-CONTROLLED SMART
THERMOSTATS

JA51 Technical Specifications F@rseupant-Controlled-Smaithermostat Functionality for Demand
Response

JA51.1 Introduction

Joint Appendix 5.1 (J4.1) providesthe technical specificationsfor an-Ocaipant-Controlled SnartDemand
Responsdhermostat (OSSIDRTY. Ar-OCSTA DRTcan be an independent device or part of acontrol

system comprised of multiple devices.

The requirementsin thisappendix are intended to be compatible with National Bectrical Manufacturers
Asciation (NBEMA) Sandard DC3-2013 Residential Controls t Hectrical Wall Mounted Thermostatsand
NEMADC3 Annex A-2013 Ene gy-Bficiency Requirementsfor Programmable Thermodtats.

JA5.1.1.1Manufacturer Self-Certification

AR-OCSTA DRTscompliant with Title 24, Part 6, only if it has been certified to the Enegy Commission as
meeting all of the requirementsin this Appendix. Certification to the Energy Commission shall be as
specified in Section 110.0.

JA51.2 Requred Furctional Soedfications
JAB.1.2.1 Setback Caabilities

AR-OGSTA DRBhall meet the requirementsof Section 110.2(c). Thermostatsfor heat pumps shall also
meet the requirementsof Section 110.2(b).

JA5.1.2.2 Restart Settings

In the event of adisruption of power to the device that resultsin power off or restart, upon device
restart, the device shall automatically restore the most recently programmed settings, including
reconnection to a network, if the device was previously enabled and network connectivity isavailable.

JAS.1.2.3 Automatic Rejoin

AR-OGSTA DRBhall connect, and remain connected in its communication path and control end point.
The OGSIDRTshall incorporate an automatic rejoin function. When physical and/or logical
communication islost, the ©SSIDRTshall trigger itsautomatic rejoin function to restore the physical
and/or logical communication.

JAL.1.2.4 Event Responses

BEvent response, unless overridden by the ocaupant or modified by an energy management control
system or service, may be triggered by price signalsor Demand Response Sgnals. The OGSTDR Tshall
provide one set of event responses for price signals and one set of event responses for Demand Response
Sgnals. The responses may be common for both typesof events. The OCSFIDR TEdefault responses shall
comply with the following:
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(@) ADemand Response Sgnal shall trigger the OGSFDRTto adjust the thermostat setpoint by either
the default number of degees or the number of degees established by the ocaupant.

(b) When aprice signal indicatesa price in excess of aprice threshold established by the ocaupan,
the OCSIDRTshal adjust the thermostat setpoint by either the default number of degreesor the
number of degees established by the ocaupant.

(c) Inresponseto price signals or Demand Response signals, the OGSFDRTshall default to an event
response that initiates setpoint offsets of +4°Ffor cooling and -4°Ffor heating relative to the
current setpoint.

(d) The ©SSIDRTshall have the capability to allow ocaupantsor their representative to modify the
default event response with ocaupant defined event responsesfor cooling and heating relative to
the current setpoint in response to price signals or Demand Response Sgnals.

(e) Override Function: Ocaipants shall be able to change the event responses and thermostat
settingsor setpointsat any time, including during price eventsor Demand Response Peiods.

(f) The Demand Response Sgnal shall start the Demand Response Period either immediatey or at a
specific start time as specified in the event signhal and continue for the Demand Response Period
specified in the Demand Response Sgnal or until the ocaupart overridesthe event setpoint.

(9) Thethermos3 sgrice response shall start either immediately or at a specific start time as
specifiedin the pricing signal and continue for the duration specified in the pricing signal or until
the ocaupant overridesthe event setpoint.

(h) The ©GSIDRTshall have the capability to allow ocaupantsto define setpointsfor coolingand
heatingin response to price signals or Demand Response signals asan alternative to the default
event response.

(i) Atthe end of aprice event or Demand Response Period, the thermostat setpoint shall be set to
the

(i) setpoint that isprogrammed for the point in time that the event ends or to the manually
established setpoint that existed just prior to the Demand Response Period.

The OGSIDRTshall include the capability to allow the ocaupart to restore the factory installed default
settings.

JA5.1.2.5 User Display and Interface

The OCGSIDRTshall have the capability to display information to the user. The following information shall
be readly available whenever the OCSIDR Tdisplay isactive:

(@) communicationssystem connection status,
(b) anindication that a Demand Response Period or pricing event isin progress
(c) thecurrently sensed temperature,

(d) thecurrent setpoint.
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JA5.1.2.6 Required Functional Behavior

(@)

(b)

Normal Operation. Normal operation of an-OCSFA DRisdefined to be the OCSIDRTE prevailing
mode of operation as determined by the ocaupant g prior settingsand use of featuresprovided
by the ©CSIDR Tmanufacturer g design. Aspectsof normal operation of an-OSSFA DR Tnay be
modified or interrupted in response to ocaupant subscribed price signals or when Demand
Response Peaiodsare in progress but only to the extent specified by ocaupantsor their
representatives.

Unless an ocaupant has elected to connect the OSSFDRTto an energy management control
system or service that providesfor alfternate strategies, the ©SSIDRTshal provide amode of
operation whereby it controlstemperature by following the scheduled temperature setpoints.

Ocapants shall always have the ahility to change OGSFDR Tsettings or use other featuresof an
OGSTA DRTuring an event. Those changesmay alter what is considered to be the prevailing
mode of operation when a Demand Response Period isterminated and the OCSIDRTreturnsto
normal operation.

Demand Resporsive Gontrol. Upon receiving a price signal or aDemand Response Sgnal,
OGCSTIDRE shall be capable of automatic event response by adjustingthe currently applicable
temperature setpoint by the number of degeesindicated in the temperature offset (heating or
cooling, asappropriate).

Override: OGSIDREshall allow an ocaupart or their representative to alter or eliminate the
default responseto price signals or Demand Response Sgnals, and to override any individual
price response or Demand Responsive Control and allow the ocaupant to choose any
temperature setpoint at any time including during a price event or a Demand Response Period.

When the price signal changesto anon-response level or the Demand Response Peiod is
concluded, ©SSIDRE shall return to normal operation. The thermostat setpoint shall be set to
the setpoint that is programmed for the point in time that the event ends or to the manually
established setpoint that existed just prior to the Demand Response Period.

The OGSIDRTshall also be equipped with the capability to allow ocaupantsto define setpoints
for cooling and heating in response to price signals or Demand Response Sgnalsasan
alternative to the default event response. The default setpoint definitions unlessredefined by
the ocaupart shall be asfollows:

1. Thedefaul price response or Demand Response Period setpoint in the cooling mode for
OGSIDR B shall be 82°F. The ©OGSIDRTshall allow the ocaupart to change the default
event setpoint to any other value.

2. The default price response or Demand Response Period setpoint in the heating mode for
OCSIDR B shall be 60°F. The ©SSTDRTshall allow the ocaupart to change the default
event setpoint to any other value.

3. The ©cSIDRTshall ignore price response or Demand Response Period setpointsthat are
lower (in coolingmode) or higher (in heating mode) than the programmed or ocaupart
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selected prevailing setpoint temperature upon initiation of the price event or Demand
Response Period.

4. By default, thermostats shall not be remotely set above 90For below 50°F.Ocaipants shall
have the ability to redefine these limits. Thismeasure protects ocaupart premisesfrom
extreme temperaturesthat might otherwise be imposed by event responses, should the
occupant already have a very high or low temperature setpoint in effect.

The ocauparnt may still override or change the setpoint during all price eventsand Demand
Response Periods. Price signal response and Demand Responsive Control only modify the
operating range of the thermostat. They do not otherwise affect the operation and use of
featuresprovided by the manufacturer Fdesign.

JA51.3 HVACSydem Interface

HVACwiring terminal designations shall be clearly labeled. ©SSDRE shall use labelsthat comply with
Table 5-1in NEMA DC3-2013.

JAS2 Technical Specifications for Thermostat Functionality fiereCooling

(see specifications ire&ion7.3.3 for HVAC Load Shifting).

JA53 Technical Specifications for Thermostat Functionality for Advanced Energy Efficiency

JAS3.1 Introduction

Joint Appendix 5.3 (34.3)providesthe technical specificationsfor an Advanced Enereffficiency
Thermostat (AEET. An AEETcanbe anindependent device or part of a control system comprised of
multiple devices.

JA5.3.1.1Manufacturer Self-Certification

An AEET mmpliantwith Title 24, Part 6, only if it hasbeen certified to the Enegy Commission as
meetingall of the requirementsin this Appendix. Certfication to the Energy Canmission shall be as
specifiedin Section 110.0.

JA5.32 Requred Furttional Sedfications

For systems that qualify for a credit faistalling an Advanced Energy Efficiency Thermostat (AEET), the
AEET shall meet the following requirements:

(1) The AEET shall meet or exceed the requirements of Version 1 ofgh& 'z ~*d Z "WE}PE& u
Z <u]E& u vs8e (JE&E }vv 8§ dZ CEu}+es § WE} u S _V

(2) The followim test datav u__ sy E 1E JvP 8} s CEel}v i }(8Z E Z'z ~d Z "WC
Z <pJ]E u vsSe (}JE }lvv S dZ Ewshedl bé b ifted tSthe California Energy
Commissiorin the format specified below. The entity submitting the filing shall keep sill te
data and documentation required for compliance for at least two years from the date of
certification and shall provide copies of this documentation to the Energy Commisghin 10
days of written request received from the Energy Commission:
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Model Nane

Model Number

Performance, per
ENERGY STAR 1.0

Compliance Program Meets
Threshold Requirements Threshold?
Annual percent run time reduction
Lower 95% Heating H 69
Marine confidence limit Cooli.ng H ii9 -
20" percentile _gHeat.l : H_? 2
Cooling H A9
Mixed- | Lower 95% Heating H 69
Dry/ confidence limit Cooling H ii9
Hot 20" percentile m H_? o -
Dry Cooling H 9
Lower 95% Heating H 069
ng:d/ confidence limit Cooling H ii9
Cold | 20" percentile Healing H_Ej >
Cooling H A9
Network standby average power G iXit ,
consumption average -
Average resistance heat utilization for heat pump installations
0-5°F N/A
5-10 °F N/A
10-15 °F N/A
1520 °F N/A
National mean in 5°F outdo 2025 F A
: 2530 °F N/A
geor?Fperature bns from 0 to 3035 °F NA N/A
- 3540 °F N/A
4045 °F N/A
4550 °F N/A
5055 °F N/A
5560 °F N/A

(3) Annual Percent Run Time Reductgiall meet the following criteria for both heating and

cooling in the ENERGY STAR Climate Region relevant to the California Climate Zone:

Heating: Cooling:
o 8% (95% confidence limit) and 10% (95% confidence limit) and
California CZ 4% (2@ percentile) in 5% (20" percentile) in
ENERGY STAR Climate Region ENERGY STAR Climate Region
1-6 Marine Marine
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7-15 Mixed-Dry/Hot-Dry Mixed-Dry/Hot-Dry

16 Cold/VeryCold Mixed-Dry/Hot-Dry
(4) Network standby average power consumption shall be less than or eqliad M.

JA54 Technical Specifications for Thermostat Functionality for Basic Energy Efficiency

JAS4.1 Introduction

Joint Appendix 5.3 (35.3) providesthe technical specificationsfor a Basic Energigfficiencylhermostat
(B). ABEETcanbe anindependent device or part of acontrol system comprised of multiple devices.

Therequirementsin thisappendix are intendedto be compatible with National Hectrical Manufacturers
Asgciation (NBEMA) Sandard DC3-2013 Residential Contiols t Hectrical Wall Mounted Thermostats and
NEMA DC3 AnmnexA-2013 Enaqy-Eficiency Requirementsfor Progranmable Themostats.

JA5.42 Reaqured Furttional Sedficaions

For all systems that are required to have a thermostat per Section 110d3EET thermostat shall

(1) allow thebuilding occupant to program the temperature setpoints for at least four periods
within 24 hours. Thermostats for heat pumps shall meet the requirements of Section 110.2(b).

(2) have a clock mechanism that allows the building occupant to program the temperatur
setpoints for at least four periods within 24 hours. Thermostats for heat pumps shalltheee
requirements of Section 110.2(b).

$&0 5HIHUHQFH O0DQXDO
There are no proposed changes to the ACM Reference Manual.

&RPSOLDQFH ODQXDOV
The Residential and Nonresidential Compliance Manuals would need to be revised to change all
references to Occupant Controlled Smart Thermostat (OCST) to Demand Response Thermostat
(DRT), and to change all references to Home Automation Systems to Home Energy
Management Systems meeting or exceeding the ENERGY STAR SHEMS eligibility
requirements and compatible with other demand response technologies approved under Title
24, Part 6.

The following specific revisions need to be made to the Residential Compliance Manual:
4.5.1 Thermostats

Thermostats can function in several different wdgAutomatic-setback-thermeostatscaad comfort

and convenience to a home. Occupants can wake up to a warm house in the winter and come home to a
cool house in the summer without using unnecessary eyyexgd can control when energy is used in

order tominimize their bills

§110.2 (b) & (c), §150.0(i)

A thermostat is always required for central systems whether the prescriptive or performance
compliance method is used. An exception is allowed onleifgstem is one of the following nen
central types:
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. Noncentral electric heaters.

. Room air conditioners.

. Room air conditioner heat pumps.
. Gravity gas wall heaters.

. Gravity floor heaters.

. Wood stoves.

o N o~ W NP

. Fireplace or decorative gag@iances.

When it is requireda the setback themostator Basic Energy Efficiency Thermostat (BEiEiSimeet
the requirments of Joint Appendix 5.4: Technical Specifications for Thermostat Functionality Basic
Enerqy Efficiency. It mubave a clock orther mechanism that allows the building occupantstthedule
the heating and/or cooling set points for at least four periods over 24 hours.

If more than one piece of heating equipment is installed in a residence or dwelling unit of a multifamily
building,the setback requirement may be met by controllimgheating units by one thermostat or by
controlling each unit with a separate thermostat. Separate heating units may be provided with a
separate on/off control capable of overriding the thermostat.

Theru}eS S (}J& Z S %opU%oe UMUSS that M z& thE use-cf sSipplementary
electric resistance heating during startup and recovery from setback, as discussed earlier in the heating
equipment section.

A Demand Flexibility credit is providémt installation of a Pr&ooling Thermostat (PCEamplying with
the requirements of Joint Appendix 5.2: Technical Specifications for Thermostat Functionality- for Pre
Cooling. To obtain credit, a thermostat must be included in an Energy Commissidredidified PCTs.
The certified PCT would meet thalowing performance specifications:

X ltcan be programmed]8§Z & pe]vP ] 130]vRVEU} 1} E -eddting sthagHule
programming functionality.
x A temporary override shall be provided thatsimple to initiate and shall be limited to hom ore than
72 hours at a time.
x It provides the ability to sethe following parameters easily, in such a way that they can be readily
confirmed by a HERS Rater:
f PreCooling Start Time (required to be
f No-Coding Start Time
f No-Cooling End Time
f PreCooling Temperature Setpoint
f No-Cooling Temperature Setpoint
(6) Itis eay to program correctly, it is difficult to inadvertently change the schedule or permanently
override, and it has a clear indication..
(7) The manufaturer has supplied educational material to be left behind by the installer

The presence and appropriate pragnming of the PCT is required to be verified by a HERS Rater.
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When installation of an Advanced Energy Efficiency Thermostat (AEET) is spenifisstiniteet the
requirements of Joint Appendix 5.3: Technical Specifications for Thermostat Functionalibcédlva
Energy Efficiency. To obtain credit, a thermostat must be included in an Energy Commission list of
certified AEETSs. The certified AEET wouwdétrthe following eligibility criteria of the ENERGY STAR

program for Communicating Thermostats, V1.0. Afisitavould have passed perfomrnace testing and
meet the following critieria:

x Annual Percent Run Time Reduction shall meet the following cri@rizoth heating and
cooling in the ENERGY STAR Climate Region relevant to the California Climate Zone:
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Heating: Cooling:
Calfornia CZ 8% (95% confidence limit) and 10% (95% confidence limit) and
- 4% (20" percentile) in 5% (20" percentile) in
ENERGY STAR Climate Region ENERGY STAR Climate Region|
1-6 Marine Marine
7-15 Mixed-Dry/Hot-Dry Mixed-Dry/Hot-Dry
16 Cold/VeryCold Mixed-Dry/Hot-Dry

X Network standby average power consumption shall be less than or equal to 1.0 W.

4.8.1.10 Using Weigin Charging Procedure at Low Outdoor Temperatures

When a new HVAC system is ifigtd, the HVAC installer must check the refrigerant charge, and a HERS
Rater must verify the correct charge; however, an exception to 8150.1(c)7A provides for an alternative
third-party HERS verification if the weighmethod is used when the outdoor terapature is less than

55° F.

Typically, when the weigim method is used by the installing contractor, a HERS Rater must perform a
charge verification in accordance with the RA3tandard charge procedure. However, because the
RA3.2.2 procedures cannot ieed when the outdoor temperatures are less than 55°F, the Energy
Standards provide the installer with two choices:

1. Use the RA3.2.3.2 HERS Rater Observation of Wieigharging’rocedure to demonstrate

compliance, and instadln-occupanicontrolled-smatrthermostat (OCSTa demand response
thermostat (DRT) or Advanced Energy Efficiency Thermostat (AEET).

7.6.2.2Solar Zone Area for Single Family Residential Buildings

The solazone must be located on the roof or overhang of the building. Thee]Pv § _ *}o & I}v [
total area must be no less than 250 square feet (§110.10(b)1A).

There are six allowable exceptions to the required solar zone area. Exceptions 1 and 6 all@atealtern
efficiency measures instead of an actual solar zone, so théraygents for zone shading, azimuth and
design load; interconnection pathway, owner documentation, and electric service panel do not apply
either.

Submit a CF1RRAQ1-E to the building deartment with the building permit application for all projects
coveaed by solar ready, even when using a Solar Zone Exception. In addition, submitaRZB2HE
solar zone worksheet for all projects with a solar zone, including Exceptions that allowcadesolar
zone area.

Solar Zone Exceptions for Single Familyldogs:
Y
Exception @llows no solar zone when the following energy efficiency features are installed:

All thermostats have demand responsive controls that comply with Section 110.12(dpem
Appendix JA5. (please see Exception 5, above, for mordsjeraND one of the following four measures
(i tiv):
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Y

Install a dishwasher that meets or exceeds the ENERGY STAR® program requirements with
a refrigerator that meets or exceeds the ENERGAR program requirements, OR one of
the following:
x a wholehouse &n driven by an electronically commutated motor, OR
X an SAE J1772 Level 2 Electric Vehicle Supply Equipment (EVSE or EV Charger)
with a minimum of 40 amperes. SAE Jli&rthe SAE Internathal document
§]So0 2~ o SE] s Z] o v ¥ahclé Conguck/E Charges
}u% 0 E_ ~™  :i06061ziiidiieX
Install a home}uieemauenenerqv manaqemerﬂystemeapable—ei—at—a—wmmum

signralghat complles with Semon 110. 12(a) meets or exceeds the EllQIbIlItV Criteria of

s Eel}v iXi}(8zZ E Z'z"d Z "WEIIPE uZ <ul]&® u vse (}E& ~u ES
DVvPuvs "CeS ue ~%pu 0]eZ ™ %cptSectibng Y.3RKBH ncldles

an Advanced Energy Efficiency Thestat, as defined in JA5.3; controls at least two light
fixtures; and communicates with any qualified Battery Storage System as defined in Joint
Appendix JA12, or Heat Pump Water Heatexd 8hifting System as defined in Joint
Appendix JAL3r

Install aternative plumbing piping to permit the discharge from the clothes washer and all
showers and bathtubs to be used for an irrigation system in compliance witGah#rnia
Plumbing CodeOR

Install a rainwater catchment system designed to comply withGaéfornia Plumbing Code
and uses rainwater flowing from at least 65 percent of the available roof area.

Solar Zone Area for LowRise Multifamily Residential Buildings

The solar zone regrement for lowrise multifamily buildings is located in the 201%Eyy Standards
with the requirements for highise multifamily, hotel/motel and nonresidential buildings in
§110.10(b)1B. The solar zone requirement for-lise multifamily buildings apigls to mixed occupancy
buildings as well.

Y

Exception 4says multifamily residential buildings do not need a solar zone if all thermostats have

demand responsive controls that comply with Section 110.12(a) and Joint Appendix JA5. See Exception 5
for singk family homes (above) for more thermostat details. didiion to the compliant thermostats,

choose A or B below:

A. One of the following four measures installed in each dwelling urtiti):

Install a dishwasher that meets or exceeds the ENERGWSFédram requirements with a

refrigerator thatmeets or exceeds the ENERGY STAR program requirements, or dnousse
fan driven by an electronically commutated motor.

Install a homau{emaaenenerqv manaqemerﬂystemeapable—e#—at—a—mu%mem—eemg

complies with Sectlon 110. 12(a) meets or exceeds the E|IQIbI|I'[V Crlterla of VersmTl 0 of the
E Z2'z"d Z"WEIPE u Z <pJ]E& u vS8e (}E "u ES ZGuS weEPC D v P
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(published September 3, 2019) exc&actions 4.3A€R); includes an Advanced Energy
Efficiency Thermostat, as defined in JA5.3; controls at least two light fixtures; and
communicates with any qualified Battery Storage System as defined inPAppandix JA12, or
Heat Pump Water Heater Loaliffing System as defined in Joint Appendix JAt3

iii. Install alternative plumbing piping to permit the discharge from the clothes washer and all
showers and bathtubs to be used for an irrigation system ingdamnce with theCalifornia
Plumbing Codeor

iv. Install a rainwater catchment system designed to comply with@adifornia Plumbing Codend
that uses rainwater flowing from at least 65 percent of the available roof area.

7.8 Compliance and Enforcement

Thele arefeurfive forms associated with the lowise residential solaready requirements. Each form is
briefly described below.

Y
2. CF2RSRAD2-E: Certificate of Compliance: Minimum Solar Zone Area Worksheet

This form is required when buildings comply with dwarready requirement by including a solam=o

That is, an appropriately sized solar PV system is not installed, an appropriately sized solar water heating
system is not installed, the building does not comply with alld@t&S DRT/AEEand highefficacy

lighting requirements or the roof is naoliesigned for vehicle traffic or a heliport.

Y
4. CF2RVICH36-Precool Certificate of Installation

This form describes the procedures for verification of thee®oeling Thermostat (PTC), and lists the
installed vdues of the Critical Field Adjusted Paramsté@keCooling start and end time and
temperature, and Pre&ooling start time and temperature).

5. CE3RMCH36-Precool Certificate of Verification

This form describes the procedures for verification of thee®@oging Thermostat (PTC), and lists the
verifiedvalues of the Critical Field Adjusted Parameters@doling start and end time and
temperature, and Pré&ooling start time and temperature).

Appendix Ht Demand Responsive Control2. Other Requirements for DRontrols

2.2 Certification requirements foDR Thermostats

Residential DR thermostatsise-called-Oceupant-Controlled-SmartThermeq@ESIBRT) must
comply with the technical specifications described in Joint Appendix 5l§JAScording the

requirement in JAS, manufacturers of DR thermogsamust submit documentation to the Energy

}uulee]}v 8} E&S]J(C 8Z § §8Z SZ Eu}+*S S u 8§+ 35Z } €& <pu]E u vSeX 7
website for a list of certified products and for instructions to miawurers that wish to certify
products:http://www.energy.ca.gov/title24/equipment _cert/

2.3 Certification requirements for Home Energy Management Systems
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Residential HEMS qualifying foetbxception so solar zone area must meet xecaed the Eligibility

E]S &] }(s Ee]}v iXi}(8Z E Z'z"dZ " "WEIPE u Z <u]J]E u vse (}E "u
DvPuvs *"CeS ue_ ~% Wl 0]*Z " %S u E TU 1P Mandfactudrs™of S]}ve 0 XT ~
qualifyng HEMS must submit documentation to the Ejye€ommission to certify that the HEMS meets

§Z } @& <pu]E u vEeX A 8Z v EPC }uu]ee]}v[e A ]85 (}JE o0]*3 }(
instructions to manufacturers that wish to certify products:
http://www.energy.ca.gov/title24/equipment _cert/

Y

4. Energy Management Control Systems / Hometematien Energy Managemen$ystems

Required thermostatic and lighting control functions (includdfg control functions) can be

incorporated into and performed by an energy management control system (EMCS). Using an EMCS to
perform these control functions complies with Title 24, Part 6 ed that all of the criteria that would
apply to the control &2 met by the EMCS.

A HomeAutomationEnergy Managemer8ystensthat manages energy loads (such as HVAC and

lighting systems) is consideredype of energy management control systemre suitable for

residential applicationand, as such, can similarhcorporate the ability to provide required control
functions.

OXOXPu%o] v } HU vSe
Compliance document CFERA01-E must be revised to carct the terminology and clarify
certification requirements that must be verified and documented by the DRT and HiEMi&er.

CF2RSRAQ1-E: Solar Ready Buildingdlew Construction

E Smart Thermostats and Alternative Eficiency Measure (Single Family)

01 | All thermostats comply with Reference Joint Appendix JA5 and are capable of receiving and
responding to Demand Response Sgnals
prior to granting of an occupancy permit by the enforcing agency.
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02 | Akternative
Hficiency
Measure:

*Install adishwasher that meets or exceeds ENERGY STAR Program
requirements with either a refrigerator that meets or exceeds the ENER
STAR Program requirements or a whole house fan driven by an

electronically commutated motor or a Level 2 EVSE/EV Charger; or

* Install a homeautemanenenerqv manaqemerﬂystemeapable-gf—at-a

.tesp@nmng-to-demand—pesp@qse—sgnaiat comphes with Sectlon

110.12(a); meets or exceeds the Eligibility Criteriaeobdn 1.0 of the

E Z2'z"d Z"WEIPE uZ <u]J]& u vsSe (}E "u ES
NCeS U ~% U 0]°Z ™ %S eptdectibhsi4i3\{h); MAcludes
an Advanced Energy Efficiency Thermostat, as defined in JA5.3; contrg
least two light fixtues; and communicates with any qualified Battery Sto
System as defined in Joint Appendix JA12, or Heat Pump Water Headk||
Shifting System as defined in Joint Appendix JAd.3
*Install alternative plumbing piping to permit the discharge from thetloés
washer and all showers and bathtubs to be used for an irrigation systel
compliance with the California Plumbing Codwlany applicable local
ordinances; or

*Install a rainwater catchment system designed to comply with the
California Plumbing Codend any applicable local ordinances, and that U
rainwater flowing from at least 65% of the available roof area

The responsible person E signature on this compliance document affirmsthat all applicable
requirements in this table have been met.

F. Smart Thermostats and Alternative Eficiency Measure (Multifamily)

o1 All thermostats comply with Reference Joint Appendix JAS and are cgpable of receiving
and responding to Demand Response Sgnals prior to granting of an occupancy permit
by the enforcing agency.
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02 Alternative
Hficiency
Measure:

*Install a dishwasher that meets or exceeds ENERGY STAR Prograé
requirements witheither a refrigerator that meets or exceeds the
ENERGY STAR Program requirements or a whole house fan driver
electronically commutated motor; or

* Install a hom@cutemanenenerqv manaqemerﬂystemeapable-ef—at-

.tesp@nmng-to-demand—pesp@qse—sgnﬁat comphes Wlth Sectlon

110.12(a); meetsr exceeds the Eligibility Criteria of Version 1.0 of th
E Z2'z"d Z  "WEIPE uZ <u]&E u vsSe (}E "u (¢
D v P uvs ~"Ce3 ushedSéenternljer 3, 2019) except Section
4.3A(ab); includes an Advanced Energy Efficiency Thermostat, as d
in JA5.3; controls at least two light fixtures; and communicates with
gualified Battery Storage System as defined in Joint Appendix JA12
Heat Pump Water Heater Load Shifting System as defined in Joint
Appendix JAL3or
*Install alternative plumbing iping to permit the discharge from the
clothes washer and all showers and bathtubs to be used for an irrig
system in compliance with th€alifornia Plumbing Code and any
applicable local ordinances; or
*Install a rainwater catchment system designedctumply with the
California Plumbing Code and any applicable local ordinances, and
uses rainwater flowing from at least 65% of the aafalié roof area
*The building meets the T24, Part 11, Section A4.106.8.2 requirems
15% of total parking as EVlarging spaces

The responsible person g signature on this compliance document affirmsthat all applicable
requirements in thistable have been met.
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